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      Аннотация

    
        
          In the proposed work one of the typical designs of window slopes is considered as the object of study, namely the fastening of the window unit with steel fixings to one of the two major layers of the wall – insulation or constructive. Peculiarities of designing two-dimensional stationary temperature field in the structure of the site abutting window units to the aperture of residential and public buildings are considered. Results of calculation of temperature in hazardous adjunction points for the design winter conditions with the help of software that implements the finite element method are presented. The analysis of the obtained data is given and the comparison of the behavior of minimum temperatures in the zone of adjacency of the fill of the lighting aperture with the results of analytical calculation based on the conform transformation for the concave corner is proposed if you move the window block in the cross section of the outer wall. It was discovered that the closer the fill to the outer plane of the facade a minimum of the temperature decreases according to the law which coincides enough closely with the analytical solution.
        

        
          Исследована одна из типовых конструкций оконных откосов с креплением оконного блока с помощью стальных закладных деталей к одному из двух основных слоев стены – теплоизоляционному или конструктивному. Рассмотрены особенности расчета стационарного двумерного температурного поля в конструкциях узла примыкания оконных блоков к светопроемам гражданских зданий. Приведены результаты вычисления температуры в опасных точках примыкания для расчетных зимних условий с помощью программы для ЭВМ, реализующей метод конечных элементов. Дан анализ полученных данных и проведено сопоставление характера поведения минимальной температуры в зоне примыкания заполнения светопроема при перемещении оконного блока по сечению наружной стены с результатами аналитического расчета на основе конформного преобразования для вогнутого угла. Обнаружено, что по мере приближения заполнения к наружной плоскости фасада минимальная температура понижается по закону, достаточно близко совпадающему с аналитическим решением.
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