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      Annotation

    
        
          In the proposed work one of the typical designs of window slopes is considered as the object of study, namely the fastening of the window unit with steel fixings to one of the two major layers of the wall – insulation or constructive. Peculiarities of designing two-dimensional stationary temperature field in the structure of the site abutting window units to the aperture of residential and public buildings are considered. Results of calculation of temperature in hazardous adjunction points for the design winter conditions with the help of software that implements the finite element method are presented. The analysis of the obtained data is given and the comparison of the behavior of minimum temperatures in the zone of adjacency of the fill of the lighting aperture with the results of analytical calculation based on the conform transformation for the concave corner is proposed if you move the window block in the cross section of the outer wall. It was discovered that the closer the fill to the outer plane of the facade a minimum of the temperature decreases according to the law which coincides enough closely with the analytical solution.
        

        
          Изучается явление влагопереноса в вертикальном вентилируемом канале. Определяются параметры конструкции НВФ, оказывающие влияние на скорость влагопереноса. Наибольшее движение воздуха создается в конструкции с открытыми рустами. Выявлено оптимальное расположение источников тепла по высоте канала, а также их выгодные сочетания с точки зрения процесса высушивания наружной поверхности теплоизоляционного материала. В результате исследования скорости движения воздуха по высоте вентилируемого зазора, было установлено, что на максимальной высоте скорости принимают наибольшие значения. А также выведено соотношение между массовой скоростью переноса влаги и расстоянием до источника тепла. Сравниваются процессы высушивания при различных сочетаниях нагревательных элементов. Установлена прямая зависимость массовой скорости испарения от времени.
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