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      Аннотация

    
        
          The results of a methodical study of the stress-strain state (SSS) of the anti-filtration wall arranged at the base of the ground dam are considered. The influence of VAT on the walls of the following factors: depth of the wall, the deformation modulus of the wall material, the scheme of intersection with the wall. The studies were carried out by numerical simulation. They have revealed a significant role in the formation of VAT wall processes of friction and slippage in contact with the soil. Through friction, the soil transfers significant compressive longitudinal forces to the wall, which are the greater the stiffness of the wall material. It is revealed that the working conditions of the hanging walls are more favorable than those of the walls supported by the rock. Empirical formulas that allow to predict the value of the maximum compressive stresses in the wall are proposed. Performed assessment of the strength of the wall in compression. It was taken into account that the strength of plastic clay-cement concrete significantly increases compared to uniaxial compression, if it is compressed on all sides. The essential role of the account of this effect at the choice of a material for the device of a wall is shown.
        

        
          Рассматриваются результаты методического исследования напряжённо-деформированного состояния (НДС) противофильтрационной стены, устроенной в основании грунтовой плотины. Было исследовано влияние на НДС стены следующих факторов: глубина стены, модуль деформации материала стены, схема опирания стены. Исследования проводились путём численного моделирования. Они выявили значительную роль на формирование НДС стены процессов трения и проскальзывания на контакте с грунтом. Через трение грунт передаёт на стену значительные сжимающие продольные усилия, которые тем больше, чем больше жёсткость материала стены. Выявлено, что условия работы висячих стен более благоприятные, чем у стен, опёртых на скалу. Предложены эмпирические формулы, которые позволяют спрогнозировать величину максимальных сжимающих напряжений в стене. Выполнена оценка прочности стены на сжатие. При этом учитывалось, что прочность пластичного глиноцементобетона существенно возрастает по сравнению с одноосным сжатием, если он сжат со всех сторон. Показана существенная роль учёта этого эффекта при выборе материала для устройства стены.
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