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          Приведены результаты численных и экспериментальных исследований, посвящённых оценке влияния фазовых переходов поровой влаги в грунтовом массиве, окружающем термоскважины, на теплопроводность прилегающего грунта и на температуру теплоносителя, циркулирующего через теплообменник. Представлена математическая модель, позволяющая описать пространственный нестационарный тепловой режим грунтового массива с термоскважинами с учётом процессов, связанных с фазовыми превращениями влаги в поровом пространстве грунта. Данная математическая модель основывается на методе учёта скрытой теплоты фазовых переходов поровой влаги в грунте за счёт использования такого параметра, как "эквивалентная" теплопроводность.
        

        
          The results of numerical and experimental studies devoted to the evaluation of the effect of phase transitions of pore moisture in the soil mass surrounding the borehole heat exchangers (BHE) on the thermal conductivity of the adjacent soil and on the temperature of the coolant circulating through the heat exchanger are presented. A mathematical model is presented that allows one to describe the spatial non-stationary thermal regime of a soil massif with BHEs, taking into account the processes associated with phase transitions of moisture in the pore space of the soil. This mathematical model is based on the method of accounting the latent heat of phase transitions of pore moisture in the ground by the use of such a parameter as the "equivalent" thermal conductivity.
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