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      Аннотация

    
        
          Due to aggressive environmental conditions, the adhesion between reinforcement and concrete deteriorates. This factor has a significant influence on the safety and efficiency of buildings and structures. The strength of adhesion between reinforcement and concrete decreases in the process of corrosion, and therefore requires a longer anchoring length of the reinforcement. The longer the anchoring length, the greater the guarantee that the destruction of the reinforcement in concrete does not occur until the lifetime of the reinforced concrete elements is expired. Various parameters affecting the reinforcement adhesion strength in reinforced concrete elements are considered. The ratio of the thickness of the protective layer and the diameter of the reinforcement affects the adhesion strength. With a higher ratio the loss of the adhesion strength is less than with a lower ratio. The mass loss of the reinforcement is an important parameter, and it can determine the level of corrosion. This value can be used for the development of the correlation between corrosion, cracking, the adhesion and ultimate strength of reinforced concrete elements.
        

        
          Из-за агрессивных условий окружающей среды происходит ухудшение сцепления между арматурой и бетоном. Это значительно влияет на безопасность и работоспособность зданий и сооружений. Прочность сцепления между арматурой и бетоном уменьшается в процессе коррозии, и поэтому требуется большая длина анкеровки арматуры. Чем больше длина анкеровки, тем больше гарантия, что разрушение арматуры в бетоне не происходит до окончательного срока службы в железобетонных элементах. Рассматриваются различные параметры, влияющие на прочность сцепления арматуры в железобетонных элементах. Соотношение толщины защитного слоя и диаметра арматуры влияет на прочность сцепления. С более высоким отношением потеря прочности сцепления меньше, чем с более низким отношением. Потеря массы арматуры является важным параметром, и она определяет уровень коррозии. Это значение используется для разработки корреляции между коррозией, растрескиванием, прочностью сцепления и предельной прочностью железобетонных элементов.
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