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          The lack of a clear regulatory framework governing the use of polymer composites to strengthen wooden structures, stimulates the conduct of numerous studies in this area. An important task is to obtain reinforcing materials with the best physico-mechanical and operational parameters. The choice of the type of curing adhesive has a great influence to characteristics of polymer composites such as viscoelastic parameters of the material, adhesion properties on the contact surfaces, the presence of internal defects, etc. The paper describes a method for determining the physicomechanical characteristics of a composite material based on experimental studies. The stand, test samples and the pattern array of tensometric sensors for testing according. Determination of tensile properties of unreinforced and reinforced materials have been presented. Dependences of stress-strain, modulus of elasticity, Poisson's ratio, tensile strength for laminate polymer composite have been obtained. Comparative analysis of the obtained results for various adhesive compositions has been performed. According to the results of experimental studies, it was found that the physicomechanical characteristics of polymer composites based on epoxy matrix are higher than those of polyurethane matrix composites due to uniform filling of the filler volume, as well as better wettability of the reinforcing fibers. In conclusion, the article draws conclusions about the effect of the adhesive composition on the mechanical characteristics of the obtained composites have been made, relevance and applied significance of the investigation for strengthening the compressed-flexural elements of wooden structures has been justified.
        

        
          Отсутствие четкой нормативно-правовой базы, регулирующей возможность применения полимерных композитов для усиления деревянных конструкций, стимулирует проведение многочисленных исследований в данной области. Важной задачей является получение армирующих материалов с наилучшими физико-механическими и эксплуатационными параметрами. Большое влияние на характеристики полимерных композитов оказывает выбор типа отверждающей клеевой матрицы, от которого зависят вязкоупругие параметры материала, адгезионные свойства по контактным поверхностям, наличие внутренних дефектов. В работе описана методика определения физико-механических характеристик композитного материала на основе экспериментальных исследований. Представлен стенд, испытательные образцы и схема расстановки тензометрических датчиков для проведения испытаний. Получены зависимости "напряжения – деформации", значения модуля упругости, коэффициента Пуассона, прочности при растяжении для слоистых полимерных композитов. Выполнен сравнительный анализ полученных результатов для различных клеевых композиций. По результатам экспериментальных исследований установлено, что физико-механические характеристики полимерных композитов на основе эпоксидной матрицы выше, чем у композитов на основе полиуретановой за счет равномерного заполнения объема наполнителя, а также лучшей смачиваемости армирующих волокон. В заключении сделаны выводы о влиянии клеевой композиции на механические характеристики полученных композитов, обоснована актуальность и прикладное значение исследований для усиления сжато-изгибаемых элементов деревянных конструкций.
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