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      Annotation

    
        
          Pore colmatation plays a positive role, since the decrease in the permeability of cement concrete due to the deposition of insoluble corrosion products in the pores leads to a slowdown in corrosion processes. The mathematical model of concrete pore colmatation based on the mass transfer equations is given, which allows to estimate the depth of corrosion damage of concretes in media of various degrees of aggressiveness. The presented model describes the rate of advance of the deposition zone of corrosion products depending on the conditions of the corrosion process. Mathematical models of the kinetics and dynamics of mass transfer accompanied by a decrease in permeability during chemical corrosion of cement stone are presented. Equations are obtained for determining the rate of advancement of the colmatation zone and the thickness of the colmatant layer during concrete corrosion. The dependence of the rate of clogging of pores and capillaries and the thickness of the sediment layer on the change in mass transfer characteristics, taking into account the porosity of the bedding layer, is shown. Graphic dependences of the rate of advancement of the colmatage zone and the thickness of the layer of corrosion products are obtained at the established porosity of the layer for cases of linear and exponential changes in the mass diffusivity coefficient over time. The obtained graphic dependences show that the intensity of the colmatation process decreases, and also illustrate a significant decrease in the intensity of the process with a slight decrease in the porosity of the sediment layer.
        

        
          Кольматация пор играет положительную роль, поскольку снижение проницаемости цементного бетона вследствие осаждения в порах нерастворимых продуктов коррозии приводит к замедлению коррозионных процессов. Приведена математическая модель кольматации пор бетона, основанная на уравнениях массопереноса, которая позволяет оценивать глубину коррозионных повреждений бетонов в средах различной степени агрессивности. Представленная модель описывает скорость продвижения зоны осаждения продуктов коррозии в зависимости от условий протекания процесса коррозии. Приведены математические модели кинетики и динамики массопереноса, сопровождаемого снижением проницаемости, при химической коррозии цементного камня. Получены уравнения для определения скорости продвижения зоны кольматации и толщины слоя кольматанта при коррозии бетона. Показана зависимость скорости закупоривания пор и капилляров и толщины слоя осадка от изменения характеристик массопереноса с учетом порозности слоя кольматанта. Получены графические зависимости скорости продвижения зоны кольматации и толщины слоя продуктов коррозии при установленной порозности слоя для случаев линейного и экспоненциального изменения коэффициента массопроводности во времени. Полученные графические зависимости показывают, что интенсивность процесса кольматации уменьшается, а также иллюстрируют значительное снижение интенсивности процесса при незначительном уменьшении пористости слоя осадка.
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