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      Аннотация

    
        
          Many of building products emit volatile organic compounds (VOCs) therefore reducing the indoor air quality. The emitted amount and pollution type depends on each specific source. This paper analyses the VOC concentration change caused by such sources as sprayable window cleaner, aroma candles, sprayable air refresher, waterborne acryl-based paint, solvent based paint and acrylic based hermetic sealant. The tests are done at both closed and ventilated climatic chamber conditions. The results show that three different types of VOC concentration change dynamics can be separated depending on the pollution source. If the room is ventilated according to the local regulations the threshold level which indicates hazardous environment for persons is exceeded for 12 hours after applying the pain at given conditions. The obtained data can be used for future studies and to develop high precision methods of VOC concertation prediction and serve as an information source for future ventilation standard development.
        

        
          Многие строительные изделия выделяют летучие органические соединения (ЛОС), в результате чего снижается качество воздуха в помещении. Величина и тип загрязнения зависят от конкретного источника. В данной статье анализируется изменение концентрации ЛОС, вызванное такими источниками, как распыляемый очиститель для окон, ароматические свечи, распыляемый освежитель воздуха, акриловая краска на водной основе, краска на основе растворителя и герметик на акриловой основе. Испытания проведены в климатической камере как в герметичных, так и в вентилируемых условиях. Результаты показывают, что в зависимости от источника загрязнения могут быть выделены три разных типа динамики изменения концентрации ЛОС. Если помещение вентилируется в соответствии с местными нормами, то пороговый уровень превышается в течение 12 часов, следовательно возникает опасная среда для людей. Полученные данные могут быть использованы для будущих исследований и разработки высокоточных методов прогнозирования концентрации ЛОС, а также могут служить источником информации для разработки новых стандартов вентиляции.
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