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      Annotation

    
        
          Разработка центробежных компрессоров состоит из нескольких этапов, важным из которых является первичное проектирование. Для решения этой задачи применяются различные методики. Одна из таких методик была разработанная Ю. Б. Галеркиным и А. Ф. Рекстиным. Она оставила открытыми несколько вопросов и не была проверена практикой применения. В дополнение к этой методике авторы статьи предложили способ корректировки относительной высоты лопаток рабочего колеса с учетом чисел Маха и показателя изоэнтропы. Был предложен подход к определению эмпирического коэффициента для расчета напорной характеристики рабочего колеса при решении прямой задачи – расчета характеристик ступени с размерами, определенными первичным проектированием. Представленные изменения были реализованы в программе первичного проектирования центробежных компрессорных ступеней. Проверка эффективности первичного проектирования была произведена при помощи программы невязкого квазитрехмерного расчета путем верификации формы лопаточных аппаратов рабочих колес; спроектированы три ступени на различные параметры проектирования – коэффициенты напора и расхода. Анализ диаграмм скоростей при обтекании лопаток рабочих колес показал соответствие формы лопаток заданным параметрам проектирования.
        

        
          Development of centrifugal compressors consists of several steps, the most important of them being preliminary design. A variety of methods are applied for solving this problem. One of these methods was developed by Galerkin and Rekstin. However, this method did not fully resolve all issues and was not tested by practice. In addition to this method, we have proposed a technique for adjusting the relative height of impeller blades, taking into account Mach numbers and the isentropic coefficient. We have formulated an approach to determining the empirical coefficient for calculating the pressure characteristics of the impeller when solving for the direct problem that is calculating the characteristics of the stage with the dimensions determined by preliminary design. The presented changes were implemented in the program for preliminary design of centrifugal compressor stages. The effectiveness of primary design was tested with a program for inviscid quasi-three-dimensional calculation by verifying the shape of impeller blades. Three stages have been designed with different values of design parameters (loading factor and flow rate). Analysis of the velocity diagrams on impellers blades showed that they were designed according to the specified design parameters.
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