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      Annotation

    
        
          This article is aimed at determining the absorption of moisture by diffusion of mineral wool and polyisocyanurate over a long-term period. The task of increasing the thermal insulation properties of enclosing structures is most relevant for the erection of new buildings or structures, as well as for the repair of existing. The method models operating conditions in which thermal insulation product absorb moisture from both sides at high relative humidity of air (100%) and pressure difference of water vapour over a long-term period. The moisture absorption by diffusion of mineral wool and polyisocyanurate were obtained after 28 days of exposure to temperature and pressure drop of water vapor. Significant changes in moisture content of mineral wool were observed. From the results obtained, it can be concluded that polyisocyanurate has a lesser absorption property of water vapor, which is an important attribute in its operation.
        

        
          Повышение теплоизоляционных свойств ограждающих конструкций является одной из основных задач строительства на сегодняшний день. Метод, приведенный в данной статье, моделирует условия эксплуатации, при которых теплоизоляционный материал поглощает влагу с обеих сторон при высокой относительной влажности воздуха (100%) и разности давлений водяного пара в течение длительного периода времени. Было произведено сравнение диффузионного влагопоглощения образцов полиизоцианурата (PIR) и минеральной ваты в течение 28 суток. Результаты показали, что диффузионное влагопоглощение у теплоизоляционного материала из полиизоцианурата (PIR) значительно ниже, чем у теплоизоляционного материала из минеральной ваты, что имеет большое значение в ходе его эксплуатации.
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