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      Аннотация

    
        
          The FEM-analysis of factors influencing the heat transfer properties of external walls made of autoclaved aerated concrete blocks is presented. The external wall temperature fields made of autoclaved aerated concrete 
blocks were calculated for different values of thermal conductivity for laying cement mortar and laying with adhesive. The temperature field was calculated for a junction of a top floor slab with a two-layer external wall having a facing brick layer and no air cavity. The possibility of condensation of moisture on the surface of the ceiling is established. The values of heating performance uniformity of heat productivity, reduced thermal resistance and heat fluxes for external walls are determined.
        

        
          Представлен МКЭ-анализ факторов, влияющих на теплопередающие свойства наружных стен, выполненных из блоков автоклавного газобетона. Полученные температурные поля внешней стены, выполненные из блоков автоклавного газобетона, рассчитаны при разных значениях коэффициентов теплопроводности для укладки цементным раствором и укладки клеящим раствором. Температурное поле рассчитано для соединения верхней плиты перекрытия с двухслойной наружной стенкой, имеющей облицовочный кирпичный слой и воздушную полость. Установлена возможность конденсации влаги на поверхности потолка. Определены значения коэффициентов однородности теплопроизводительности, пониженного теплового сопротивления и тепловых потоков для наружных стен.
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