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      Аннотация

    
        
          Исследовано влияние выбора модели материала и учета скоростей деформации при создании компьютерных моделей импульсного деформирования тонколистовых металлов. В конечно-элементном программном комплексе LS-DYNA разработаны компьютерные модели процессов вытяжки сферических деталей из тонколистового металла методом электрогидроимпульсной вытяжки. Компьютерные расчеты проводились для заготовок из латуни Л68 толщиной 0.24 мм и заготовок из алюминия 5754 толщиной 1 мм в матрицу диаметром 60 мм. Разработана методика уточнения коэффициента скоростного упрочнения металла на основе расчетов в комплексе LS-DYNA, с помощью которых определялся диапазон изменений скоростей эффективных деформации элементов заготовки. Проведено сравнение методов учета скоростного упрочнения металлов при задании различных моделей материала заготовки. Выполнена оценка применимости моделей материала заготовки для решения задач импульсного деформирования тонколистовых металлов.
        

        
          The article presents an investigation of the influence of material model selection and strain rate accounting on the calculation error during impulse sheet metal drawing simulation. Computer models of electro-hydraulic thin sheet metal drawing processes have been developed in the LS-DYNA finite-element complex. Computer simulation in this study was carried out for 0.24 mm-thick CuZn33 brass sheet blank and 1mm-thick Aluminum 5754 under impulse drawing into a die 60 mm in diameter. Technique of refining of speed hardening coefficient of metal using LS-DYNA complex has been developed. The technique is based on preliminary computer calculations, which allow defining a changes range of elements effective strain rates in different parts of workpiece. The technique is simple to execute and implement. Comparison of methods of the strain rate hardening accounting during usage of different material models of workpiece in computer simulations have been provided. The applicability of material models for high-speed computer simulation of thin sheet metal drawing has been assessed.
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