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      Аннотация

    
        
          Задача обеспечения структурно-механической стабильности металла внутрикорпусной выгородки перспективных ВВЭР, изготовленной из новой аустенитной стали, требует корректировки технологического процесса термодеформационной обработки, важным этапом которой является гомогенизация слитка при нагреве под ковку. Несмотря на многолетние усилия по решению комплексной задачи управления микромасштабной ликвационной неоднородностью литого металла, до настоящего времени не реализован системный анализ диффузионных процессов, охватывающих стадии дендритной кристаллизации многокомпонентных сталей в условиях значительного подавления диффузии в образующейся твердой фазе, а также последующей диффузионной гомогенизации. В связи с актуальностью решения указанной проблемы на основе рассмотрения и усовершенствования ее методологии в настоящей публикации представлены этапы системного анализа начальных этапов технологического процесса изготовления заготовки кольца внутрикорпусной выгородки ВВЭР-ТОИ, реализация которых обеспечивает необходимую адекватность численного решения моделирования.
        

        
          The task of long-term structural and mechanical stability of VVER core baffle rings made of new austenitic steel requires reviewing the existing technological process of multi-stage thermo-deformation production technology. Heat treatment at the stage of ingot heating for forging (homogenization) is an essential part of the process. Despite much effort to solve the complex problem of controlling the micro-scale segregation heterogeneity of cast metal, researchers still fail to conduct a system analysis of diffusion processes covering the stages of dendritic crystallization of multicomponent steels under conditions of significant diffusion suppression in the resulting solid phase, as well as the subsequent diffusion homogenization. The need for a solution based on a comprehensive review and dramatic improvement of its methodology is critical. Thus, the paper presents system analysis steps of the first stages of the technological process of VVER-TOI core baffle rings production. If implemented, those steps provide the necessary adequacy of the numerical modeling.
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