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      Annotation

    
        
          Methods of accelerating transient processes in frequency synthesizers based on a pulse phase-locked loop (PLL) using a coarse accelerating control before the PLL reaches small frequency errors with subsequent accurate phase control are briefly considered. To determine the need to turn on the coarse accelerating control, phase-frequency detectors (PFD) with saturation states are used. The article discusses four well-known algorithms of the PFD, which differ from each other in the conditions and direction of exit from the saturation states. It is shown that without changing the specifications of the elements of the PLL in saturation states, none of the algorithms of the PFD has any significant advantage. When changing the specifications of the elements of the PLL, the algorithm of the PFD, which, upon exiting the saturation states, goes into phase control of the opposite action, immediately after exiting the saturation states has more effective error elimination and, therefore, a more optimal resulting transient process.
        

        
          Кратко рассмотрены методы ускорения переходных процессов в синтезаторах сетки частот на базе контура импульсной фазовой автоподстройки частоты (ФАПЧ) с использованием грубого ускоряющего воздействия до входа контура ФАПЧ в область малых рассогласований по частоте с последующей точной регулировкой по фазе. Для определения необходимости включения ускоряющего воздействия применяются частотно-фазовые детекторы (ИЧФД), имеющие состояния насыщения. Описаны четыре известных алгоритма работы ИЧФД, отличающиеся между собой условиями и направлением выхода из состояний насыщения. Показано, что без изменения параметров элементов контура ФАПЧ в состояниях насыщения ни один из алгоритмов не имеет существенного преимущества. При изменении параметров элементов контура ФАПЧ алгоритм ИЧФД, осуществляющий при выходе из состояний насыщения переход в фазовое управление противоположного воздействия, сразу после выхода из состояний насыщения имеет более эффективную отработку фазового рассогласования и, как следствие, наиболее оптимальный результирующий переходный процесс.
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