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          В работе исследовано влияние температуры (диапазон 22 - 140 C) на коэффициент мощности (КМ) композиционного материала из многостенных углеродных нанотрубок с нанесенным на их поверхность полианилиновым покрытием (толщина около 10 нм). Величина проводимости покрытия варьировалась путем обработки композита буферными растворами с различными значениями рН. В исследуемых образцах композита нанотрубки были беспорядочно ориентированы друг относительно друга. Установлено, что наибольшим значением КМ обладает композиционный материал, в котором полианилин находится в окисленной проводящей форме. У этого образца при комнатной температуре значение КМ составило примерно 0,5 мкВт/(м*K{2}), а при 140 C - около 1 мкВт/(м*K{2}).
        

        
          In the paper, the effect of temperature (range 22 - 140 C) on the power factor (PF) of composite material made of multi-walled carbon nanotubes with a 10 nm thick polyaniline coating applied to their surface has been studied. The conductivity value of the coating was varied by treating the composite with buffer solutions of different pH values. The nanotubes were randomly oriented relative to each other in the composite samples under study. It was found that the composite material where polyaniline was in an oxidized conductive form had the highest PF value. In that sample, the PF values were about 0.5 muW/(m*K{2}) at room temperature and about 1 muW/(m*K{2}) at 140 C.
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