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          Тема выпускной квалификационной работы: «Расчетное исследование влияния непроектных параметров на работу системы отопления с элеваторным смешением». Выполнено расчетное исследование влияния параметров системы отопления с элеваторным смешением на ее работу. Базовым режимом для сравнения являются расчетные параметры системы отопления: температуры прямой и обратной сетевой воды и системы отопления, коэффициент смешения, температура помещений. Рассмотрена история применения элеваторных узлов в системах отопления, а также методов регулирования сезонной тепловой нагрузки. Для классической схемы элеваторного узла приведен вывод его напорной характеристики на основе решения системы уравнений в виде законов сохранения для потоков. Выполнено сравнение полученной характеристики с известными ее формами. Исследовано влияние гидравлического сопротивления в контуре системы отопления и в линии подмешивания на все характеристики системы отопления: коэффициент смешения, температуры прямой и обратной воды системы отопления, температуру помещений, мощность системы отопления. Определено количественное изменение всех параметров системы отопления при отклонении от проектных значений располагаемого напора на тепловом пункте, температуры прямой сетевой воды, диаметра сопла элеваторного узла, расчетной температуры наружного воздуха, расчетной температуры помещений. Полученные результаты могут быть использованы при объяснении реальных режимов работы и при организации пусконаладочных работ систем отопления с элеваторным смешением.
        

        
          The topic of the final qualifying work: "Computational study of the influence of non-design parameters on the operation of a heating system with elevator mixing". The calculated study of the influence of the parameters of the heating system with elevator mixing on its operation was carried out. The basic mode for comparison is the calculated parameters of the heating system: the temperatures of the direct and reverse mains water and the heating system, the mixing coefficient, the room temperature. The history of the use of elevator units in heating systems, as well as methods of regulating seasonal heat load, is considered. For the classical scheme of the elevator node, the derivation of its pressure characteristics is given based on the solution of a system of equations in the form of conservation laws for flows. The obtained characteristic is compared with its known forms. The influence of hydraulic resistance in the heating system circuit and in the mixing line on all the characteristics of the heating system is investigated: the mixing coefficient, the temperatures of the direct and return water of the heating system, the temperature of the premises, the power of the heating system. The quantitative change of all parameters of the heating system in case of deviation from the design values of the available pressure at the heating point, the temperature of the direct mains water, the diameter of the nozzle of the elevator unit, the calculated outdoor temperature, the calculated room temperature is determined. The results obtained can be used in explaining the actual operating modes and in organizing the commissioning of heating systems with elevator mixing.
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