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      Аннотация

    
        
          Тема выпускной квалификационной работы: «Метод изменения геологической модели посредством учёта разной степени влияния на модель скважин окружения». В данной работе представлено описание метода корректировки модели. Рассматриваемый метод позволяет оперативно обновлять модель геологического разреза в процессе геонавигации по желанию оператора. Отличительное преимущество нового метода состоит в том, что он решает проблему чрезмерно сглаженной модели. Метод корректирует геологическую модель, воссоздавая неравномерное распределение параметра, но при этом не теряя общей геологической концепции модели. Другим преимуществом является то, что с помощью анализа каротажей скважин окружения и упомянутого метода, можно добиться появления геологических объектов, не отраженных на начальной модели из-за ее неопределенности, но необходимых для процесса геонавигации. По результатам исследования был разработан алгоритм, корректирующий модель согласно описанному методу. Алгоритм и его апробация на реальных данных представлены в этой работе. Применимость данного метода проиллюстрирована представленными результатами.
        

        
          The subject of the graduate qualification work is «Method of Geological model Correction due to the different Environment Well Influence and its Application to the Geostatistics Modeling». The paper considers description of the model adjustment method. This method provides the means of updating the geological section model during the geosteering work according to operator’s request. Process is based on the increase or decrease concept of the wells environment’s influence on the geostatistical model. The distinctive feature of the new method is that it resolves the problem of oversmoothed model. Considered method corrects the geological section model in a way of irregular parameter change, but with respect to reality. Furthermore, by means of environmental well log analysis and increasing well’s weight, appearance of the geological objects, non-simulated due to the uncertain nature of the model, can be achieved. At this point, the problem of the non-simulated objects which are nevertheless displayed in the developed well log can be resolved. According to results of the research an algorithm was developed. It implements correction of the current model. The algorithm and its approbation on real oil field data are presented in this work. Applicability of this method is illustrated with the presented results.
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