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      Аннотация

    
        
          Описаны экспериментальные и расчетные исследования модернизированной сепарационной части сепаратора-пароперегревателя СПП-500-1. Данные аппараты эксплуатируются на энергоблоках с реакторами РБМК. Приведены результаты расчетных исследований,  демонстрирующие эффективность работы модернизированной конструкции СПП-500-1. Представлена методика моделирования двухфазного потока, описывающая процесс сепарации в СПП-500-1. Эта методика может быть использована при расчетном анализе в процессе проектирования и модернизации конструкций СПП и других теплообменных аппаратов, как разрабатываемых, так и эксплуатируемых на действующих энергоблоках ТЭС и АЭС.
        

        
          This article is about the experimental and computational research of the modernized separation part of the SPP-500-1 moisture separator--steam reheater. These devices are operating at nuclear power plants with RBMK-reactors. The results of computational studies we have performed, demonstrate the effectiveness of the modernized design of SPP-500-1. The results of the computations agree quite well with the experiments, which means that the technique of two-phase flow simulation adequately describes the separation process in the SPP-500-1. The proposed method of modeling two-phase flow can be used for computational analysis when designing and modernizing moisture separator-steam reheaters and other heat exchangers, developed and operated at the thermal and the nuclear power plants.
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