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      Аннотация

    
        
          The issues of improving the performance of self-compacting concrete by modifying the structure of cement stone developed complex modifier. The influence of complex modifier and its components: the superplasticizer (SP), water repellent (CSF), metakaolin (MTK) on the rheology, heat, contraction of the cement paste and on the limit of compressive strength, microstructure and phase composition of the cement stone. The introduction of a complex modifier can increase the strength of cement stone by 75% compared to the control. The study of cement stone chips using electron microscopy showed that in the composition with a complex modifier crystalline tumors are formed much less dispersion than in the composition without additives. An increase in the concentration of calcium hydrosulfoaluminate in the pores and capillaries, an increase in the specific surface area of the hydrate phases, both in the overall structure of the cement stone and in the defective areas of the spatial skeleton, a decrease in porosity leads to hardening of the material.
        

        
          Рассмотрены вопросы повышения эксплуатационных характеристик самоуплотняющегося бетона, путем модифицирования структуры цементного камня разработанным комплексным модификатором. Изучено влияние комплексного модификатора и его компонентов: гиперпластификатора (ГП), гидрофобизатора (ГФ), метакаолина (МтК) на реологию, тепловыделение, контракцию цементного теста, а также на предел прочности при сжатии, микроструктуру и фазовый состав цементного камня. Введение комплексного модификатора позволяет повысить прочность цементного камня на 75 % по сравнению с контрольным. Изучение сколов цементного камня с помощью электронной микроскопии показало, что в составе с комплексным модификатором кристаллические новообразования формируются значительно меньшей дисперсности, чем в составе без добавки. Увеличение концентрации гидросульфоалюмината кальция в порах и капиллярах, увеличение удельной поверхности гидратных фаз, как в общей структуре цементного камня, так и в дефектных областях пространственного скелета, уменьшение пористости приводит к упрочнению материала.
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