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      Annotation

    
        
          The article presents results of the experimental and theoretical research of bearing capacity determination for fixings, used for bearing and supporting brackets in facade systems with the base from sandwich panel. The experiment included the consideration of several types of brackets fixing: using self-tapping screws and threaded rods, taking into account the variation in the thickness of the bearing steel plates. The required values of the research were critical longitudinal force for the pull-out from the base, deformations of the base, which lead to the disruption of sandwich-panel structural integrity. In addition, full-sized samples of the bearing bracket (the most loaded element of the facade system), installed on sandwich panel, were tested for the longitudinal (wind) and shearing (self-weight of cladding and system) load with different types of fixing. As a result, the article gives recommendations for the joints design of facade system brackets fixing to the base from sandwich panel, developed on the results of tests and theoretical studies.
        

        
          Изложены результаты проведенных экспериментальных и теоретических исследований по определению несущей способности креплений несущих и опорных кронштейнов навесных фасадных систем (НФС) к основанию из стеновой сэндвич-панели. В процессе испытаний по определению несущей способности крепления НФС к стеновой сэндвич-панели ставились задачи по определению критического продольного усилия необходимого для вырывания элемента крепления или деформации основания, приводящей к нарушению целостности конструкции; испытывались полноразмерные образцы несущего (наиболее нагруженного элемента системы) кронштейна расчетной продольной (ветровой) и вертикальной (весовой) нагрузкой; измерялись величины поперечной деформации сэндвич-панели от сосредоточенной силы, вызываемой действием весовой и ветровой нагрузок, действующей на систему НФС. По результатам проведенных испытаний и теоретических исследований даются рекомендации по проектированию соединений крепежных элементов креплений навесных фасадных систем к основанию из стеновой сэндвич-панели.
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