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      Аннотация

    
        
          The definition of rational parameters of the developed compensating device of a triangular shape by calculation and experimental investigation methods is considered in the article. The proposed compensating device with the bent taps use has a more rigid design than the compensating device in the form of a broken bolt. Consequently, the correction coefficient of the compensator form, structurally executed with the use of bent taps is received by calculation and experimental methods for decreasing the longitudinal compressive force arising from the temperature drop to the ensuring level of the overall pipeline stability in the longitudinal direction, which allows to determine its rational parameters. The condition is obtained for determining the rational parameters of the proposed compensating device for underwater pipeline transitions in order to increase the overall stability in the longitudinal direction. In addition, the patented technology of laying the proposed compensating device is shown.
        

        
          Рассматривается определение рациональных параметров разработанного компенсирующего устройства треугольной формы с помощью расчетно-экспериментальных методов исследования. Предлагаемое компенсирующее устройство с применением гнутых отводов обладает более жесткой конструкцией, чем компенсирующее устройство в виде ломаного ригеля. Поэтому расчетно-экспериментальным методом получен коэффициент уточнения формы компенсатора, конструктивно выполненного с применением гнутых отводов, для снижения продольного сжимающего усилия, возникающего от температурного перепада, до уровня обеспечения общей устойчивости трубопровода в продольном направлении, который позволяет определить его рациональные параметры. Получено условие для определения рациональных параметров предлагаемого компенсирующего устройства для подводных переходов трубопроводов с целью повышения общей устойчивости в продольном направлении. Также приведена запатентованная технология укладки предлагаемого компенсирующего устройства.
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