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      Annotation

    
        
          Сформулирована мотивация к поиску новых методов снижения потерь кинетической энергии в кольцевых осерадиальных диффузорах с крутым поворотом потока, применяемым в выходных патрубках конденсационных паровых турбин. Приведены результаты численного моделирования отрывного течения в кольцевом осерадиальном диффузоре с вихревыми ячейками, предназначенными для управления отрывом потока. Оценена эффективность вихревой ячейки в зависимости от ее размера, места расположения на поверхности диффузора вблизи зоны отрыва потока и интенсивности щелевого отсоса. Показано, что вихревую ячейку с таким отсосом, можно рассматривать как перспективный способ управления отрывом потока в кольцевом диффузоре с крутым поворотом потока.
        

        
          The paper provides an explanation why new methods of reducing kinetic energy losses have to be developed for annular axial-radial diffusers with a sharp turn of the stream, used in exhaust hoods of condensing steam turbines. The results of numerical simulation of separated flow in an annular axial-radial diffuser with vortex cells intended for control of flow separation are presented. The efficiency of the vortex cell is estimated depending on its size, location on the surface of the diffuser near the flow separation zone and the intensity of the slit suction. The conclusion is that the vortex cell with a slit suction can be regarded as a promising method for controlling flow separation in an axial-radial diffuser with a sharp turn of the stream.
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