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          Представлены результаты исследования технологических комплектов на базе конических профильных соединений c равноосным контуром (РК-3) в узле "шпиндель – инструментальная оправка" на точность и жесткость, для чего на основе разработанных математических моделей профильных поверхностей оправки и отверстия шпинделя РК-3 выполнены машинные эксперименты по воспроизведению сопряжения деталей конического соединения. Проведен анализ точности установки по шести координатам инструментальной оправки с основными элементами (сверла, фрезы, расточные резцы) в отверстие шпинделя. Коническое соединение нагружалось внешней силой (резания); получены величины упругих отжатий (изменение положения оправки в отверстии шпинделя) также по шести координатам.
        

        
          The article presents the study of technological sets of multi-purpose machines based on conical P-3 profile connections for accuracy and rigidity. Based on previously constructed mathematical models of P-3 profile surfaces of the shaft and the sleeve hole,we have performed multiple simulations on coupling of conical connection details. We have analyzed the accuracywith which theshaft with the main elements (drills, cutters, boring tools) was installed in the sleeve hole for six coordinates (3 displacements and 3 rotations). Subsequently, the assembled connection was loaded by an external force, allowing to obtainthe value of elastic deformation (a change in the position of the shaft in the sleeve hole) also for six coordinates.
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