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      Annotation

    
        
          The calculation of water permeability through a system of defects (long narrow slits in the junctions) in the screen is considered based on the filtration model. Its structural layout and description of the model main elements are given. The solution is carried out for the plane formulation of the problem by the methods of the filtration theory using the method of conformal mappings and the velocity hodograph method. A distinctive feature is the study of free filtration through a system of screen slits (the isolated standard fragment with a single defect), characterized by a pressure movement of the filtration flow in the protective layer and pressure/pressure-free movement at the bottom of the screen, taking into account the mutual influence of the slits on each other. We obtained the calculated dependences for the determination of the specific filtration flow through the screen slit, as well as the total flow through the system of slits and the averaged screen filtration factor, the results of the calculations are compared to the known formulas for the defect system. For practical use, a table of averaged screen filtration factors and a graph of the change in the reduced flow rate through the screen, considering and not considering the influence of the underlying base are made.
        

        
          Рассматривается расчет водопроницаемости через систему дефектов (узких протяженных щелей в местах стыков) в экране на основе фильтрационной модели. Приводится ее структурная схема и описание основных элементов модели. Решение осуществляется для плоской постановки задачи методами теории фильтрации с использованием метода конформных отображений и способа годографа скорости. Отличительной особенностью является изучение свободной фильтрации через систему щелей экрана (выделенный стандартный фрагмент с единичным дефектом), характеризующиеся напорным движением фильтрационного потока в защитном слое и напорно-безнапорным движением в основании экрана с учетом взаимовлияния щелей друг на друга. Получены расчетные зависимости для определения удельного фильтрационного расхода через щель экрана, а также суммарного расхода через систему щелей и осредненного коэффициента фильтрации экрана, результаты расчетов сопоставлены с известными формулами для системы дефектов. Для практического использования составлена таблица осредненных коэффициентов фильтрации экрана и график изменения приведенного расхода через экран с учетом влияния подстилающего основания и без его учета.
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