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          Suspended ceiling is an effective way to fire protection of horizontal structures with steel beams due to its lightness, reliability and functionality. Three designs of fireproof suspended ceiling with silicate plates on cement binder are considered. A detailed description of the tested structures is given. Experiments were carried out to determine the fire resistance of the samples. The results of fire tests on suspended ceilings under standard fire temperature regime are presented in this study. It was found that the structures that have shown their effectiveness under the standard regime cannot satisfy the conditions of the hydrocarbon temperature regime. For the purpose of efficiency in the hydrocarbon regime and isolating the beams from the fire, in addition to fire-retardant plates, non-combustible heat insulation was used in the construction of the ceiling. The results of testing the ceiling with fire-retardant plates and rock wool when creating a hydrocarbon fire regime are given. It is shown that at the end of the fire exposure, the limiting state of the loss of bearing capacity and the loss of integrity was not fixed, visible changes during the test period was not found.
        

        
          Подвесной потолок является эффективным способом огнезащиты горизонтальных конструкций перекрытий со стальными балками за счет своей легкости, надежности и функциональности. Рассмотрены три конструкции огнезащитного подвесного потолка с силикатными плитами на цементном вяжущем. Дано подробное описание испытываемых конструкций. Проведены эксперименты с целью определения огнестойкости образцов. Приведены результаты огневых испытаний подвесных потолков при создании стандартного температурного режима пожара. Получено, что конструкции, показавшие свою эффективность при стандартном режиме, не могут удовлетворить условиям углеводородного температурного режима. С целью эффективности при углеводородном режиме и изолирования балок от огня, кроме огнезащитных плит использована в конструкции потолка негорючая теплоизоляция. Приведены результаты испытания потолка с огнезащитными плитами и каменной ватой при создании углеводородного режима пожара. Показано, что на момент окончания огневого воздействия предельное состояние по потере несущей способности и по потере целостности не зафиксировано, видимых изменений в течение времени проведения испытания не обнаружено.
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