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      Аннотация

    
        
          Представлены спектры пропускания и отражения электромагнитного излучения для тонких пленок, полученных методом полива из растворов фуллеренов в воде и дихлорметане, а также из растворов 4-метилфенилгидразона N-изоамилизатина в хлороформе, в СВЧ- (2,5 - 4,0 и 8,2 - 12,0 ГГц) и оптических (19 - 110 и 330 - 740 ТГц) диапазонах. Показано, что наиболее чувствительны к СВЧ-волнам углеродные образцы, осажденные из дихлорметана, на спектре которых отмечены пики поглощения 3,4 и 9,1 ГГц. В инфракрасном диапазоне были выделены частотные интервалы 20 - 50 и 78 - 108 ТГц, где наиболее ярко проявилось взаимодействие электромагнитных волн с образцами. В оптическом спектре пленки, полученные из двух видов фуллеренсодержащих суспензий, имея линейный спектр, обладали максимальным коэффициентом поглощения, а органические образцы с резким увеличением поглощения в высокочастотной области 599,6 - 713,8 ТГц имели край полосы поглощения 3,05 эВ. При этом микрофотографии поверхностей показали достаточно разветвленный рельеф (в особенности для поверхностей фуллерена) с нетривиальными 3D-образованиями, на форму которых влиял тип растворителя.
        

        
          Microwave and optical transmission and reflection spectra of thin films prepared by casting the aqueous and dichloromethane solutions of fullerene, as well as casting the chloroform solution of 4-methylphenylhydrazone N-isoamylisatin have been recorded in the 2.5 - 4.0, 8.2 - 12.0 GHz and 19 - 110, 330 - 740 THz ranges. The carbon samples precipitated from dichloromethane were established to be the most sensitive to the microwaves. There were 3.4 and 9.1 GHz absorption peaks in their spectrum. The 20 - 50 and 78 - 108 THz IR intervals were chosen for investigation as the most pronounced. The fullerene-containing films, having a linear optical spectrum, exhibited the maximal absorption factor. The organic samples, having a sharp increase of optical absorption in the 599.6 - 713.8 THz high-frequency region, exhibited an absorption edge of 3.05 eV. In this case the surface photomicrographs demonstrated a rather ramified relief with nontrivial 3D forms dependent on the solution nature, notably prominent for fullerene surfaces.
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