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      Аннотация

    
        
          Методами оптической и электронной микроскопии изучены структура, фазовый состав и микротвердость сварного соединения труб толщиной 14 мм из сплава HP40NbTi. Построен профиль изменения микротвердости вдоль сварного сечения. Качественно и количественно изучен фазовый состав различных зон сварного соединения. Выявлены особенности строения разных зон сварного соединения центробежнолитых труб из аустенитных жаропрочных сплавов на основе системы Fe-25Cr-35Ni-0,45C. Установлена неоднородность структуры в различных участках сварного соединения, обнаружено формирование сегрегаций отдельных легирующих элементов и образование интерметаллидной фазы в зоне термического влияния и металле шва. Изучены и объяснены закономерности изменения структуры и микротвердости сплава в разных зонах сварного соединения. Проанализировано возможное влияние установленных структурно-фазовых изменений в сплаве HP40NbTi в процессе сварки на работоспособность трубного сварного соединения в условиях эксплуатации.
        

        
          The authors studied the structure, phase composition, and microhardness of a 14 mm thick pipes welded joint made of HP40NbTi alloy using optical and electron microscopy. The profile of microhardness changing along the welded joint is plotted. The phase composition of different zones of the welded joint has been studied qualitatively and quantitatively. The paper reveals the structural features of different zones of a welded joint of centrifugally cast pipes made of austenitic heat-resistant alloy based on the Fe-25Cr-35Ni-0.45 C system. The authors established heterogeneity of the structure in different sections of the welded joint, detected the formation of segregation of individual alloying elements and the formation of an intermetallic phase in the heat affected zone and weld metal zone. The regularities of changes in the structure and microhardness of the alloy in different zones of the welded joint are studied and explained. The paper presents an analysis of the possible influence of the revealed structural and phase changes in the HP40NbTi alloy during welding on the performance of the pipe welded joint under operating conditions.
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