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      Аннотация

    
        
          The 3D-technology is becoming widespread in construction. Thus, the development of mixtures with the indifferent set of properties to the influence of the environment is actual. The intensive setting and hardening of cement composites in aggressive conditions require finding solutions to ensure the internal curing of concrete. One of the ways to ensure the internal curing of cement composites can be the using of special superabsorbent polymers (SAP). The formation in the structure of the mixture of thin films of polyacrylate SAP with a delayed polymerization of acrylic acids will provide the reserve of water in the system for hydration. Wherein the mobility of the mixture and strength of composite does not get lost in contrast to the granular SAP. The determination of the influence of the SAP components "Renovir-hydrogel" on the physical and mechanical properties of the cement stone is the main aim of this study. Standard test methods in accordance with Russian state standards for average density and total pore volume, EN 196-1 for kinetics of hardening are used in the work. It has been shown that the super absorbent polymer solutions with a controlled polymerization process can be used in cement composites to control water balance. The investigated SAP solutions allow increasing the average density and compressive strength of cement stone. The admixture of the SAP solutions in the studied range of variable factors leads to an increase in the strength of cement stone by 29.5%. An experimental statistical model describing the dependence of the compressive strength on the amount of catalyst and the ratio of water to polymer part was obtained. This allows for achieving the required characteristics of the composite.
        

        
          В связи с распространением 3D-принтеров актуальным является разработка рецептур, обладающих индифферентным к влиянию окружающей среды набором свойств в период схватывания и твердения вяжущего. Гидратация цементных композитов в агрессивных условиях требует поиска решений, обеспечивающих внутренний уход за бетоном. Одним из таких способов может быть использование специальных высокопоглощающих или суперабсорбирующих полимеров (САП). В отличие от традиционного введения гранулированных САП, формирование в структуре цементного композита тонких пленок полиакрилатов с отложенной полимеризацией акриловых кислот в водном растворе обеспечивает систему резервом воды для внутреннего ухода за процессами гидратации без потери подвижности смеси, способствуя снижению усадочных деформаций при сохранении прочностных свойств композита. Целью исследования является установление влияния соотношение компонентов в составе САП "Реновир-гидрогель" на физико-механические свойства цементного камня. В работе использованы стандартизированные методы испытаний в соответствии с ГОСТ с применением современного оборудования и инструментов. Установлено, что использование растворов САП с управляемым процессом полимеризации способствует увеличению средней плотности и прочности цементного камня. В исследуемом диапазоне варьируемых факторов введение раствора САП приводит к повышению прочности цементного камня до 29.5 %. Получена экспериментально-статистическая модель, описывающая зависимость предела прочности при сжатии от количества катализатора и отношения воды к полимерной части для обеспечения требуемых характеристик композита.
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