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          При модификации углепластиков углеродными наночастицами особое значение приобретает оценка эффективности такой модификации с точки зрения повышения показателей механических свойств по сравнению с аналогом. Особый интерес вызывает сравнение характеристик усталостной прочности модифицированных углепластиков и аналогов, так как именно эти характеристики определяют эксплуатационные качества материалов. Рассмотрены прочностные свойства угленанокомпозита ВКУ-18тр и аналога – углепластика КМУ-4-2м-3692. Отмечено, что детальное сравнение ключевых характеристик усталостной прочности этих пластиков в открытых публикациях отсутствует. С целью проведения такого сравнения выбрано три метода и три вида сравнения: сравнение усталостной долговечности материалов при симметричном цикле нагружения; сравнение усталостной долговечности материалов до достижения определенного уровня деградации остаточной прочности; сравнение усталостной долговечности материалов до достижения определенного уровня деградации жесткости. Несмотря на определенную условность проведенных сравнений отмечено значительное преимущество основных характеристик усталостной прочности угленанокомпозита ВКУ-18тр по сравнению с аналогом – углепластиком КМУ-4-2м-3692. Квоты превосходства достигают значений 125–536%. Очевидно, что подобное преимущество может оказаться крайне важным свойством при проектировании особо ответственных силовых элементов конструкций (например, композитных панелей крыльев самолетов).
        

        
          When carbon fiber plastics are modified with carbon nanoparticles, it is particularly important to evaluate the effectiveness of such modification in terms of increasing the mechanical properties compared to the analog. Of particular interest is the comparison of the fatigue strength characteristics of modified carbon fiber plastics and analogs, since it is these characteristics that determine the performance qualities of materials. The strength properties of VKU-18tr carbon nanocomposite and its analog, KMU-4-2m-3692 carbon fiber, are considered. It is noted that there is no detailed comparison of the key fatigue strength characteristics of these plastics in open publications. In order to conduct such a comparison, three methods and three types of comparison were chosen: comparison of the fatigue life of materials with a symmetrical loading cycle; comparison of the fatigue life of materials until a certain level of degradation of residual strength is reached; comparison of the fatigue life of materials until a certain level of degradation of stiffness is reached. Despite the certain conditionality of the comparisons, a significant advantage of the main characteristics of the fatigue strength of the VKU-18tr carbon nanocomposite compared to its analog, KMU-4-2m-3692 carbon fiber, is noted. The superiority quotas reach values of 125-536%. It is obvious that such an advantage can be an extremely important property in the design of particularly critical power elements of structures (for example, composite wing panels of aircrafts).
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