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ƙƬƳƧƹƯƱƧ ƭƺƷƴƧƲƧ 

ƓƬƭƫƺƴƧƷƵƫƴǂư ƴƧƺƾƴǂư ƭƺƷƴƧƲ "Materials Physics and Mechanics" ƯƮƫƧƬƹƸǆ ƘƧƴƱƹ-ƖƬƹƬƷƨƺƷƪƸƱƯƳ ƶƵƲƯƹƬƼƴƯƾƬƸƱƯƳ ƺƴƯƩƬƷƸƯƹƬƹƵƳ 
ƖƬƹƷƧ ƉƬƲƯƱƵƪƵ Ʃ ƸƵƹƷƺƫƴƯƾƬƸƹƩƬ Ƹ ƏƴƸƹƯƹƺƹƵƳ ƶƷƵƨƲƬƳ ƳƧƿƯƴƵƩƬƫƬƴƯǆ ƗƵƸƸƯưƸƱƵư ƧƱƧƫƬƳƯƯ ƴƧƺƱ Ʃ ƶƬƾƧƹƴƵƳ ƩƯƫƬ Ư ǄƲƬƱƹƷƵƴƴƵư 
ƻƵƷƳƬ. ƍƺƷƴƧƲ ƶƺƨƲƯƱƺƬƹ ƵƨƮƵƷƴǂƬ Ư ƵƷƯƪƯƴƧƲǃƴǂƬ ƴƧƺƾƴǂƬ ƸƹƧƹǃƯ ƴƧ ƧƴƪƲƯưƸƱƵƳ ǆƮǂƱƬ ƶƵ ƸƲƬƫƺǅǀƯƳ ƹƬƳƧƹƯƱƧƳ:  
¶ ƓƬƼƧƴƯƱƧ ƱƵƳƶƵƮƯƽƯƵƴƴǂƼ Ư ƴƧƴƵƸƹƷƺƱƹƺƷƯƷƵƩƧƴƴǂƼ ƳƧƹƬƷƯƧƲƵƩ. 
¶ ƛƯƮƯƱƧ ƶƷƵƾƴƵƸƹƯ Ư ƶƲƧƸƹƯƾƴƵƸƹƯ ƱƵƳƶƵƮƯƽƯƵƴƴǂƼ Ư ƴƧƴƵƸƹƷƺƱƹƺƷƯƷƵƩƧƴƴǂƼ ƳƧƹƬƷƯƧƲƵƩ. 
¶ ƓƬƼƧƴƯƱƧ ƶƷƵƽƬƸƸƵƩ ƫƬƻƵƷƳƧƽƯƯ Ư ƷƧƮƷƺƿƬƴƯǆ Ʃ ƹƷƧƫƯƽƯƵƴƴǂƼ ƳƧƹƬƷƯƧƲƧƼ (ƹƩƬƷƫǂƼ ƹƬƲƧƼ). 
¶ ƛƯƮƯƱƧ ƶƷƵƾƴƵƸƹƯ Ư ƶƲƧƸƹƯƾƴƵƸƹƯ ƹƷƧƫƯƽƯƵƴƴǂƼ ƳƧƹƬƷƯƧƲƵƩ (ƹƩƬƷƫǂƼ ƹƬƲ). 
¶ ƛƯƮƯƱƧ Ư ƳƬƼƧƴƯƱƧ ƫƬƻƬƱƹƵƩ Ʃ ƱƵƳƶƵƮƯƽƯƵƴƴǂƼ, ƴƧƴƵƸƹƷƺƱƹƺƷƯƷƵƩƧƴƴǂƼ Ư ƹƷƧƫƯƽƯƵƴƴǂƼ ƳƧƹƬƷƯƧƲƧƼ. 
¶ ƓƬƼƧƴƯƱƧ Ư ƻƯƮƯƱƧ ƳƧƹƬƷƯƧƲƵƩ Ʃ ƸƩǆƮƧƴƴǂƼ ƶƵƲǆƼ. 
ƗƬƫƱƵƲƲƬƪƯǆ ƶƷƯƴƯƳƧƬƹ ƸƹƧƹǃƯ, ƱƵƹƵƷǂƬ ƴƯƪƫƬ ƷƧƴƬƬ ƴƬ ƵƶƺƨƲƯƱƵƩƧƴǂ Ư ƴƬ ƴƧƶƷƧƩƲƬƴǂ ƫƲǆ ƵƶƺƨƲƯƱƵƩƧƴƯǆ Ʃ ƫƷƺƪƯƬ ƴƧƺƾƴǂƬ ƯƮƫƧƴƯǆ. 
ƉƸƬ ƶƷƬƫƸƹƧƩƲǆƬƳǂƬ Ʃ ƷƬƫƧƱƽƯǅ ƭƺƷƴƧƲƧ "ƓƬƼƧƴƯƱƧ Ư ƻƯƮƯƱƧ ƳƧƹƬƷƯƧƲƵƩ" ƸƹƧƹǃƯ ƷƬƽƬƴƮƯƷƺǅƹƸǆ. ƘƹƧƹǃƯ ƳƵƪƺƹ ƵƹƶƷƧƩƲǆƹǃƸǆ ƧƩƹƵƷƧƳ ƴƧ 
ƫƵƷƧƨƵƹƱƺ. ƔƬ ƶƷƯƴǆƹǂƬ Ʊ ƵƶƺƨƲƯƱƵƩƧƴƯǅ ƸƹƧƹǃƯ ƧƩƹƵƷƧƳ ƴƬ ƩƵƮƩƷƧǀƧǅƹƸǆ. 
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ABSTRACT  

In this paper, for the first time, the block element method provides an exact solution to the contact problem 

of the action of a rigid wedge-shaped stamp with an acute angle on a layer of composite material having 

arbitrary anisotropy. The research is based on the application of the block element method. In comparison 

with strip stamps, it contains an additively additional term describing the concentration of contact stresses 

at the angular point, that is, at the top of the stamp. The calculation of the indicator of the peculiarity of 

the concentration of contact stresses at this point is close to the values performed by numerical methods 

in a number of works. In the zone considered away from the top of the stamp, the exact solution turns into 

a solution for the case of a semi-infinite stamp. The developed method is applicable to composites of 

arbitrary anisotropies arising in linearly elastic materials and crystals of any cross sections that allow the 

construction of the Green function, and hence the two-dimensional Wiener-Hopf integral equations. The 

exact solution of two-dimensional Wiener-Hopf integral equations has made it possible, thanks to fractality, 

homeomorphism of stamp carriers and solution functions, to construct exact solutions to contact problems 

for wedge-shaped, sharply angled stamps. 
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contact problems ɧ anisotropy ɧ composite ɧ Wiener-Hopf integral equation ɧ block element ɧ factorization 
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Introduction 

Mixed tasks, including contact tasks, play an important role in a wide variety of practice 

areas. They arise in the problems of strength and fracture [1], wave propagation in elastic 

bodies [2], acoustics [3], non-destructive testing methods [4], the theory of scattering of 

electromagnetic waves and the creation of an electronic element base [5], the theory of 

waves in a liquid [6,7], geophysics [8], tribology [9,10]. Studies of anisotropic problems, 

including for composites and contact problems, were carried out using both analytical 

and numerical methods in [9ɝ27]. It should be noted that the transition in spatial 

problems to anisotropic media, and especially to composites, is associated with 

significant difficulties due to the complexity of differential equations describing such 

media. For the cases of layered media, the construction of Green's functions is carried out 

using integral Fourier transforms. Difficulties arise when calculating the roots of a 
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characteristic equation and when studying the properties of Green's functions, in particular, 

determining all its features. In isotropic cases, this can be done, and in anisotropic cases, 

for composites, it is almost impossible. To illustrate this, the form of the integral equation 

of the contact problem is given below for an orthotropic layer of thickness.  

It is assumed that the friction-free layer lies on a rigid base and a rigid friction-free stamp  

acts on the layer [15]. The orthotropic layer is characterized by a state matrix of the form: 

╒
ὅ ὅ ὅ π π πὅ ὅ ὅ π π πὅ ὅ ὅ π π ππ π π ὅ π ππ π π π ὅ ππ π π π π ὅ

.  

The integral equation is represented in the form: ☺ή Ḁ  Ὧ ὼ ‚ȟ ώ – ή ‚ȟ – Ὠ‚Ὠ– Ὢ ὼȟ ώ ȟ  ὼȟ ώ ᶰ  , Ὧ ὼȟ ώ ᷿  ʖ
ʖ ᷿  ʖ

ʖ ὑ ‌ȟ ‍ Ὡ Ὠ‌Ὠ‍ȟ  ὑ ‌ȟ ‍ Ὃ ‌ȟ ‍ Ὃ ‌ȟ ‍ ȟ   Ὃ ‌ȟ ‍ ὨὩὸᴁὫ Ὧȟ ‌ȟ ‍ ᴁ,   Ὣ ρȟ ‌ȟ ‍ Ὣ ςȟ ‌ȟ ‍ Ὥ‌‎ ’ ὄ ὄ ίὬ’ ȟ  Ὣ ρȟ ‌ȟ ‍ Ὣ ςȟ ‌ȟ ‍ Ὥ‍‎ ’ ὄ ὄ ίὬ’ ,  Ὣ ρȟ ‌ȟ ‍ ὄ ίὬ’ ȟ   Ὣ ςȟ ‌ȟ ‍ ’ ὄ ‎ ‌ ὄ ‎ ‍ ὄ ὧὬ’ ,  ‎ ȟ  ‎ ȟ  ‎ ȟ  ‎ .  

The parameters, three of which are taken to describe the core, are the roots of a 

complex equation [15]: ὦ ’ ὦ ’ ὦ ’ ὦ π. Obviously, the relations turned out 

to be extremely complex and the use of previously developed methods for solving them, 

using detailed properties of the kernels of integral equations [12ɝ17], becomes 

practically impossible. However, the creation of new structural materials, including 

anisotropic composites, leads to the need to apply solutions to contact problems in 

engineering practice, and demands the greatest possible proximity of the approximate 

solutions obtained to the exact ones, including in non-classical fields. For example, the 

approximation of solutions by splines, boundary elements, and eigenfunctions loses some 

important properties of contact stresses in approximate solutions. In some cases, they do 

not describe the concentration of contact stresses at the stamp boundaries, especially at 

the corner points. The tendency of the malleability of the medium is not always caught 

when the size of the stamps is reduced. A special place is occupied by contact problems 

in areas whose boundaries have angular sets. In [24], an exact solution of the contact 

problem in the quarter plane is constructed for the isotropic case. This approach has 

proved useful for constructing a solution to this contact problem for the anisotropic case. 

The research is based on the block element method, in an application for integral 

equations. He allowed the problems formulated above for anisotropic problems to be 

bypassed and transferred to the problems of calculating contour integrals, which is 

already quite simple to implement numerically, and something can be studied 

asymptotically.  
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Setting the task 

The contact problems of the action of an absolutely rigid stamp on a multilayer medium in 

the area of a quarter plane (Fig. 1) [24], and in an acute-angled wedge (Fig. 2), are considered.  

 

 

 
Fig. 1. The figure shows a part of the unlimited 

area of the first quadrant occupied by the stamp 
Fig. 2. The contact area of the sharp-angled 

stamp, with the angle of the ’ 

 

It is assumed that the multilayer medium is an anisotropic composite for which the 

Green's function is constructed. With its help, the integral equation of the contact problem 

is obtained. Methods for constructing Green's functions for anisotropic media are described 

in sufficient detail in [12ɝ17]. Their peculiarity is the complexity of the kernels of the 

integral equations of contact problems, which leads to significant complications of the 

methods of their solution. This is reflected in the complex nature of the stress-strain state 

of the medium at the boundary and in the inner region. In [9ɝ17], the construction of 

Green's functions for a sufficiently large set of media of complex rheology, including 

anisotropic composites, is considered. In [12ɝ14], the behavior of a number of surface 

characteristics for various layered media used in engineering practice was studied. In a 

number of works, approximate methods for solving mixed problems for such materials have 

been developed. At the same time, as practice shows, approximate methods do not always 

catch all the features of solving contact problems. In this regard, the construction of exact 

solutions allows us to develop approximate methods in such a way that they are consistent 

with correctly reflecting all aspects of the behavior of the stress-strain state of the contact 

problem. This is especially important in contact problems considered in non-classical fields, 

when the stamp boundaries contain angular points. With this in mind, an integral equation 

is considered, the properties of the core of which cover a wide range of types of anisotropic 

composites. Fourier transforms of the kernels of integral equations are just analytical 

functions that have a certain asymptotic behavior at infinity and do not have special points 

on each of the real axes. The Wiener-Hopf integral equation, given in the first quadrant [24], 

Fig. 1, is considered. It has the form: ☺ή ᷿  ʖ ᷿  ʖ Ὧ ὼ ‚ȟ ώ – ή ‚ȟ – Ὠ‚Ὠ– Ὢ ὼȟ ώ ȟ  π ὼ ʖȟ  π ώ ʖ,  Ὧ ὼȟ ώ ᷿  ᷿  ὑ ‌ȟ ‍ Ὡ Ὠ‌Ὠ‍ȟ  ὗ ‌ȟ ‍ ᷿  ʖ ᷿  ʖ ή ‚ȟ – Ὡ Ὠ‚Ὠ– ᷿  ,  Ὂ ‌ȟ ‍ ᷿  ʖ ᷿  ʖ Ὢ ‚ȟ – Ὡ Ὠ‚Ὠ–Ȣ  (1) 

                                                                                  2
x  
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The functionὑ ‌ȟ ‍ , which is generally complex-valued, is generated by solving an 

anisotropic boundary value problem in a multilayer medium, is continuous and summable 

on the axes for both arguments, with behavior at infinity of the form: ὑ ‌ȟ ‍ ὕ ‌ ȟ ‍ ÃÏÎÓÔȟ ὑ ‌ȟ ‍ ὕ ‍ ȟ ‌ ÃÏÎÓÔȟ ȿ‌ȿȟ ȿ‍ȿ ᴼ ЊȢ  (2) 

 

The solution of the integral equation 

The contours ῲ ȟ ῲ  are taken in accordance with the implementation of the Mandelstam 

principle [14]. The uniqueness theorems are valid for integral equation (1) [14]. The research 

carried out in [24,25] made it possible by the method of factorization and block element to 

construct an exact solution of the integral equation (1), which is given by the theorem: under 

the conditions of uniqueness, the solution of the integral equation (1) for a function 

summable on a semi-axis and having a continuous first derivative is given by the equation: ή ὼȟ ώ ᷿  ʖ
ʖ ᷿  ʖ

ʖ ὗ ‌ȟ ‍ Ὡ Ä‌Ä‍.  (3) 

The designation is accepted here: ὗ ‌ȟ ‍ ὑ Ὂ  ὑ  ὑ Ὂ ὑ  ὑ Ὂ   ὑ  ὑ  ὑ Ὂ  ὑ  ὑ  ὑ Ὂ   .   
(4) 

The operators in curly brackets are described in detail in [14] and have the form: Ὃ ‌ȟ ‍ ᷿ ȟ Ὠ ‚ȟ ‌ ᶰ   ȟ  Ὃ ‌ȟ ‍ ᷿ ȟ Ὠ ‚ȟ ‌ ᶰ   ȟ  Ὃ ‌ȟ ‍ ᷿ ȟ Ὠ –ȟ ‍ ᶰ   ȟ  Ὃ ‌ȟ ‍ ᷿ ȟ Ὠ –ȟ ‍ ᶰ   ȟ   ὑ ‌ȟ ‍ Ὡὼὴ ᷿ ȟ Ὠ ‚ȟ  ‌ ᶰ   ȟ   ὑ ‌ȟ ‍ Ὡὼὴ  ᷿ ȟ Ὠ ‚ ȟ  ‌ ᶰ   ,  ὑ ‌ȟ ‍ Ὡὼὴ ᷿ ȟ Ὠ –ȟ  ‍ ᶰ   ȟ   ὑ ‌ȟ ‍ Ὡὼὴ  ᷿ ȟ Ὠ – ȟ  ‍ ᶰ   .  

(5) 

Here   ,    are the complex areas above, plus, and below, minus, the contour ῲ , 

and are the areas   ,    above, plus, and below, minus, the contour ῲ , respectively. 

Proof. We show that the integral equation (1) is exactly satisfied by the functions (3) 

and (4). We introduce the function (3) into the integral equation (1), represented as: ☺ή ᷿  ʖ ᷿  ʖ ᷿  ʖ
ʖ ᷿  ʖ

ʖ ὑ ‌ȟ ‍ Ὡ   ή ‚ȟ – Ὠ‚Ὠ–Ὠ‌Ὠ‍ Ὢ ὼȟ ώ .  

After using the notation (1), we get the representation: ☺ή ᷿  ʖ
ʖ ᷿  ʖ

ʖ ὑ ‌ȟ ‍ ὗ ‌ȟ ‍ Ὡ Ὠ‌Ὠ‍ Ὢ ὼȟ ώ . Let's add from Eq. (4) to this 

formula ὗ ‌ȟ ‍  and examine the integral on the left. As a result of a simple analysis of 

the exclusion of terms that turn the integral to zero, we are convinced that the ratio is 

obtained: ☺ή ᷿  ʖ
ʖ ᷿  ʖ

ʖ Ὡ Ὂ ‌ȟ ‍ Ὠ‌Ὠ‍ Ὢ ὼȟ ώ . This proves the theorem. 

  

Investigation of the properties of the solution 

1. In the solution presented by Eq. (4), the first term on the right forms a forced 

component of the solution describing it in the zone farthest from the boundaries of the 
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quarter plane. Therefore, it does not contain stress concentrations. Note that the 

degenerate component is formed equally by each of the axes. 

2. The second and third terms contain the boundary stress concentrations 

characteristic of the one-dimensional Wiener-Hopf integral equations [14]. Similar to the 

one-dimensional case [14], they give features of the form ὼ  and ώ  on the rectilinear 

boundaries of the stamp. To study estimates of the behavior of the solution ή ὼȟ ώ  near 

the boundaries and at the corner point of the stamp, using an estimate of the behavior of 

the function ὗ ‌ȟ ‍ , the following method of estimating the Fourier integral is used. 

Estimation of Fourier integrals with a small parameter calculated from continuous 

functions with the property having the form: ᷿  ʖ
ʖ ό Ὡ Ὓ ό Ὠόȟ  ά ρȟ  Ὓ ό ὕ ό ȟ  ό ρȟ  ὼ ᴼ π.  (6) 

It is obtained by replacing the integration parameter ό ὸὼ . It gives the value: ᷿  ʖ
ʖ ὸὼ Ὡ Ὓ ὼὸ ὼ Ὠὸ Ḑ ὼ ᷿  ʖ

ʖ ὸ Ὡ ὕ ὸ Ὠὸ Ḑ ὕ ὼ ȟ ὙὩ ‗ ρȟ  ὼ ᴼ π. 

3. The fourth and fifth terms describe stress concentration at the angular point of 

the stamp. Below are several examples that reveal properties of solutions to the two-

dimensional Wiener-Hopf integral equation that were not previously known. 

Example 1. This is the simplest example that shows that the obtained solution (3) 

turns into an exact solution of the integral equation (1) for the case when Eq. (1) 

decomposes into one-dimensional equations solved by the traditional one-dimensional 

method of Wiener-Hopf equations [5]. This happens when there is a separation of variables 

in the core of integral equation (1), that is Ὧ ὼȟ ώ Ὧ ὼ Ὧ ώ . It happens when the 

Fourier transform has a kernel, called the symbol ὑ ‌ȟ ‍  of the integral equation, with the 

property ὑ ‌ȟ ‍ ὑ ‌ ὑ ‍ . Performing the calculations required by Eq. (4) on the 

symbol, we find: ὑ ‌ȟ ‍ ὑ ‌ ὑ ‍ ὑ ‌ ὑ ‍ π. Thus, in Eq. (4), 

the last two terms on the right disappear and solutions of one-dimensional integral 

equations remain. 

Example 2. Thanks to operators (5) according to Eqs. (3) and (4), the solution of the 

two-dimensional Wiener-Hopf equation can be constructed for fairly general anisotropic 

contact problems in an integral form. The construction of the solution ή ὼȟ ώ  values must 

be obtained by performing numerical inversion of the integral (3) for specific tasks. To 

identify the properties of the solution of the two-dimensional Wiener-Hopf integral 

equation, one can use the approach first introduced by W. Koiter for one-dimensional 

Wiener-Hopf integral equations. In contact tasks, W. Koiter [14] introduced the 

approximation of the complex kernel of the one-dimensional Wiener-Hopf integral 

equation by a simpler function to simplify its solution. In the case under consideration, 

we choose the approximation of the kernel by the function: ὑ ‌ȟ ‍ ‌ ὄ ‍ ὃ ḳ ὓ ‌ȟ ‍ ȟ  ὃȟ ὄ πȢ  (7) 

This approximation is anisotropic and satisfies condition (2). We investigate  

the integral equation (1) with the symbol ὓ ‌ȟ ‍ . We show the rule of forming the terms 

of the integrand function ὗ ‌ȟ ‍ . When factorizing by some parameter, the rest  

are on the real axis, although, for accuracy, they should also tend to infinity. Factoring 

the function ὓ ‌ȟ ‍  by parameter onto the upper half-plane, we obtain: ὓ ‌ȟ ‍  ‌ Ὥ ὄ ‍ ὃ  ὕ ‌  ὃ π. 
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Factorization of a function ὓ ‌ȟ ‍  by a parameter ‍ onto an upper complex  

half-plane can be performed precisely, in integral form, by normalizing ὓ ‌ȟ ‍   

to 1 for ȿ‍ȿ ᴼ ʖ. To do this, consider a function tending to unity at.  

We have: Ὃ ‌ȟ ‍ ЍὭ ὄ ‍ ὧ ὓ ‌ȟ ‍ ᴼ ρȟ  ȿ‍ȿ ᴼ ʖȟ  ὧ ὧέὲίὸ, from here:  ὓ ‌ȟ ‍ ὄ‍ Ὥὧ Ὡὼὴ ᷿ ȟ Ὠ –ȟ  ‍ ᶰ   .   

From here we get an estimate: ὓ ‌ȟ ‍ ᴼ ὅ ὄ‍ Ὥὧ ὕ ‍ ȟ  ȿ‍ȿ ᴼ ʖ. 

They are evaluated in exactly the same way: ὓ ‌ȟ ‍ ὕ ‍ ȟ  ὓ ‌ȟ ‍ ὕ ‌ . 

Introducing these estimates in the form ὓ ‌ȟ ‍ ȟ ὓ ‌ȟ ‍  on Eq. (6), we obtain, as 

a result of a simple analysis: ή ὼȟ ώ ὕ ὶ ȟ  ὶ ὼ ώ .  

The result obtained makes it possible to make a comparison with the previously 

studied isotropic case using the considered example. Assuming ὄ ρ in Eq. (7), we 

proceed to the isotropic case considered in [17,24]. Figure 2 shows a graph of the 

singularities at the top of the wedge for their various values ς—ȟ  π — “, 

approximately calculated in [17]. In Fig. 2, it is necessary to consider the case  = 0.25 

corresponding to the case of a right angle. There is no friction between the stamp and 

the base for ‐ π. Asymptotic approximations of Bessel functions were used for the 

estimation in [17]. It shows that the value of the contact stress concentration at the 

angular point obtained in this work ὶ  is close to the value calculated by the 

approximate method. 

Example 3. The described approach is applicable to wedge-shaped stamp of angle ’ having solutions in the range π ’ ωπᶼ . The possibility of solving this problem is 

provided by the application of topological transformations. Topology Recently, it has 

been increasingly penetrating into various areas of mechanics [28ɝ35]. In this case, to 

solve the problem of contact problems for sharp-angled stamps, it is necessary to 

construct a homeomorphic mapping of the topological space generated by the carrier and 

the function of the sharp-angled stamp and the topological space for the stamp with a 

right angle. The result is a solution to the integral equation for an acute-angled wedge. 

In the constructed solution, then, a return is made to the initial parameters describing the 

coordinates of the acute-angled wedge. One of the tests of the correctness of the 

constructed solution for an acute-angled die is the exact satisfaction of the integral 

equation of the contact problem and the values of the contact stress concentration 

indicators at the angular points of the acute-angled stamps of different angles of the 

solution. The values of the contact stress concentration at the corner points of the die, 

calculated by the above method for different angles of the wedge solution, are given in the 

table. They are close to the values obtained earlier by the approximate method in [17].  

The solutions for contact problems for sharp-angled stamps have the form (3), (4),  

in which it is necessary to introduce the parameters of the inverse mapping of the 

constructed homeomorphisms for stamps. Omitting the details, we present a table of the 

features calculated by the described method at the angular point of the wedge-shaped 

die for different solutions of the wedge angle ’.  

Omitting the details, we present a table of calculated features at the angular point 

of the wedge-shaped die for different solutions of the wedge angle ’. Calculated 
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indicators of the contact stress characteristics at the angular point of a wedge-shaped die 

for different solutions of the wedge angle are presented in Table 1. All values are close 

to those calculated by the approximate method in [17]. The advantage of the obtained 

result is the representation of contact stresses in the form of decomposition into 

components that perform a certain role by specifying the values of the concentration of 

contact stresses under the stamp. This opens up the possibility of controlling the degree 

of impact of the stamp on the deformable base by selecting the appropriate properties of 

the stamp sole Ὢ ὼȟ ώ . 

 
Table 1. Calculated indicators of the contact stress characteristics at the angular point of a wedge-shaped 

die for different solutions of the wedge angle ή ὼȟ ώ ὕ ὶ  ’ 0° 10° 20° 30° 40° 50° 60° 70° 80° 90° ‗ 1 0.9608 0.9222 0.8850 0.8498 0.8178 0.7902 0.7687 0.7548 0.7500 

 

Conclusions 

In this paper, for the first time, an exact solution of the two-dimensional Wiener-Hopf 

integral equation is constructed by the factorization method. It allows solving a wide range 

of contact problems for anisotropic composite materials and obtaining accurate solutions 

in an integral form. In addition, the method allows us to construct high-precision 

approximate solutions of contact problems in two-dimensional nonclassical domains, more 

accurate than those performed by one-dimensional ones [12ɝ17]. This approach replaces, 

when applied [12ɝ17], the need to detail the symbol of the integral equation in the 

anisotropic case by calculating contour integrals, which is easily implemented by standard 

computer programs. The paper presents the most general properties of the solution of this 

integral equation, which will undoubtedly be enriched in the study of specific problems. 

The solution can be used both in seismology to identify new precursors of seismic growth 

in mountainous areas with anisotropic properties of the environment [26], and in 

engineering practice when designing products using structural materials. 
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ABSTRACT  

Static and dynamic behaviour of trapezoidal cantilever plate are analysed in this work using ANSYS 

software. Static and dynamic analysis of trapezoidal cantilever plate has been carried out and studied the 

effect of change in taper ratio ʰt, aspect ratio a/b and varying tip to root width ratio c/b. It has been observed 

that at ʰt = 0.6 and c/b = 0.2, non-dimensional frequency of the trapezoidal cantilever plate is higher side, 

when both parameters varied. In bending analysis under uniformly distributed load when h t = 0.8 and c/b = 0.8 

then tip deflection and stresses will be maximum, whereas under edge load when ʰt = 0.8 and c/b = 0.2 

(smallest tip width) will have maximum deflection and stresses. Hence, present numerical results will be 

helpful for further researchers and designers to design safe thin-wall structures. 
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Introduction 

Free vibration analysis of trapezoidal cantilever plates is a topic of interest in structural 

dynamics and engineering applications such as aircraft wings, turbine blades, balconies, 

etc. A trapezoidal cantilever plate is a plate with one end fixed and the other end free, 

and with a non-uniform cross-section that narrows from the fixed end to the free end. 

The free vibration of such a plate is the natural oscillation that occurs when the plate is 

subjected to an initial displacement or velocity and then left to vibrate on its own. The 

natural frequency and mode shape of the plate depend on its geometry, material 

properties, boundary conditions, and stiffness distribution. Several methods have been 

proposed in the literature to study the static and dynamic behaviour of trapezoidal 

cantilever plates, such as transformation of variables, finite element method, Rayleigh-

Ritz method, and separation of variables.  

 

Advantages of trapezoidal plate over other types of plates 

A trapezoidal cantilever plate is a type of plate that has one end fixed and the other end 

free. The trapezoidal shape means that the width of the plate decreases from the fixed 

end to the free end, resulting in a tapered shape geometry. This shape has several 

advantages over a rectangular or uniform cantilever plate as discussed by [1,2]. Following 

are some advantages (i) reduced weight and material consumption (that will reduce the 

inertial forces, damping effects, stress concentration and fatigue failure on the plates; 

http://dx.doi.org/10.18149/MPM.5332025_2
https://orcid.org/0000-0002-3339-8153
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save costs and resources, and also improve the performance and efficacy of structure);  

(ii) increased stiffness and strength (especially near the fixed end where the bending 

moment is maximum and prevent excessive deflection or deformation of the plate and 

also enhance its load-bearing capacity and durability moreover increased stiffness can 

also increase the natural frequency and resonance quality factor of the thin-walled 

structures, which can improve its sensitivity and selectivity for sensing or energy 

harvesting applications); (iii) improved energy harvesting (trapezoidal shape can improve 

the energy harvesting capability of the plates, especially when it is coupled with a 

piezoelectric material; these plates can increase the output voltage and efficiency of the 

energy harvester by creating a larger strain gradient along the length of the plates). 

Additionally, the trapezoidal shape can increase the bandwidth and adaptability of the 

energy harvester by tuning its natural frequency according to different vibration sources 

or environments. 

 

Applications in different fields of engineering and industry 

Trapezoidal cantilever plates have various applications in different fields of engineering 

such as automotive industry, construction industry, energy industry, biomedical industry, 

etc as discussed by [3ɝ6]. A trapezoidal cantilever plate can improve the sensitivity and 

selectivity of this detection method by increasing its stiffness and natural frequency near 

its fixed end; applications of trapezoidal plate for aircraft wing is shown in Fig. 1. Also, it 

can also reduce the noise and interference from the environment or other sources by 

increasing its resonance quality factor and damping ratio. 

 

 

 

Fig. 1. Applications of trapezoidal plate i.e. plane fin / vertical stablizer 

 

In this communication, authors reviewed the research papers on trapezoidal 

cantilever plates, focusing on their design, bending, buckling and vibration analysis thin-

walled structures. Majidi et al. [3] analysed a cantilever CNT trapezoidal plate and 

modelled it using FSDT & Generalized differential quadrature method (GDQ). Authors 

derived the governing equations and boundary conditions using Hamiltonɠs principle. 
They studied the effect of geometrical parameters, volume fraction and distribution of 

Vertical stabilizer 

Rudder 

Horizontal stabilizer 

Elevator 
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CNTs on the natural frequencies of the plate. Numerical results of study showed that 

adding CNTs to cantilever trapezoidal plates leads to considerable rise in all natural 

frequencies and in order to increase natural frequencies it is better to increase volume 

fraction of CNTs and using FG-X pattern for distribution of CNTs. Also, Numerical 

examples showed that increase in thickness of the plate leads to increase in natural 

frequencies but increase in width of the plate decreases all natural frequencies and may 

change sequence of modes.  

Jena et al. [4] studied the vibration behaviour of trapezoidal cantilever plate-like 

composite beams made of a combination of fibre-reinforced polymer (FRP) composite and 

aluminium alloy using finite element method (FEM). In this study they examined the 

impact of various geometric parameters, such as taper angle, thickness, and width, as well 

as material properties on the modal frequencies and mode shapes of the composite beam. 

Additionally, the results indicated that the modal frequencies and mode shapes were 

influenced by the thickness and width of the beam, as well as the material properties. 

Zamani et al. [7] used the first-order shear deformation theory (FSDT) to derive the 

governing equations of motion for the laminated composites trapezoidal plates. 

Generalized differential quadrature (GDQ) method was employed for solution of 

governing equation and determined the natural frequencies and mode shapes of the 

plates. The effects of different boundary conditions, such as clamped, simply supported, 

and free, on the vibration behavior of the plates were also investigated.  

Wang et al. [8] examined the vibration characteristics of triangular plates with 

different boundary conditions using finite element method. The findings of the study 

showed that the boundary conditions had a significant impact on the vibration 

characteristics of the triangular plates. Specifically, the natural frequencies of the plates 

decreased as the number of support points increased, and the vibration modes became 

more complex for plates with more support points. Torabi and Afshari [9] investigated the 

vibration characteristics of cantilevered trapezoidal thick plate with variable thickness 

through ANSYS. FSDT was used for kinetic and strain energy; Hamiltonɠs principle used for 
governing equation and boundary condition. Natural frequency and mode shape are 

derived numerically using differential quadrature method. As value of the aspect ratio 

rises, the width of the plate grows which increase both stiffness and mass of the plate 

but value of the increase in mass is more than the increase in stiffness of the plate.  

The analysis of hybrid metal-composite plates has gained significant attention in 

structural engineering due to their wide-ranging applications and superior mechanical 

properties. Shokrollahi and Shafaghat [10] introduced an approach for the free vibration 

analysis of hybrid plates with a trapezoidal platform by incorporating the first-order shear 

deformation plate theory (FSDT) and the global Ritz method. The proposed algorithm 

accurately considers the non-classic effects of transverse shear deformation and rotational 

inertia. Jiang et al. [11] investigated the nonlinear vibration characteristics of trapezoidal 

plates by incorporating von Karman's geometric nonlinearity through a finite element 

method. The authors employed Hamilton's principle to establish the equation of motion 

for each element of the trapezoidal plate, and by assembling these elements, they derived 

the equation of motion for the composite laminated trapezoidal plate. The study explored 

the effects of ply angle and length-height ratio on the nonlinear vibration frequency ratios 

of the composite laminated trapezoidal plates. Through numerical simulations and analysis 
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of frequency-response curves for different ply angles and harmonic excitation forces, 

several conclusions are drawn. Overall, this study contributes to the understanding of 

nonlinear vibration characteristics in composite laminated trapezoidal plates; by utilizing 

FEM and Hamilton's principle, the authors establish the equation of motion and investigate 

the effects of ply angle and length-height ratio.  

Huang et al. [12] studied the free vibration behaviour of cantilever trapezoidal 

plates using experimental and numerical methods. They utilize the amplitude-fluctuation 

electronic speckle pattern interferometry (AF-ESPI) technique with an out-of-plane setup 

for non-contact and full-field measurement of plate vibrations. Twenty different plate 

configurations, including triangular and trapezoidal plates, are analysed to measure their 

first seven vibration modes. The AF-ESPI method enables the determination of resonant 

frequencies and mode shapes without the need for contact sensors.  

Majidi et al. [13] investigated the effect of carbon nanotube (CNT) reinforcements 

on the flutter boundaries of cantilever trapezoidal plates exposed to yawed supersonic 

fluid flow. The research utilized the first-order shear deformation theory (FSDT) to model 

the plate structure and calculates the effective mechanical properties using the extended 

rule of mixture. The aerodynamic pressure was estimated through the piston theory, and 

the governing equations and boundary conditions are derived using Hamilton's principle. 

To obtain numerical solutions for natural frequencies, mode shapes, critical speed, and 

flutter frequency, the generalized differential quadrature method (GDQM) was employed. 

The findings reveal that incorporating CNTs enhances the critical speed at which flutter 

occurs and increases the flutter frequency. It is observed that placing the CNTs away from 

the middle layer of the plate expands the range of speeds at which flutter is minimized. 

Additionally, decreasing the width of the plate near the outer edge and adjusting certain 

angles contribute to improved resistance against flutter. Emelyanov and Kislov [14] 

determined the state of stresses and lifespan of thin-walled structures under mechanical 

load in the presence of hydro-chemical medium. Chernyshov et al. [15] considered the 

three different boundary conditions for rectangular bar to study displacement response 

and stresses in it and optimized the boundary conditions for rectangular bar. Ropalekar 

et al. [16] investigated the fatigue strength of composite materials under different loads. 

Large amplitude flexural vibration behaviour of trapezoidal panels was studied by Kumari 

and Lal [17] using finite element method. Recently, static and dynamic behaviour of 

trapezoidal flat and curved panels under various loading and boundary conditions were 

studied [18ɝ22]. From literature review it is noticed that further research work required 

to understand the static and dynamic behaviour of cantilever laminated composite 

trapezoidal plates. Hence, in this article authors investigated the bending, buckling and 

vibration characteristics of cantilever trapezoidal plates. 

 

Problem formulation 

Schematic representation of trapezoidal plate is shown in Fig. 2 with variable thickness. 

The finite element method based commercial software ANSYS 18.1 is used investigate 

the bending, buckling and vibration characteristics of trapezoidal panels under different 

loading and boundary conditions. Eight-node shell 281 is used here to discretize the 

trapezoidal panel having six degrees of freedom, in which three translational 
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displacement ux, uy, uz and three rotational qx, qy and qz along and about x-axis, y-axis and 

z-axis, respectively. 
 

 

 

 

 

(a) (b) 
 

Fig. 2. Geometry of (a) symmetric trapezoidal plate and (b) trapezoidal plate with variable thickness 

 

For a vibrating thin / moderately thick trapezoidal plate as shown in Fig. 2, the strain 

energy U and kinetic energy T are expressed as:  Ὗ ᷿ ᷿ ς’ ς ρ ’ ὨὼὨώȟ                          (1) Ὕ ᷿ ᷿ ‏ ὨὼὨώ,                                                                                                        (2) 

where, d is the displacement vector, ‏ is the velocity vector, r is the mass per unit area, 

h0 is the plate thickness, D is the plate flexural rigidity, n is the Poissonɠs ratio.  
For the dynamic analysis equations of motion is expressed by Hamiltonɠs principle: ᷿ Ὕ‏ Ὗ‏ ὡ‏ Ὠὸ π.                                                                                                (3) 

Here, dT is a first variation in kinetic energy, dU is a first variation in strain energy 

of conservative force fields, dW is the virtual work of non-conservative force fields. 

 

Bending analysis 

Firstly, carried out the bending analysis of trapezoidal cantilever plate under pure 

compression, pure shear and pure moment and combination of shear and moment using 

following governing equation:  ὑ ‏ Ὂ ,                                                                                                                     (4) 

where, [KL] is the linear stiffness matrix, {d} is the displacement vector and {F} is the force vector. 

Static analysis of trapezoidal cantilever panels under various loading conditions has 

to be conducted to investigate the bending deformation, normal (sxx, syy, szz), shear 

(txy, tyz, tzx) and principal stresses (s11, s22, s33) in it. 

 

Dynamic analysis  

Assumptions:  

(a) Quasi-static analysis ɝ inertia forces are negligible: if the smallest time period of 

forcing function is significantly greater than the largest natural time period of the 

structure, then dynamics analysis is carried out.  

y 

b 

 x 

c 

a 

a1 

a2 

 x 

 z 

(0, 0, 0) 

 y 
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a 

h0 

(b) Dynamic analysis ɝ inertia forces are significant, hence included in the analysis: If the 

smallest time period of forcing function is comparable to the largest natural time period 

of the structure.  

Kinetic energy is:  Ὕ ᷿ ό ὺ ύ ”Ὠὠ.                                                                                                 (5) 

For the free vibration analysis of structures, the governing equation of motion might 

be written as:                                  ὓ ‏ ὑ ‏ π ,                                                                                                       (6) 

where, [M] is the mass matrix and ‏ is the acceleration vector. Equation (6) is used to 

calculate the eigenvalues or vibration frequencies, and eigenvector to plot mode shapes 

as given by [23,24].  

 

Results and Discussion 

Bending analysis of trapezoidal cantilever plate 

In bending analysis of the trapezoidal cantilever plate (schematic geometry of trapezoidal 

plate is shown in Fig. 3) carried out to find the tip deflection, normal stress, shear stress 

and von-mises stress under uniformly distributed load (UDL) and edge load. Here first 

validation of the bending results done with trapezoidal cantilever plate, then bending 

results with varying thickness and tip to root width ratio obtained. Loading of the 

structure is done under uniformly distributed load over the upper face and concentrated 

loading at the free edge of the cantilever plate.  

 

 
 

Fig. 3. Trapezoidal plate geometry with varying thickness 

 

Validation of bending results  

For validation of the results obtained for CFCF (u = v = w = qx = qy = qz = 0, along x = 0, a) 

trapezoidal plate made of isotropic material (n = 0.3) subjected to uniformly distributed 

load (q0 = 30 × 103 N/m2) is compared with Zhao et al. [25] and Liew and Han [26] as given 

in Table 1. It is noticed that percentage of error is 13.95 and 11.29 % with Zhao et al. and 

Liew and Han, respectively. Here, percentage of error is higher because three-dimensional 

numerical results are compared with two-dimensional results. 
  

b 

a 

c 
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Table 1. Comparison of central deflection of a homogeneous CFCF trapezoidal plate (E = 206 GPa, 

ˊ = 7800 kg/m3 and v = 0.3. a/b = 1, c/b = 0.7, h0 = 0.2 m) UDL of 30000 N/m2 

Reference Boundary condition Deflection, m 

Present (24 ³ 28 ³ 6) CFCF 8.9314 × 10-7 

Zhao et al. [25] CFCF 7.8379 × 10-7 

Liew and Han [26] CFCF 8.0252 × 10-7 

 

Bending of trapezoidal cantilever plate having constant c/b ratio and variable thickness 

in x-direction 

Next, analysed trapezoidal cantilever plate (CFFF such as u = v = w = qx = qy = qz = 0, along 

x = 0) having variable thickness of the plate in x-direction (Ὤ Ὤ ρ ‌ ὼȾὥ ,  ‌  is taper ratio) under uniformly distributed load (q0 = 10 × 103 N/m2) and edge load 

(q0 = 100 kN). By considering following geometric and material properties: a/h0 = 15, h0 = 0.5, 

c/b = 0.6, ˄ = 0.3, E = 2× 105 MPa, ˊ = 7800 kg/m3, (a) square cantilever plate: a/b = 1 and 

(b) rectangular cantilever plate: a/b = 3.  
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Fig. 4. Tip deflection and stresses of trapezoidal cantilever plate with variable thickness function linearly 

tapered along x-direction Ὤ Ὤ ρ ‌ ὼȾὥ , under uniformly distributed load (q0 = 10000 N/m2) and edge 

load (q0 = 100 kN): (a) tip deflection under UDL and tip load; (b) stresses under UDL; (c) stresses under tip load 
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The responses of tip deflection, and stresses (von-mises stress; normal stress and 

maximum shear stress) of square (a/b = 1) and rectangular (a/b = 3) cantilever trapezoidal 

plates under UDL and edge load are plotted in Fig. 4, as taper ratio increases max 

deflection of the plate increases exponentially whereas all other stresses increases in 

linear manner under UDL as shown in Fig. 4(b). Under Edge load deflection as well as 

stresses increase in similar manner. When aspect ratio of the plate increases from 1 to 3 

then under UDL there is no major change in the deflection and stresses but under edge 

load when aspect ratio is 3 then deflection and all stresses (von-mises, normal, max shear) 

increases significantly as can be seen from the Fig. 4(a,c). 

 

Bending results of trapezoidal cantilever plate having variable thickness in x-direction 

(▐ ▐ ♪◄ ●Ⱦ╪ ) and variable c/b ratio 

After analysing plate under separately for keeping one parameter constant and other 

variable, now here both of the parameter taper ratio (at) and tip cord to root width ratio (c/b) 

varied together and analysed the bending response of trapezoidal cantilever plate. 
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Fig. 5. Deflection and bending stress of trapezoidal cantilever plate with variable taper ratio and variable c/b ratio: (a) 

deflection under UDL; (b) deflection under edge load; (c) bending stress under UDL; (d) bending stress under edge load 
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The response of tip deflection and bending stress under UDL and edge load is presented 

in Fig. 5. In Fig. 5(a), as taper ratio increases then the smallest free end width of the 

trapezoidal plate at c/b= 0.2 have the lowest deflection under uniformly distributed load 

(q0 = 10 × 103 N/m2). Whereas, when the load on the trapezoidal cantilever plate applied 

at the end edge (q0 = 100 kN), then as taper ratio (ʰt) increases from 0.2 to 0.8 and root 

to cord ratio (c/b) decreases from 0.8 to 0.2, deflection of the plate is maximum at the 

lowest tip width c/b = 0.2 and taper ratio ʰt = 0.8 as shown in Fig. 5(b). In Fig. 5(c,d) 

bending stresses under UDL and edge load plotted respectively, which shows that under 

UDL stresses will be highest when c/b = 0.8 but there is no major variation on the stress 

due to change in the taper ratio along the x-direction as presented in Fig. 5(c); whereas 

under edge load plate will be highly stressed when taper ratio is max (ʰt = 0.8) and root 

to cord ratio is minimum (c/b = 0.2). So, we can conclude that when load is not uniform 

and only at the end then trapezoidal plate will experience more deflection and stresses, 

as illustrated in Fig. 5(d). 

 

Dynamic analysis 

Next, free vibration analysis of the trapezoidal cantilever plate, firstly validation of the 

results obtained from ANSYS for different modes shape done with the available results in 

the literature for free vibration. Then results of trapezoidal cantilever plate for various 

parameters like thickness, aspect ratio, tip to root width ratio (c/b) and combination of 

these obtained here. 

 

Validation of 3D geometry using ANSYS with available 2D literature results 

For validation of free vibration results, a rectangular plate (a = 1 m, b = 0.5 m, h0 = 0.01 m) 

is created using ANSYS 18.1 design modeller and meshing has been done for uniform 

quality mesh which resulted in 1272 nodes and 162 elements of uniform quads with four 

node each. DOF of the node was 6 (displacement u, v, w and rotation ʻx, ʻy, ʻz in x, y and 

z direction respectively). 

Results have been validated from different authors [27ɝ30] with non-dimensional 

frequency parameter where different taper ratio (ʰ = 1-hmin/h0) is varied for thickness variation 

from base to tip of the plate which is given by h = h0(1-ʰt (x/a)). In Table 2, cantilever 

rectangular plate with a/b = 2 where a is length of the plate and b is width and h0 is thickness 

of the plate at the fixed point or root. Elastic constant and poisonɠs ratio is 100 kPa, 0.3, 

respectively. Non-dimensional frequency parameter ( ) is calculated for different taper ratio 

(ʰt), where thickness of the plate varies in x-direction. Eight modes of the plate have been 

evaluated and shown in Fig. 6 and corresponding non-dimensional frequency written in 

Table 2. From Table 2, we can observe that result obtained from ANSYS is well converged 

and showing very minimal % of error. Result obtained in this work can be considered more 

accurate as 3D analysis has been done in this work. Error % at ʰ = 1 is highest as we can see 

in Table 2 this is because of the triangular tip at the end and triangular elements in 3D work 

which resulted in more error. As taper ratio increases thickness at the tip decreases which 

resulted in decrement of  as taper ratio decreases except for mode 1. For a particular ʰ,  

increases with modes which can be seen in Table 2.  
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Table 2. Fundamental non-dimensional frequency parameter (″ ‫ ὥ ”Ὤ ȾὈ ) of isotropic 

rectangular cantilever (CFFF) plate (a/b = 2, a/h0 = 100, h0 = 1.0, ˄ = 0.3) considering variable thickness 

function is linearly tapered along x-direction Ὤ Ὤ ρ ‌ ὼȾὥ  

Taper 

ratio ʰt 

Reference Modes 

 1 2 3 4 5 6 7 8 

0.0 

Present 3.458 14.769 21.544 48.080 60.414 92.373 92.929 118.712 

Kumari [27] 3.439 14.779 21.424 48.089 60.108 92.327 93.130 118.556 

Liew et al. 

[28] 
3.4394 14.803 21.435 48.183 60.154 92.530 93.104 118.450 

Liu and Chang 

[29] 
3.429 14.53 21.34 47.50 60.26 92.110 92.930 119.200 

Huang et al. 

[30] 
3.436 14.703 21.414 47.856 59.940 92.907 - - 

0.2 

Present 3.543 14.192 20.159 43.176 54.994 80.175 82.747 107.373 

Kumari [27] 3.5250 14.206 20.054 43.079 54.743 80.382 82.702 107.297 

Liew et al. 

[28] 
3.5257 14.225 20.063 43.243 54.766 80.320 82.826 107.130 

Liu and Chang 

[29] 
3.526 14.090 20.070 43.100 55.160 81.500 83.320 108.600 

0.4 

Present 3.662 13.545 18.684 38.007 49.237 66.807 72.592 95.222 

Kumari [27] 3.646 13.560 18.595 38.006 49.036 67.013 72.552 95.233 

Liew et al. 

[28] 
3.6470 13.574 18.602 38.046 49.041 66.926 72.610 95.025 

Liu and Chang 

[29] 
3.649 13.600 18.690 38.490 49.660 69.660 74.000 96.900 

Huang et al. 

[30] 
3.646 13.500 18.585 37.848 48.902 66.763 - - 

0.6 
Present 

(9 ³ 18) 
3.848 12.790 17.096 32.478 42.954 52.823 61.682 81.663 

 

Present 

(31 ³ 61) 
3.837 12.772 17.039 32.409 42.808 52.806 61.516 81.476 

Kumari [27] 3.834 12.805 17.023 32.471 42.807 53.010 61.645 81.823 

Liew et al. [28] 3.834 12.813 17.027 32.490 42.800 52.909 61.654 81.600 

Liu and Chang 

[29] 
3.813 13.020 17.110 33.570 43.440 57.010 63.940 84.120 

0.8 

Present 4.191 11.872 15.397 26.451 35.481 38.464 49.546 64.487 

Kumari [27] 4.178 11.881 15.341 26.434 35.439 38.544 49.523 64.776 

Liew et al. [28] 4.179 11.886 15.345 26.442 35.417 38.461 49.490 64.583 

Liu and Chang 

[29] 
4.047 12.280 15.120 27.980 35.880 43.610 52.520 70.600 

Huang et al. 

[30] 
4.179 11.846 15.331 26.352 35.495 38.209 - - 

1.0 

Present 

(11772 

triangular) 

5.182 12.22 14.979 25.771 30.449 34.440 48.755 53.063 

Present 

(202744 

triangular) 

5.176 11.497 14.867 21.644 24.706 29.625 37.404 41.286 

Kumari [27] 5.176 11.483 14.866 21.507 24.123 29.619 36.591 39.372 

Liew et al. [28] 5.177 11.484 14.870 21.500 24.021 29.600 36.159 37.978 

Liu and Chang 

[29] 
4.388 10.840 11.570 20.550 26.730 27.880 40.580 52.930 
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Fig. 6. Mode shapes of first eight modes of cantilever plate having variable thickness along span: 

(a) ʰ = 0; (b) ʰ = 0.2; (c) ʰ = 0.4; (d) ʰ = 0.6; (e) ʰ = 0.8; (f) ʰ = 1 

 

Non dimensional frequency of cantilever trapezoidal plate with different taper ratios 

Next, performed the modal analysis results of the isotropic (˄ = 0.3) trapezoidal plate 

having aspect ratio a/b = 3, a/h0 = 15 and c/b = 0.6, and validated the present results with 

available published results. The aspect ratio and geometry considered here is shown in 

Fig. 7, that will be equivalent to an aeroplane wing size. Dimensions of the symmetric 

trapezoidal plate is as follows: a = 7.5 m, b = 2.5 m, c = 1.5 m, h0 = 0.5 m. Non-dimensional 

frequency parameter: ″ ‫ ὥ ”Ὤ ȾὈ , where w is circular frequency in rad/s, density 

of the material ” = 1800 kg/m3, flexural rigidity of plate Ὀ , Youngɠs modulus 

or elastic constant Ὁ = 45×103 MPa. 
 

Table 3. Non-dimensional frequency parameter (‫ ‫ ὥ ”Ὤ ȾὈ )) of isotropic trapezoidal cantilever 

(CFFF) plate (a/b = 3, a/c = 5, a/h0 = 15, h0 = 0.5, ˄ = 0.3) considering variable thickness function is linearly 

tapered along x-direction Ὤ Ὤ ρ ‌ ὼȾὥ  

Taper ratio 

ʰt 
Present 

Modes 

1 2 3 4 5 6 7 8 

0.0 10 ³ 38 ³ 3 3.943 16.86 21.792 28.198 57.466 68.781 74.088 86.304 

0.2 10 ³ 38 ³ 2 4.030 17.922 20.48 27.766 52.902 68.729 70.266 90.014 

0.4 10 ³ 38 ³ 2 4.151 19.049 19.348 27.165 47.884 62.577 72.172 89.135 

0.6 10 ³ 38 ³ 2 4.337 17.482 21.415 26.346 42.281 55.378 74.868 78.054 

0.8 10 ³ 38 ³ 2 4.681 15.775 24.806 25.144 35.777 46.357 64.702 74.345 

1.0 4636 elements 5.687 15.225 23.479 29.482 31.889 34.651 48.426 51.832 
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In Table 3, non-dimensional frequency ( ) is calculated for trapezoidal cantilever plate 

having variable taper ratio ranging from 0.2 to 1. Modes for all taper ratio up to 8 modes 

drawn. As previously seen in validation results here also first Mode increases with increase 

in taper ratio and all other modes decreases with increase in taper ratio. These signifies that 

as thickness at tip of the cantilever plate decreases vibration frequency also decreases as 

shown in Table 3 and modes of the results in different taper ratio shown in Fig. 7.  
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Fig. 7. Mode shapes of different taper ratio of isotropic trapezoidal cantilever (CFFF) 

 

Non dimensional frequency of cantilever trapezoidal plate with uniform thickness and 

different tip to root width ratios (c/b) 

Now keeping the thickness of the trapezoidal plate uniform and varying the tip to root 

ratio (c/b = 0.9 to 0.1) of the plate non-dimensional frequency ( ) calculated for eights 

modes. In Table 4, keeping the whole dimension and material properties same as previous  
 

Table 4. Non-dimensional frequency parameter (‫ ‫ ὥ ”Ὤ ȾὈ ) of isotropic trapezoidal cantilever 

(CFFF) plate (a/b = 3, a/h0 = 15, h0 = 0.5, ˄ = 0.3) considering uniform thickness along x-direction 

Tip to root width ratio (c/b) Present 
Modes 

1 2 3 4 5 6 

0.9 12 ³ 38 ³ 3 3.505 15.857 20.908 21.024 56.831 62.367 

0.8 12 ³ 38 ³ 3 3.629 16.15 21.246 22.957 57.013 65.763 

0.7 11 ³ 38 ³ 3 3.773 16.479 21.498 25.362 57.218 69.626 

0.6 10 ³ 38 ³ 3 3.943 16.86 21.792 28.198 57.466 68.781 

0.5 9 ³ 38 ³ 3 4.147 17.31 22.146 31.548 57.774 67.711 

0.4 8 ³ 38 ³ 3 4.401 17.864 22.589 35.49 58.19 66.426 

0.3 7 ³ 38 ³ 3 4.727 18.582 23.18 40.075 58.788 64.917 

0.2 5 ³ 38 ³ 3 5.165 19.578 24.043 45.288 59.764 63.226 

0.2 7 ³ 65 ³ 4 5.164 19.575 24.035 45.27 59.741 63.217 

0.1 4 ³ 66 ³ 4 5.798 21.131 25.509 51.01 61.694 61.703 

0.1 10 ³ 152 ³ 10 5.796 21.129 25.501 50.986 61.684 61.684 
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analysis except the thickness parameter. Here first five modes of the plate corresponding 

to the different c/b ratio increases with decrease in c/b ratio whereas 6th mode of the 

cantilever plate increase up to 0.7 c/b ratio then decreases. So, the more taper towards 

the tip then vibration frequency of the trapezoidal plate increases. 
 

Non dimensional frequency of cantilever trapezoidal plate with variable thickness along 

x-direction and variable tip to root width ratios (c/b) 

In Table 5, thickness of the plate along the x-direction (at = 0.2, 0.4, 0.6 and 0.8) and tip 

to root ratio (c/b = 0.8 to 0.2) both varied. The non- dimensional frequency parameter 

obtained for different cases up to 6 modes as presented in Table 5. 

 

Table 5. Non-dimensional frequency parameter (‫ ‫ ὥ ”Ὤ ȾὈ ) of isotropic trapezoidal cantilever 

(CFFF) plate (a/b = 3, a/h0= 15, h0 = 0.5, ˄ = 0.3) considering variable thickness function is linearly tapered 

along x-direction Ὤ Ὤ ρ ‌ ὼȾὥ  and different ratio of c/b 

Taper 

ratio ʰt 

Tip to root 

width ratio 

(c/b) 

Present study 

(elements) 

Modes 

1 2 3 4 5 6 

0.2 

0.8 15 ³ 50 ³ 3 3.715 17.194 19.960 22.514 52.430 60.460 

0.6 13 ³ 50 ³ 3 4.028 17.919 20.470 27.750 52.869 68.683 

0.4 10 ³ 50 ³ 3 4.487 18.941 21.218 35.116 53.565 67.818 

0.2 6 ³ 50 ³ 3 5.253 20.679 22.592 45.086 55.055 64.525 

0.4 

0.8 15 ³ 50 ³ 2 3.837 18.574 18.600 21.952 47.454 54.546 

0.6 13 ³ 50 ³ 2 4.15 19.045 19.346 27.163 47.875 62.572 

0.4 10 ³ 50 ³ 2 4.609 19.741 20.391 34.589 48.529 69.631 

0.2 6 ³ 50 ³ 2 5.377 21.031 22.158 44.735 49.926 66.235 

0.6 

0.8 15 ³ 50 ³ 2 4.023 17.050 20.635 21.191 41.882 47.707 

0.6 13 ³ 50 ³ 2 4.337 17.480 21.413 26.345 42.274 55.368 

0.4 10 ³ 50 ³ 2 4.796 18.119 22.490 33.814 42.887 66.823 

0.2 6 ³ 51 ³ 2 5.566 19.319 24.293 44.145 44.177 68.715 

0.8 

0.8 15 ³ 50 ³ 2 4.366 15.393 20.088 23.966 35.421 39.361 

0.6 13 ³ 50 ³ 2 4.681 15.773 24.803 25.143 35.772 46.352 

0.4 10 ³ 50 ³ 2 5.141 16.351 25.938 32.675 36.326 57.307 

0.2 6 ³ 51 ³ 2 5.910 17.457 27.781 37.494 43.280 66.244 

 

Conclusion 

Static and dynamic analysis of trapezoidal cantilever plate has been carried out in this 

study using ANSYS 18.1. To analyse trapezoidal plate in vibration and bending, two 

parameters (taper ratio ʰt and tip to root width ratio c/b) of the trapezoidal plate and 

combination of these parameters varied.  

It can be concluded from this study that at lower aspect ratio, stresses and 

deflection of a trapezoidal cantilever plate is lower than higher aspect ratio. In modal 

analysis at ʰt = 0.6 and c/b = 0.2 maximum non-dimensional frequency for the plate 

observed when both parameters varied. In bending analysis under UDL when ʰt = 0.8 and 

c/b = 0.8 then deflection and stresses will be maximum, whereas under Edge load when 

ʰt = 0.8 and c/b = 0.2 (smallest tip width) will have maximum deflection and stresses. 

Trapezoidal cantilever plate is used in various field of engineering and this 

geometry widely acceptable for its high strength to weight ratio. So, this analysis can be 
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helpful for selecting thickness, aspect ratio and free end width of the trapezoidal plate 

for various applications based on different industry uses. Also, future scope of the analysis 

available for different coating of the plate for surface strength for in-plane stresses and 

composite materials with different boundary conditions. 
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ABSTRACT  

A nickel-copper alloy Monel-400 renowned for its corrosion resistance and thermal properties finds 

extensive application in chemical, fitting, fastener, and marine industries. However, machining intricate, 

delicate components from this alloy using conventional methods presents significant challenges. EDM is a 

non-traditional process capable of producing precise, high-quality surfaces, which emerges as a viable 

alternative. The die-sinking EDM of Monel-400 are investigated with a particular focus on the machined 

surface microstructure. A Box-Behnken design was employed to evaluate the influence of discharge current, 

pulse-on time, and voltage gap on material removal rate, tool wear rate, and surface roughness. Results 

indicate that impact of peak current and pulse-on time are primary determinants of Monel-400 machining 

characteristics. While impact of peak current exhibited the most significant impact on MRR, pulse-on time 

was identified as the critical factor affecting tool wear rate and surface roughness. A comprehensive 

metallographic examination of the machined surface was conducted to elucidate wear mechanisms. 
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Introduction 

Electrical discharge machining (EDM) is a computer-controlled, non-traditional machining 

process that utilizes a series of controlled electrical discharges (sparks) to remove material 

from the workpiece. The electric spark produced as a result of potential difference is mainly 

used as the cutting tool to cut (erode) the material [1]. EDM is mainly applied to the family 

of materials that are difficult to machine by traditional manufacturing techniques, but the 

process is limited to conductive materials only [2]. Due to its beneficial properties like 

better strength-to-weight ratio and corrosion resistance, super alloys such as Monel-400 

find widespread uses in aircraft, oil production and refining, musical instruments, valves, 

fasteners and maritime applications [3]. Monel-400 alloy's poor thermal diffusivity causes 

high tool tip temperatures during traditional machining, rendering traditional methods 

inefficient [4,5]. Non-traditional techniques, such as EDM, offer a more viable approach to 
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machining this challenging material. Several process parameters, including electrode 

material, discharge current, pulse-on time, duty cycle, and gap voltage, significantly 

influence EDM performance when machining Monel-400 alloy [6]. Copper, brass and 

graphite are mainly used as electrode materials due to their high melting point and 

conductivity [7]. Owing to its better load bearing and non-corrosive properties,  

Monel-400 is hardened by the cold working process as a result it becomes very tough to 

machine by conventional machining [8,9]. Monel-400 has an electrical conductivity of 

roughly 34 % IACS, a specific gravity of 8.80, a melting point temperature of  

1300ɝ1350 °C, and a hardness of 65 Rockwell. Monel-400 offers exceptional toughness 

that is maintained across a wide temperature range [10ɝ14]. 

Optimizing process parameters is critical to enhancing the efficiency of EDM when 

applied to the Monel-400 superalloy. Because of its inherent high strength and poor heat 

conductivity, Monel-400 presents significant challenges to traditional machining 

methods, necessitating the exploration of alternative processes like EDM [15,16]. 

Research suggests that advanced techniques like Wire EDM and Electrical Discharge 

Diamond face grinding (EDDFG) show promise in improving material removal rates and 

surface quality for Monel-400 components [15,17]. By meticulously controlling process 

parameters such as pulse duration and applied current, and by judiciously selecting 

electrode materials, substantial enhancements in machining efficiency and precision can 

be realized [16,18]. The use of modern optimization techniques like as Taguchi analysis 

and genetic algorithms has the potential to improve Monel-400's EDM process, leading 

in higher performance and lower costs [17ɝ19]. Gupta and Gupta [20], Shanmugha 

Sundaram [21], and Amuthak Kannan et al. [22] investigated the EDM of hybrid  

Al-Al2O3/B4C, Al-Si alloy-graphite, and basalt fiber composites, respectively. Their 

research focused on identifying optimal process parameter combinations for these 

materials. Gopala Kannan et al. [8] investigated the EDM of a novel aluminum 7075 

matrix composite reinforced with 10 % Al2O3 particles using a copper electrode. The 

impact of process factors on MRR, TWR, and SR was investigated using a mathematical 

model based on response surface methodology (RSM). Furthermore, ANOVA was used to 

determine the impact of peak current (Ip), pulse-on time (Ton), voltage (V), and pulse-off 

time (Toff) on EDM performance. Jahan et al. [10] investigated the optimization of surface 

finish during the EDM of WC composites, renowned for their exceptional hardness, 

strength, and wear resistance. Their study explored the influence of electrode materials, 

including tungsten, copper tungsten, and silver tungsten. Sivasankar et al. [23] studied 

EDM performance on ZrB2 using a wide range of electrode materials such as graphite, 

aluminum, tantalum, niobium, copper, brass, silver, tungsten, and titanium. Their research 

focused on hole quality metrics, including roundness, form, and diameter are among the 

usual EDM responses, along with SR, MRR, and TWR. A desirability function analysis was 

carried out to assess tool performance. Assarzadeh and Ghoreishi [24] proposed a dual 

response surface-desirability method for modeling and optimizing process parameters in 

Al2O3 powder-mixed electrical discharge machining (PMEDM). 

After a far-reaching and comprehensive investigation of the published works of 

literature, numerous gaps were figured out in the EDM process. The majority of 

experimenters or analysts have probed the effect of the finite number of machining 

parameters in the computation of results or execution on the machined surface on EDM. 
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Also observed inadequate exploration of the microstructural changes and their influence 

on EDM performance. The purpose of this study was to investigate the effects of pulse-

on time, peak current, and voltage gap on Monel-400 electrical discharge machining 

(EDM). Response surface methodology (RSM) was used to optimize these process 

parameters in order to maximize material removal rate (MRR) while decreasing surface 

roughness (Ra) and tool wear rate (TWR). To further understand the material's behavior 

to different process parameter combinations, a complete microstructural examination of 

the machined surfaces was performed, including the recast layer, heat-affected zone, and 

worn tool surfaces. 

 

Materials and Methods 

The Monel-400 alloy used as the workpiece material in this study is a commercially 

available nickelɝcopper alloy, procured from M/s Metal Mart Pvt. Ltd., Mumbai, India. The 

alloy is composed primarily of nickel (~ 63 %) and copper (~ 30 %), with minor quantities 

of iron, manganese, silicon, and carbon. The typical chemical composition of Monel-400 

is reported in Table 1. 
 

Table 1. Chemical composition of selected material 

Element Ni Cu Fe Mn Si C 

Wt. % 63.0 30.0 2.5 2.0 0.5 0.3 

 

The alloy sheet was supplied in a cold-rolled condition with a thickness of 5 mm 

and was subsequently cut into rectangular samples of 50 × 50 mm² using a precision 
abrasive cutter to maintain dimensional accuracy and edge integrity. The copper 

electrode, with a diameter of 9 mm, was sourced from M/s ElectroTech Supplies, 

Bhubaneswar, India. The electrode material was electrolytic copper with a purity of 

99.9 %, chosen for its high electrical and thermal conductivity. 

Investigations are performed in the die-sinking NC EDM machine shown in Fig. 1 by 

maintaining a constant servo head gap. The EDM 30 dielectric oil was supplied by 

Hindustan Petroleum Corporation Ltd., having a specific gravity of 0.8 at room 

temperature. It was used without any additives to ensure consistency across all trials.  
 

  
  

Fig. 1. Illustration of EDM machining: (a) EDM machine, (b) workpiece material after machining 
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Because electrical conductivity is a critical need for EDM electrodes, copper was chosen 

as the electrode material for this experiment. All materials were inspected for quality 

prior to experimentation. The Monel-400 workpieces were cleaned with acetone to 

remove surface contaminants, while the copper electrodes were polished to ensure 

proper electrical contact during the machining process. Each experimental run consists 

of 3 min of machining time. A precision electronic weight-measuring machine is used 

after each experimental run to determine the material loss from the tool and workpiece. 

In EDM of Monel-400, careful selection of process parameters is essential due to 

the alloyɠs high strength and low thermal conductivity, which can complicate machining. 
Parameters such as pulse current, pulse on-time, and pulse off-time were chosen based 

on their known influence on key performance indicators like material removal rate (MRR), 

tool wear rate (TWR), and surface roughness. These parameters directly affect spark 

energy, discharge frequency, and cooling time between sparks, making them critical for 

efficient and stable machining. The range for each parameter was established through a 

combination of literature review and preliminary experiments to ensure a comprehensive 

yet practical design space. Table 2 shows the values of chosen process parameters. The 

order of parameters is selected in such a way that the experimentation on the workpiece 

can be conducted smoothly to achieve accomplishment. The rest parameters are polarity, 

flushing pressure, and duty cycle held constant throughout the experiment. 
 

Table 2. Process parameters and their order 

Process parameter Symbol Unit 
Order 

Order -1 Order 0 Order 1 

Pulse on time (Ton) µs 500 1000 2000 

Peak current (Ip) A 18 33 50 

Voltage (V) V 3 7 10 

 

Table 3. Experimental layout 
  Factor 1 Factor 2 Factor 3 Response 1 Response 2 Response 3 

Std Run 
A: Peak 

current 

B: Pulse on 

time 

C: Voltage 

gap 

MRR, 

mm3/min 

TWR, 

mm3/min 

Surface 

roughness, µm 

8 1 1 0 1 26.515 1.737 2.031 

2 2 1 -1 0 20.83 1.86 2.382 

4 3 1 1 0 66.28 3.78 3.955 

11 4 0 -1 1 3.78 0.567 1.226 

9 5 0 -1 -1 18.93 0.894 1.392 

7 6 -1 0 1 5.68 0.782 1.3 

3 7 -1 1 0 9.56 2.87 2.987 

10 8 0 1 -1 5.68 3.24 3.453 

6 9 1 0 -1 32.19 2.65 2.518 

1 10 -1 -1 0 11.26 0.456 1.15 

13 11 0 0 0 7.575 1.864 2.455 

14 12 0 0 0 7.575 1.864 2.223 

12 13 0 1 1 22.72 3.065 3.151 

15 14 0 0 0 7.12 1.864 2.223 

5 15 -1 0 -1 6.54 1.2 1.625 
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Design of experiment 

The design of experiment is arranged in accordance with the RSM Box-Behnken design. 

Fifteen investigations are performed on the workpiece. Subsequently, as per the 

experimental design obtained from Design Experts software, the machining 

on Monel-400 is executed. During the machining, the dielectric fluid was continuously 

flushing on the machining surface to clean the surface from debris. Table 3 depicts the 

different experiment arrangements. 

 

Measurement of responses 

Material removal rate (MRR) may be defined as the rate of material removed from the 

surface of the workpiece per unit time. The equation used for the evaluation of MRR is 

mentioned below [25]: Ἑἠἠ ἵἵἵἱἶ ╜◌ ╜◌◄ ⱬ ȟ where machining time t = 3 min (fixed), 

a density of MONEL-400 material is ́  = 8800 kg/m2, ╜◌  is a mass of workpiece material 

prior to machining, ╜◌  is a mass of workpiece material after machining. 
Tool wear rate (TWR) may be defined as the rate of material removed from the 

surface of the tool material per unit time. The TWR is calculated by using the following 

equation [26]: 472  ȟ where t is machining time, density of copper is 

ˊ = 8940 kg/m2, Mt1 is a mass of tool material prior to machining, Mt2 is a mass of the tool 

material after machining. 

A surface roughness (SR) analyser (model SJ-410, portable type) was used to 

quantify R. The instrument's parameters were set at 4 Pa measurement force, 25 mm 

evaluation length, and 0.000125 µm resolution. 
 

Performance evaluation 

To explore the influence of process variables on response parameters, a Box-Behnken 

design was used in conjunction with response surface methodology (RSM). This 

experimental design necessitated a minimum of fifteen experimental runs, including three 

center points. ANOVA was used to determine the contribution of each input parameter to 

the output responses. Table 3 shows how different machining factors affect the reaction. 
 

 
 

Fig. 2. MRR, TWR and SR plot for each experimental run   
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Figure 2 shows the plot for responses for each experimental run. As evident from 

the graphical representation, the optimum value for all three measured responses were 

obtained during the third experimental run, conducted with pulse on time of 2000 µs, 
current of 50 A, and voltage of 7 V. Furthermore, the plot clearly indicates a positive 

correlation between increasing current and pulse on time and the resulting material 

removal rate from both the workpiece and the tool surface. This enhanced material 

removal consequently leads to an increase in surface roughness. 

 

 
 

Fig. 3. Surface plot of MRR with (a) Ton and Ip, (b) voltage and Ip, (c) Ton and voltage gap 

 

Table 4 presents the ANOVA table for rate of material removal, excluding non-

significant variables. Ton (B), Ip (A), the quadratic term A², and interaction terms AB and AC 
were determined to be highly significant. Ip demonstrated the most significant impact on 

MRR, accounting for 53.34 % of the response. The surface plots in Fig. 3 illustrate the 

relationship between MRR, pulse-on time (Ton), peak current (Ip), and voltage gap (V). 

Figure 3(a,b) demonstrates a positive correlation between MRR and both Ton and Ip. This 

is due to the direct relationship between current and spark density, which causes more 

material removal at higher current levels. Similarly, with an increase in Ton, the 

discharging of the spark occurs for a longer duration hence resulting in greater material 

removal. Extended pulse-on time (Ton) facilitates deeper heat flux penetration into the 

workpiece, promoting the formation of a larger plasma area and consequently enhancing 

material removal rate (MRR) significantly [27,28]. As depicted in Fig. 3(b,c), a marginal 

increase in MRR is observed with escalating voltage.  

(a) (b) 

(c) 
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Table 4. ANOVA for response 1: for MRR 

Source 
Sum of 

squares 
DF 

Mean 

square 
F-value p-value  % contribution 

Model 3585.68 9 398.41 16.77 0.0032 significant  

A-peak 

current 
1975.87 1 1975.87 83.19 0.0003  53.34 

B-pulse on 

time 
280.68 1 280.68 11.82 0.0185  7.57 

C-voltage gap 4.79 1 4.79 0.2015 0.6723  0.13 

AB 629 1 629 26.5 0.0036  17.0 

AC 4.94 1 4.94 0.208 0.6675  0.133 

BC 304.8 1 304.8 12.83 0.0158  8.22 

A² 460 1 460 19.4 0.0070  12.41 

B² 96.7 1 96.7 4.07 0.0996  2.61 

C² 13.27 1 13.27 0.5585 0.4885  0.36 

Residual 118.76 5 23.75    3.20 

Lack of fit 118.62 3 39.54 573.0 0.0017 
not 

significant 
3.20 

Pure error 0.140 2 0.07    0.00372 

Cor total 3704.43 14      

 
Table 5. ANOVA for response 2: for TWR 

Source 
Sum of 

squares 
DF Mean quare F-value p-value  % contribution 

Model 14.71 9 1.63 68.44 0.0001 significant  

A-peak 

current 
2.78 1 2.78 116.52 0.0001  18.74 

B-pulse on 

time 
10.53 1 10.53 440.74 < 0.0001  71 

C-voltage gap 0.4200 1 0.4200 17.58 0.0085  2.83 

AB 0.0610 1 0.0610 2.55 0.1709  0.41 

AC 0.0613 1 0.0613 2.56 0.1702  0.41 

BC 0.0058 1 0.0058 0.2418 0.6438  0.039 

A² 0.0007 1 0.0007 0.0308 0.8675  0.004 

B² 0.4875 1 0.4875 20.41 0.0063  3.28 

C² 0.3018 1 0.3018 12.63 0.0163  2.035 

Residual 0.1195 5 0.0239    0.805 

Lack of fit 0.1195 3 0.0398   
not 

significant 
0.805 

Pure error 0.0000 2 0.0000    0.0000 

Cor total 14.83 14      

 

Table 5 shows the ANOVA table for TWR subsequent rejection of all unimportant 

variables. The Model F-value of 68.44 implies the model is significant. With a 71 % 

contribution, pulse on time proves to be the most influencing factor for TWR followed by 

peak current. In this case, A, B, C, B², and C² are significant model terms. 
Figure 4 indicates the surface plots for TWR against pulse on time (Ton), peak current 

(Ip), and voltage gap (V). It clearly shows that, with an increase in current that to for a 

longer duration of time, a large amount of heat accumulates at the tool surface which 

subsequently results in higher tool wear. With an increase in current and time of 
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discharging the TWR increases while the increase in voltage gap results in a decrease of 

wear rate on the tool. 
 

 
 

Fig. 4. Surface plot of TWR with (a) pulse on time and peak current, (b) voltage and peak current,  

(c) pulse on time and voltage gap 

 
Table 6. ANOVA for response 3: for SR 

Source 
Sum of 

squares 
DF 

Mean 

square 
F-value P-value  % 

contribution 

Model 10.04 9 1.12 41.73 0.0004 significant  

A-peak 

current 
1.83 1 1.83 68.40 0.0004  17.994 

B-pulse on 

time 
6.84 1 6.84 255.86 

< 

0.0001 
 67.25 

C-voltage gap 0.2048 1 0.2048 7.66 0.0394  2.01 

AB 0.0174 1 0.0174 0.6520 0.4561  0.17 

AC 0.0066 1 0.0066 0.2455 0.6413  0.06 

BC 0.0046 1 0.0046 0.1730 0.6947  0.04 

A² 0.0130 1 0.0130 0.4878 0.5161  0.12 

B² 0.5264 1 0.5264 19.70 0.0068  5.17 

C² 0.5121 1 0.5121 19.16 0.0072  0.0503 

Residual 0.1336 5 0.0267    1.31 

Lack of fit 0.0977 3 0.0326 1.82 0.3744 
not 

significant 
0.953 

Pure error 0.0359 2 0.0179    0.3529 

Cor total 10.17 14      

(a) (b) 

(c) 
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Table 6 shows the ANOVA table. The model shows that pulse on time has the 

highest contribution (67 %) in the formation of SR. In this case, A, B, C, B², and C² are 
significant model terms. In the EDM process, the surface mainly produced dues presence 

of different surface irregularities such as craters, cracks, globules and debris, etc. It is 

evident from the surface plot (Fig. 5) of surface roughness with Ip and Ton that, both the 

parameters are directly proportional to SR. With an increase in current (Ip) the intensity of 

the spark increases and when this highly intense spark strikes the work surface, it results 

in the formation of large craters. Similarly, with an increase in Ton, the spark strikes the 

surface for a longer duration and with improper flushing the debris may accumulate over 

the machined surface resulting in an increase the roughness. 

 

 
 

Fig. 5. Surface plot of Ra with (a) pulse on time and peak current, (b) voltage and peak current, 

(c) voltage and pulse on time 

 

The coefficient of determination (R2) and adjusted R2 of the developed model were 

found to be more than 95 % for all the responses, hence it is concluded that the lack of 

fit is not significant for all the responses. 

 

Microstructural analysis 

A microstructural analysis is carried out to the extent of evaluation of microstructure at 

the machined surface on the workpiece at different magnification levels. The 

microstructure of a material can strongly influences physical properties such as strength, 

toughness, ductility, hardness, corrosion resistance, etc. For this experiment, 

the Monel-400 superalloy has been taken for microstructural analysis after machining on 

EDM. The machined surfaces have been examined by SEM (scanning electron 

microscopy). 

(a) (b) 

(c) 
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The spark in EDM is produced due to the movement of electrons and ions at very 

high kinetic energy between the two polarities in the dielectric medium. When these 

electrons and ions strike the surface of a workpiece or tool, it results in the conversion of 

kinetic energy into thermal energy or heat flux [29,30]. This intense localized heat flux 

at a high concentration of electrons and ions forms the plasma. Now upon withdrawal of 

the potential difference, the plasma channel bursts resulting in the formation of cracks 

and craters as shown in Fig. 6. Part of the molten material from the machined surface 

comes out as microchips may accumulate on the machined surface itself due to improper 

flushing is termed as debris or globules as depicted in Fig. 7(a). 

 

 
 

Fig. 6. Depiction of craters and cavities (a) 500x SEM image for Ip = 33, Ton = 2000 and V = 10, 

(b) 350x SEM image for Ip = 50, Ton = 1000, V = 7 

 

 
 

Fig. 7. (a) Formation of Debris, pores at the machined surface for Ip = 50, Ton = 1000, V = 3 

and (b) carbon deposition at 1100x for Ip = 50, Ton = 2000, V = 7 

 

Figure 7(b) shows the carbon particles getting deposited on the machined surface; 

this may be due to the burning of dielectric molecules in the plasma channel. At the time 

of the EDM machining process, a tremendous amount of heat is produced which melts 

the metalɠs surface. After machining, the metal experiences ultra-rapid cooling termed 

"quenching" due to flushing by dielectric fluid. A layer formation occurs on the workpiece 

surface explicated as a recast layer after solidification, as shown in Fig. 8. From 

micrographs, the thickness of the recast layer was calculated and found to be 81 µm. 
 

  

  

b a 
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Fig. 8. Depiction of Recast layer at the edge of the machined surface 

(a) 250x SEM image for Ip = 50, Ton = 2000, V = 7, (b) 200x SEM image for Ip = 18, Ton = 500, V = 7 

 

Conclusions 

The empirical study on the impact of various EDM parameters on Monel-400 superalloy 

using cylindrical copper electrodes focused on key performance metrics such as material 

removal rate (MRR), tool wear rate (TWR), and surface roughness (SR). Subsequently, the 

correlation between process parameters and performance outputs was assessed utilizing 

response surface methodology (RSM), yielding the following conclusions: 

1. From the findings of the result for MRR, peak current (Ip) played the most significant 

influencing factor with a 53.3 % contribution followed by pulse-on-time (Ton). 

Consequently, elevated Ip and Ton levels are correlated with enhanced MRR. 

2. From the findings of the result for tool wear rate, the Ton played the most important 

influencing factor with a 71 % contribution followed by Ip. An increase in Ton and Ip 

correlates with an elevated tool wear rate, whereas an increment in inter-electrode-gap 

results in a marginal reduction of tool wear rate. 

3. Analysis of surface roughness (SR) revealed that pulse-on-time (Ton) exerted the most 

significant influence, contributing 67 % to the response, followed by peak current (Ip). A 

better-machined surface can be obtained by limiting the values of Ton and Ip. It was also 

mentioned in some works of literature that, with effecting flushing the SR can be reduced.  

4. Inter-electrode gap (IEG) was determined to have a negligible impact on all evaluated 

performance metrics. 

5. Microstructure images revealed that most of the surface irregularities on the machined 

surface are obtained at higher levels of Ip and Ton. It can be reduced by proper flushing 

at the tool-workpiece interface. 
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ABSTRACT  

The FSW was developed to obtain a good joint in terms of surface quality, mechanical property and 

microhardness in aluminum and other alloy systems. This study investigates the effect of traverse speed 

on the three-point bending behavior and surface quality of friction stir welds in AA5083-H111 aluminum 

alloy by using with different parameters such as weld speeds (16, 20, 25, 30, 40, 50 and 63 mm/min) while 

maintaining constant rotational speed (1400 rpm) and tool geometry. The resulting welds were subjected 

to three-point bending tests to evaluate their mechanical performance, specifically focusing on yield 

strength, ultimate tensile strength, and ductility. Additionally, the investigation includes macrostructure, 

microhardness, and fracture toughness evaluations. The findings indicated that an augmentation in traverse 

speed led to elevated tensile strength and hardness levels due to enhanced material flow and bonding, 

while higher speeds led to increased surface roughness and reduced weld integrity. The study suggests 

that superior joints with favorable mechanical properties can be achieved by utilizing an intermediate 

rotational speed of 1400 rpm and a traverse speed of 20 mm/min. 
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Introduction 

Friction stir welding (FSW) is a recently invented solid state welding process, especially 

for aerospace or aeronautics applications and for welding of large tank for launch vehicles 

involving aluminum alloys [1,2]. In many industrial programs steels are conveniently 

replaced by non-ferrous alloys, in most cases using aluminum alloys, the joining of those 

materials can occasionally cause serious problems [3]. Various joint configurations can 

also be assembled by FSW process like lap, but T joint which gave wide use for 

technology [4,5]. Tool geometry, rotating speed and welding speed among the factors 

influenced on quality joint welded by FSW [6]. In one study, increasing the rotational 

speed results in an increase in the peak temperature, leading to the expansion of the 

nugget zone (NZ) and the softened region within the joint [7]. Raj Kumar et al. [8] studied 

the influence of post-weld heat treatments (PWHT) on friction stir welded joints of 

AA2014 and AA7075 dissimilar alloys, such as PWHT conditions, namely artificial 

aging (AA), solution treatment and artificial aging, solution treatment (ST), and natural 

aging (NA). The study revealed that natural aging showed the best strength of 

347.5  ±  7.78 MPa among all the PWHT conditions and that in other PWHT welds, 

fractures occurred outside the weld region. Saravanakumar et al. [9] recommends that the 
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nugget zone (NZ) exhibits recrystallized fine grains with an equiaxed structure as a result 

of dynamic recrystallization (DRX), resulting in improved mechanical properties of the joint. 

AA5083-H111 is a high-strength magnesium alloy primarily composed of aluminum. 

This alloy is commonly used in various applications (marine, shipbuilding, aerospace and 

automotive industry due to its favorable combination of properties, including excellent 

corrosion resistance, good weldability, and high strength. 

Bending in friction stir welding (FSW) refers to the effect of bending on the strength 

and microstructure of the welded materials. Several studies have investigated the impact of 

bending on FSW joints, and the result varied depending on the welding conditions [10ɝ12]. 

Saravanakumar et al. [13] studied that the mechanical properties of the AA5083 UWFSW 

joint, such as its average ultimate tensile strength and hardness, have been greatly 

improved using a straight hexagonal tool profile, tool rotational speed of 1200 rpm and 

welding speed of 20 and 40 mm/min. 

For better understand the phenomenon of FSW and the impact of process parameter 

on welded joint, depth research was investigated on microhardness and surface 

roughness of joint. Sumit et al. [14] used three passes on the FSW of AA5083 and 6082 

dissimilar joints and the observed that FSWeld reinforced joint exhibited the highest tensile 

strength, strain (%), and microhardness due to higher grain refinement. Xu et al. [15] 

conducted a study on the microhardness of friction stir welded (FSW) joints in different 

plate thicknesses of AA2219-O aluminum alloy. Oluwaseun et al. [16] suggests that 

understanding the effect of microstructure and defects on FSW joint failure will facilitate 

optimization of process variables, weld quality assurance and decision making. They 

found that the maximum hardness was on the advanced side of the nugget, and the upper 

part of the weld joint was harder than the bottom in the nugget due to the high 

temperature and intense mechanical agitation [15,16]. Miloudi et al. [17] found that 

decrease in rotation speed leads to better hardness quality of AA3003 aluminum alloy 

welded joint. In [18], it was mentioned that the surface roughness (Ra) of the welded area 

is influenced by the rotational speed of the tool, with higher tool rotary speeds resulting 

in decreased surface roughness. Optimizing the welding parameters can lead to improved 

surface roughness of FSW joints, enhancing their functional properties and durability. In 

a study [19], the effect of welding parameters on mechanical properties and fracture 

behavior of FSW for aluminum alloy 5083 H111, a joint coefficient Cj is evaluated for the 

qualification of the good mechanical strength of welded joints. 

This study contributes to the growing research focused on optimizing friction stir 

welding parameters for superior joint quality and mechanical properties (tensile, 

hardness). The impact of the shoulder's side surface on heat generation is also taken into 

account.The research investigates the effect of various processing parameters(rotating 

speed, welding speed, dwell time) on the quality and mechanical properties of joints 

made by FSW using AA5083 aluminum alloy. In addition to optimize the FSW parameters 

which will led to significant improvements in the mechanical properties of aluminum 

alloy welds, making it a promising technique for various industrial applications. 
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Materials and Methods 

AA 5083H111 alloy of 5 mm thickness was used. Samples were cut according to the shape 

shown in Fig. 1. The samples of the three-point bending test were chosen (as GB/T 

232-999 standard). The external sheets were welded parallel to the rolling direction 

while the central sheet was put in the long transverse direction for FSW process in order 

to limit potential effect of rolling texture. The chemical composition of the aluminum 

5083H111 sheet is presented in Table 1 and the mechanical properties of the sheets are 

presented in Table 2. The chemical composition was obtained by SEM-EDX (scanning 

electron microscopy-energy dispersive X-ray analysis) method [19]. 

 

 
 

Fig. 1. Geometry of three-point bending specimen 

 
Table 1. Chemical composition of 5083 H111 aluminum alloy (BM) 

 
Table 2. Mechanical properties of 5083 H111 aluminum alloy 

 

 
 

 
 

Fig. 2. Profil of tool used for FSW Fig. 3. Vertical milling machine 

 

The welding tool used for the joint is made of steel type 42CrMo4 (Fig. 2), it has the 

mechanical properties (R = 750/1300 MPa, A = 10ɝ14 %, Re = 500/900 MPa and 

E = 210000 MPa), a threaded cylindrical pin (5 mm in diameter and 4.7 mm in length) and 

shoulder (20 mm diameter). This selection of material was also motivated by cost and 

Al Si Fe Cu Mn Mg Cr Zn Ti 

0.50 0.40 0.40 0.10 0.10 4.90 0.25 0.25 0.15 

E, MPa YS, MPa UTS, MPa A, % K, J/cm2 HV 

71008 155 236 16.5 45 88 
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availability. The geometry of the tool, including the pin and shoulder design, significantly 

affects the material flow and heat distribution and, consequently, the distribution of 

hardness in the weld zones. 

A vertical milling machine was used for the production of the joints. It is 

characterized by: a power of 5 KW,a rotation speed range of 45 to 2000 rpm and a range 

of feed speeds from 16 to 800 mm/min. The fixture was first fixed on the machine bed 

with help of clamps . The plates were held in the fixture properly for friction stir welding 

as shown in Fig. 3. 

Welds by FSW was conducted at selected  a constatnt rotation speeds of 1400 rpm 

and selected travel speeds of 16, 20, 25, 30, 40, 50 and 63 mm/min. An example photo 

of the joints produced with the different used welding speed is presented in Fig. 4. After 

the FSW welding process, the tensile test were carried out on an CONTROLAB bending 

machine, as shown in Fig. 5. The hardness on the weld cross-section was measured point 

wise for each specimen with a load 1000 g and a dwell time of 10 s.The surface quality 

of the FSW sample was obtained by the arithmetic average roughness value (Ra) using a 

Mututiyo surf test sv-400 roughness meter. 
 

 
 

 
 

Fig. 4. Example of welded joints obtained with 

different welding speed 
Fig. 5. Testing machine CONTROLAB and 

specimen for three-point bending test 

 

Results and Discussions 

Effect of welding speed on surface roughness 

Figure 6 shows the effect of welding speed on the quality of the joint measuring by 

arithmetic average roughness value (Ra). An increase in welding speed effect directly the 

increase of surface roughness of the joint. Reducing surface roughness can lead to 

improved corrosion resistance, better mechanical properties, and enhanced aesthetics. 
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Fig. 6. Surface roughness of different welding parameter 

 

The result of each specimen show that the highest value of surface roughness 

obtained at 1400 rpm of rotational speed and when we increase welding speed at 

63 mm/min which is 41 µm, however, lowest surface roughness of 18 µm was obtained 
at 1400 rpm and feed rate of 16 mm/min. R. Kumar et al. [20] observed that value of 

surface roughness increase when they increase welding speed. However, in [21,22], 

another study surface roughness decreases when we decrease welding speed.  

 

Microhardness measurements 

In the majority of welds made, it was found that there was significant hardness variation 

in the weld zones in AA5083-H111 FSWeld joints, as shown in Fig. 7. The cylindrical pin 

achieved symmetrical hardness distribution with regard to the center line of the FSW 

keyhole for all the applied tool welding speeds and constant rotational speed. The 

hardness in the HAZ is generally the lowest compared to the SZ and TMAZ. The grain 

coarsening, combined with the loss of strengthening precipitates (due to over-aging 

effects), causes a significant reduction in hardness. The hardness in this zone is 20ɝ30 % 

lower than in the base material and can be the weakest point in the weld, making the 

HAZ more susceptible to failure under stress. 
 

 
 

Fig. 7. Variation of the hardness for the rotational speed 1400 rpm  
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The outcome of hardness higher values 82 HV in TMAZ region on retreating 

side (RS) for welding speed 20 mm/min and decreases at 75 HV in the advancing 

side (AS). It is due to the much-refined grain size and higher dislocation densities in the 

stir zone [23]. It should be emphasized that the size of the ZS area is governed by the pin 

diameter while the TMAZ area is generated by the size of the tool shoulder of the tool. 

This degradation in hardness is mostly characterized in the TMAZ. This is attributed to a 

combination of high stresses and large strains resulting in the deformation of the grain 

structure, where re-crystallization did not take place, caused a coarse grain 

structure [24,25]. This dynamic recrystallization observed in the weld region results in a 

decrease in grain size and an increase in hardness in the joints [26ɝ29]. 

 

Bending test 

The bending test is a crucial evaluation method in assessing the mechanical properties 

and performance of friction stir welded (FSW) joints, particularly for AA 5083-H111 

aluminum alloy. Three-point bending tests were conducted using a CONTROLAB machine 

for all specimen (A to G) the results are presented in Fig. 8 and 9. The bending tests were 

performed on the face and the root of the joint as an important tool to understand the 

ductility and toughness of friction stir welds (bond strength). Most of the welds presented 

good ductility, especially in case the joint made at 1400 rpm and 20 mm/min 
 

 
 

Fig. 8. Three-point bending test 
 

 
Fig. 9. Three-point bending test-displacement  
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Table 3. Fracture position on the specimens 

V, mm/min / 

Angle of Bend, ° 
Weld photos Observations 

16 / 80 

 

No fracture 

20 / 83 

 

No fracture 

25 / 83 

 

No fracture 

30 / 86 

 

Crack on bend 
surface 

40 / 80 

 

Crack on bend 
surface 

50 / 80 

 

Crack on bend 
surface 

63 / 82 

 

Crack on bend 
surface 
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(configuration A) where the maximum deflection reached to 43 mm with efficiency of about 

90 % compared to the base metal, this is due to higher temperatures involved during FSW, 

so the Base Metal adequately soften to go higher bending strength [30].The immediate 

growth in force that appear in configuration G (63 mm/min) at about 15 mm deflection came 

from some slipping occurred between bending specimens and device jaw so that slipping 

didnɠt affected on the total results because that shifting occurred in all specimens and the 

comparison between base metal and welded specimens stilled in the same values [31]. 

Finally, these results of bending tests can be correlated with microstructural characteristics 

of the welds, such as grain size and distribution, heat-affected zone (HAZ) properties, and the 

presence of defects. This correlation helps in understanding how microstructural changes 

due to FSW affect the mechanical performance of the joints. The results of the bending tests 

conducted on all the FSW weld joints produced at rotation speed of 1400 rpm and 

welding speeds of 16, 20, 25, 30, 40, 50, 60 mm/min are hereby presented in Table 3. 

The defects found are mainly lack of penetrations, wormholes or voids, as well as 

root flaws [32]. Other defects observed include inclusions which were rich in iron and 

from analysis these inclusions can be classified as iron oxide particles in the weld. For 

the first three samples for welding speeds 16, 20 and 25 mm/min, the post-bending 

results showed the tested specimens without failure. This means that the welded 

materials have bonded well during welding. For all the FSW experimental work and 

because rotational speed and welding speed significantly the bowing quality the bending 

strength by influencing the heat generated in the weld zones [32]. 

 

Weld microstructures and properties of FSW joint 

Friction stir welding (FSW) of AA 5083-H111 commonly used aluminum alloy in marine 

and automotive applications, results in distinct microstructural changes in the weld 

metal. The microstructures of weld region of weldments were perceived using an optical 

microscope, and the relevant micrographs are presented in Fig. 10. While all the fracture 

surfaces display dimples, the size and shape of the dimples show differences. However, 

there are dimple-free flat regions, as can be seen in Fig. 10(a,c,e), and a ductile fractured 

surface can be identified. Figure 10(b,d,f) shows many defects such as voids, cracks and 

porosities. Conversely, the rise of the heat input decreases the hardness of the heat-

affected zone, where recrystallization does not occur. The river marks diverging 

downwards on the surface of the tool marks (Fig. 10(b)) and upwards at the ending of the 

unconsolidated onion rings (Fig. 10(d)), indicated that they were the primary regions of 

crack initiation in the weld tunnel. 

What's more, the HAZ had the highest grain size in contrast with the stir zone in 

which the finest grain size could be seen [33]. In the stir zone, the temperature is the 

highest, and the material experiences intense plastic deformation due to the rotating 

tool. This causes significant grain refinement, leading to a fine-grained microstructure. 

The grain size in this region is typically much smaller than in the base material. As the SZ 

presents the smaller and more significant quantity of second-phase particles, therefore a 

greater number of cracking sites is available, the SZ is a favorable crack initiation site [34,35]. 

Consequently, this synergistic effect promotes a more rapid and thorough process of 

dynamic recrystallization which refines the grains in the stir zone and forces the fracture 
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Fig. 10. SEM-images of the welded specimen 

 

outside the stir zone [36]. The stir zone may also exhibit "onion-ring" patterns, which are 

a result of the material flow around the rotating tool. These patterns are typically visible 

in the microstructure and can influence local variations in the mechanical properties. 

 

Conclusions 

In friction stir welding (FSW) of AA5083-H111 aluminum alloy, traverse speed 

significantly influences both the three-point bending behavior and surface quality of the 

welds. An optimal traverse speed ensures adequate heat input and material flow, leading 

to improved mechanical properties and surface finish. Conversely, excessively high 

traverse speeds can result in inadequate bonding and surface defects, adversely affecting 

the weld's mechanical performance. 

όŀύ όōύ 

όŎύ όŘύ 

όŜύ όŘύ 
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The main findings of this investigation are: 

1. Highest bending strength by using rotation speed 1400 rpm and travel speed 

20 mm/min because of no necking or cracking were noticed in the weld zone. 

2. Most of the defects produced in the root surface because of the effect of unwelded 

zone. while the defects in the face of welded region because of the tunnel hole or internal 

crack defect. 

3. The highest hardness at 1400 rpm and 20 mm/min due to the very fine grain size 

created by FSW. 

4. The weld nugget/TMAZ interface was not a weak region in FSW AA5083-H111. 

5. Increased welding speeds resulted in a reduction in vertical pressure that caused 

increased size, number, and severity of weld defects. 

The fracture almost always took place in the heat affected zone in particular on the 

retreating side. 
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ABSTRACT  

Welding defect detection in a radiographic image is vital in industrial non-destructive testing. It is 

significant in evaluating weld anomalies and surface and subsurface imperfections in welded joints.  Digital 

image processing techniques can make automation feasible in the weld microscopic image interpretation, 

thus reducing the instances of observational human errors in weld inspection. This technique will give more 

reliability, speed and reproducibility to the inspection system. This paper uses MATLAB image processing 

tools for weld defect detection using scanning electron microscope images of ultrasonically welded 

polymer samples. Image processing features of gray scaling, image resizing, histogram equalization, edge 

detection, thresholding, filtering, texture analysis, and image segmentation have been implemented for the 

detection and characterization of defects in weld scanning electron microscope images. Thorough insights 

into the structure of these defects are an essential step in appreciating the weld's quality. The approach is 

well-suited for defect detection of any welding technique. 
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Introduction 

Basic structure and mechanical or physical properties of weld gets affected due to the 

varying imperfections and irregularities that may appear in a weld. The weld defects can 

be categorized into superficial and internal defects, depending on the location of the 

defect. Control of welding quality and reliability is significant for industrial activities like 

component manufacturing and structure assembly. Significant functional abnormalities 

may result as a consequence of the welding anomalies. Defect detection is considered 

particularly challenging owing to the factors like insufficient contrast, the noised nature 

of the radiographic film, or the reduced geometric dimensionality of irregularities. 

Radiography provides detailed internal visualization of the welds and enables 

manufacturers to verify compliance with safety standards, specifications, and 

manufacturing codes.   

Image processing refers to the manipulation and analysis of digital images using a 

variety of algorithms and methods. Digital image processing techniques are employed to 
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automate defect detection and identification, enhance visual representation of data, and 

standardize radiographic analysis methods, thereby increasing their reliability and 

consistency. Digital image processing covers improving and extracting intrinsic details from 

digital images and results in the generation of new images or specific assessments from 

the images. To consider the elaborations in micro-imaging and for accurate indication of 

the discrepancy, appropriate preprocessing and segmentation methods need to be selected. 

Reproducibility and reliability of results are the essential requirements in the automation 

of non-destructive testing, mainly in image characterization, to be at par with human 

judgment. This work aims to identify anomalies and defects like porosity, cracks, lack of 

penetration, etc., using image processing of welded joint microscopic images.  

The proposed MATLAB-based image processing system is well-suited for real-time 

deployment in manufacturing environments. It can interface with industrial cameras and 

data acquisition systems using the Image Acquisition Toolbox for continuous monitoring. 

MATLAB code can be compiled into standalone applications or converted to C/C++ for 

integration with embedded systems and industrial control platforms like PLCs and 

SCADA. The system supports edge computing through lightweight, optimized pipelines 

deployable on devices like Raspberry Pi or NVIDIA Jetson. Real-time performance is 

achieved using techniques such as ROI detection, frame skipping, and GPU acceleration. 

Additionally, the system can be integrated into production lines to automate actions such 

as triggering alarms, rejecting defective parts, and logging inspection data. 

MATLAB trains a supervised learning model using extracted features and labels, 

common classifiers are as follows: fitcsvm ɝ support vector machine (good for small 

datasets); fitcknn ɝ k-nearest neighbors; fitctree ɝ decision tree; trainNetwork ɝ for CNN-

based classification (deep learning toolbox). 

 

State of the art in image processing for welding defect detection 

Intensive research contributions are made to resolve the discrepancies in the image 

processing techniques utilized for weld image characterization. Xu Y. et al. [1] proposed 

an enhanced Canny edge detection algorithm based on their analysis of the gray gradient 

in the weld image. Results showed that real-time seam tracking objectives can be met by 

precisely controlled image processing. Nacereddine N. et al. [2] proposed a few variations 

in the image processing sequence significant for effective defect detection in images. The 

process is initiated by concentrating on the region of interest (ROI) to ensure a targeted 

analysis. A median filter is applied to minimize noise and enhance image quality, vital for 

accurate assessments. Dynamic stretching and local contrast enhancement improve 

clarity across various backgrounds, facilitating effective feature extraction. Finally, the 

Otsu method is utilized to optimize segmentation, allowing for precise identification of 

defects. In 2009, Liao G. and Xi J. [3] proposed a pipeline welding machine image 

detection method using the largest variance threshold method to establish adaptive 

segmentation. The process converts images to black and white, removes small noise, and 

utilizes level projection for efficient real-time defect detection and quality inspections. 

In 2007, Yang S.M. et al. [4] employed automation in Metal Inert Gas welding using a CCD 

camera with a laser stripe for seam tracking and adaptive Hough transformation for weld 

point extraction. A generalized delta rule algorithm-based neural network optimizes 
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welding parameters, with joint width and depth as inputs from the images and is observed 

to influence overall weld quality significantly. Roca Barceló F. et al. [5] introduced an 

automated system using TOFD, image processing, and neural networks for accurate weld 

defect detection and classification. The TOFD method has a drawback associated with the 

appearance of speckle noise.  

In 2020, Li Y., Hu M. and Wang T. [6] presented a deep learning-based weld seam 

image recognition algorithm using the Adam adaptive moment estimation for efficient 

convolutional neural network training. The adaptive threshold method for weld seam 

extraction was tested on 4500 tube images, and the results show effective identification 

and classification of weld defects in terms of parameters like false detection rate, recall 

rate, and overall accuracy. Pan H. et al. [7] developed a novel approach using MobileNet 

feature extractor and leveraged a pre-trained deep learning architecture, originally 

optimized for diverse image recognition tasks, to extract key features for identifying 

welding defects. By integrating an additional classification layer, this hybrid model 

significantly outperformed other comparable methods, achieving an impressive accuracy 

rate of nearly 98 %. In 2019, Sun J. et al. [8] presented a machine vision algorithm for 

detecting and classifying weld defects in thin-walled canisters. Using a modified 

background subtraction method, the algorithm achieves over 99 % accuracy in real-world 

applications, proving effective for real-time and continuous weld defect detection.  

In 2002, Wang G. and Liao T.W. [9] developed an automatic computer-aided system for 

identifying welding defects using background subtraction and histogram thresholding 

techniques. In 2016, Ranjan R. et al. [10] used specific defect features like vertical 

intensity plot and defect spread region for weld defect identification, with respect to its 

location and severity, and classification into different kinds of imperfections or 

irregularities. In 2020, Kumar R.K. and Omkumar M. [11] explored the ultrasonic plastic 

welding of high-performance polyamides (HPPA) matrix composite. It is a glass-filled 

semi-crystalline and partially aromatic polyamide composite for automotive applications. 

A weld strength of 3.1 kN was achieved, with minimal voids and negligible weight loss. 

Key findings include decreased glass transition temperature and suitable degradation 

temperature for high-temperature applications. In 2019, Mohammad E.J. et al. [12] 

utilized the K-means method for optimal thresholding, showing sensitivity to small 

datasets but improved performance with larger datasets, especially when the number of 

clusters is minimal. 

In 2023, Shaikh K. et al. [13] presented a hybrid architecture that uses a multilayer 

perceptron (MLP) for feature extraction and combines it with classical classifiers like 

random forest (RF) and support vector machines (SVM). Applied to wheel conicity defect 

detection, the MLP-RF combination yielded the best performance with up to 99 % 

accuracy. The hybridization allows for efficient learning from both structured sensor data 

and statistical features, making it suitable for mechanical fault diagnosis. In 2024,  

Tata R.K. et al. [14] proposed a hybrid convolutional neural network (CNN) and long short-

term memory (LSTM) model. CNN extracts spatial features from surface images, while the 

LSTM captures temporal relationships (e.g., variations across sequences or production 

cycles). The hybrid model improves defect detection accuracy by ~ 20 % and reduces false 

positive rates by ~ 30 %, making it suitable for time-series-based industrial inspection 

tasks such as continuous casting or rolling. In 2024, Wang X. et al. [15] addressed the 
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challenge of detecting defects on dense IC surfaces, where information imbalance and 

micro-defects make detection difficult. A hybrid model combining ResNet50 and Vision 

Transformer (ViT) is developed. ResNet handles low-level feature extraction, while ViT 

captures long-range dependencies. The model achieves 98.6 % accuracy, outperforming 

standalone CNN or ViT architectures, and is particularly effective for microelectronic 

manufacturing. 

The accuracy of defect detection using MATLAB-based image processing depends 

on several factors, including the type of defect, image quality, features used, classifier, 

and preprocessing methods. However, based on published studies and typical results from 

academic and industrial projects, Table 1 lists a few of the reference points [13ɝ15]. 

 
Table 1. Accuracy in % for various techniques used for image defects detection 

Application area Defect type Technique 
Accuracy 

(approx.), %  

Weld inspection 
Cracks, voids, 

inclusions 

LBP + SVM / Edge detection + 

Morphology 
85ɝ95 

Composite 

materials 
Delamination, air voids 

GLCM + CNN / Ultrasound image 

processing 
90ɝ97 

Metallic surfaces 
Scratches, dents, 

porosity 

Texture + Intensity histograms + 

Decision tree 
80ɝ90 

PCB / Solder 

joints 

Missing pads, solder 

bridges 
Template matching + Thresholding 88ɝ93 

 

Table 2. Comparison of MATLAB based image processing with baseline methods 

Aspect 

Baseline methods (e.g., manual 

inspection / traditional 

thresholding) 

Proposed MATLAB-based approach 

Automation 
Manual or semi-automatic, 

subjective, time-consuming 

Fully automated using algorithms such as 

edge detection, morphological operations, or 

machine learning 

Accuracy 
Typically lower due to human 

error and inconsistent criteria 

Higher accuracy by using optimized filters and 

algorithm tuning 

Noise handling 
Poor tolerance to lighting, 

contrast, or texture noise 

Robust pre-processing steps (Gaussian 

filtering, histogram equalization, etc.) remove 

noise effectively 

Feature extraction 
Manual or limited to basic 

statistics 

Advanced techniques: texture analysis (e.g., 

LBP, GLCM), shape descriptors, color 

segmentation 

Defect 

classification 

Usually not implemented or 

rule-based 

Incorporates ML models (SVM, KNN, decision 

trees) trained on defect features 

Consistency & 

repeatability 

Varies with operator and 

condition 

Highly consistent, script-based processing 

ensures reproducibility 

Processing time Slower and subjective 
Faster with batch processing using MATLAB 

scripts/functions 

 

In MATLAB-specific workflows, using local binary pattern (LBP) or GLCM (gray-level co-

occurrence matrix) for feature extraction and SVM or KNN for classification, the accuracy 

typically ranges from 85 to 95 %. When combined with image augmentation and proper 

labeling (using Image Labeler), detection rates can improve by 5ɝ10 %. MATLABɠs deep 

learning toolbox (e.g., using pre-trained CNNs like AlexNet or ResNet with transfer learning), 
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gives 95 %+ accuracy when sufficient labeled data is available. Performance comparison of 

MATLAB-based Image processing with other baseline methods is described in Table 2. 

The proposed MATLAB-based image processing approach demonstrates superior 

performance compared to traditional thresholding and edge-based methods, as evident 

in higher classification accuracy (91.4 vs. 72.3 %), and improved robustness to noise and 

lighting variations. The integration of texture-based feature extraction (e.g., LBP) and 

machine learning classifiers significantly enhances the defect detection capability across 

multiple defect types. 

 

Experimental work and image processing analysis 

Preprocessing stage 

The basic initiation in image processing is the initial set of operations performed on raw 

image data to prepare it for further analysis or processing. The goal of preprocessing is 

to enhance the quality of the image and to remove any distortions or irrelevant 

information that may hinder subsequent tasks.  

This stage involves the following operations to be performed to prepare the image 

for further extraction of defect information: 

1. Histogram equalization is a technique for improving an image's contrast by adjusting the 

histogram's intensity distribution. This method enhances the image's visibility and detail by 

spreading the most frequent intensity values. Histogram equalization is a powerful and 

widely used technique for enhancing image contrast, making it a fundamental tool in various 

image processing applications. The image's histogram is computed, a plot of the number of 

pixels for each intensity level (from 0 to 255 for an 8-bit image). 

2. Resizing of Images: By resizing images appropriately, you can balance maintaining 

sufficient detail for analysis while optimizing computational and storage resources. This 

balance enhances the efficiency, effectiveness, and applicability of image-processing 

techniques across various domains. 

3. Gray scaling transforms a color image into shades of gray. This involves reducing the 

image's depth from full color (usually 24-bit RGB) to 8-bit grayscale. In a grayscale image, 

each pixel represents a shade of gray, varying from black (0 intensity) to white (255 

intensity). For each pixel, the intensity of the gray shade is calculated using the formula: 

Gray=0.299×Ὑ+0.587×Ὃ+0.114×ὄ [2]. 

The following are the Inferences that can be drawn from the grey scaling 

mechanism:  

1. Consistent gray levels across the weld bead indicate a consistent welding process. 

2. Inconsistent gray levels may suggest issues such as varying penetration, inconsistent 

heat input, or changes in welding speed. 

3. Dark spots can indicate porosity or voids within the weld. Darker areas usually 

represent areas of lower density. 

4. Light spots or Brighter areas may indicate inclusions or areas of higher density. They 

could also point to overheating or burning through the material. 

5. The gradient of gray Levels indicates the HAZ, which has a gradual transition from the base 

metal to the weld metal. Sharp changes in gray levels can indicate improper heat control. 
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6. Proper penetration is indicated by a consistent gray level throughout the weld depth. 

7. Insufficient Penetration appears as a lighter gray area in the center of the weld cross-

section, indicating the weld did not fully penetrate. 

8. Cracks appear as distinct lines or streaks within the grayscale image, often darker than 

the surrounding material. 

The study reviewed methods like image enhancement, segmentation, and machine 

learning techniques. The research highlighted the effectiveness of these approaches in 

identifying defects and imperfections. The research observation underscores the role of 

image processing in improving weld inspection quality. The work carried out in this 

research reflects on the advancement in the image processing technique for weld defect 

detection of polymer samples joined using ultrasonic welding. The stages of the image 

processing technique are illustrated in the flowchart, Fig. 1. 

 

 
Fig. 1. Flowchart showing the stages of image processing adopted 

 

Image processing was carried out with the scanning electron microscopy (SEM) 

images of the polymer weld samples. The polymer material is ABS, and the two parts of 

ABS are joined using ultrasonic welding. The ultrasonic welding involves providing ac 

supply at 240 V and 50 kHz to the piezoelectric crystal. This results in the generation of 

high-frequency mechanical vibrations, which are then transmitted to the weld material 

through the sonotrode and a horn, Fig. 2.  
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Fig. 2. Images of Ultrasonic weld machine, transducer, sonotrode (booster), horn assembly 

 

The sonotrode horn also transmits and exerts static pressure on the weldment, apart 

from the vibrations generated in the piezoelectric converter. The horn is customized to suit 

the weld geometry, and the welding machine has parameter settings for the weld 

requirements. The parameters of importance are weld time, hold time, amperage 

corresponding to the energy requirement, and static pressure. The experimental work 

involved trials with different settings of the process parameters based on trial and error, 

and also based on the expertise of the technicians at UltraTech Sonic Solutions, Basavangudi. 

 
Table 3. Operating values of parameters and weld status for ABS Material (N.W - no weld, P.W - partial 

weld, G.W - good weld with high strength, DT - destructive testing) 

Sl. 

No 

Test 

identification 
DT, s 

Weld 

time, s 

Holding 

time, s 

Current, 

mA 

Pressure, 

Bar 

Power, 

Watts 

Weld status 

based on 

DT* 

1 1A 

0.55 0.15 0 0.1 

2 1 N.W 

2 1B 2 1 N.W 

3 1C 2 1 N.W 

4 2A 

0.55 0.3 0 0.2 

2 1 N.W 

5 2B 2 1 N.W 

6 2C 2 1 N.W 

7 2D 

0.55 0.3 0 0.2 3 2 

N.W 

8 2E N.W 

9 2F N. W 

10 3A 

0.55 0.4 0 0.3 4 3 

P.W 

11 3B P.W 

12 3C P.W 

13 3D 

0.55 0.5 0 0.3 4 3 

G.W 

14 3E G.W 

15 3F G.W 

16 3G 

0.55 1 

0 0.6 5 4 G.W.H 

17 3H 0 0.6 5 4 G.W.H 

18 3I 1 0.8 5 5 Overburn 

Horn 

(sonotrode) 

 

Booster 

Ultrasonic 

transducer 
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The process parameter variation considered for this work has been listed in Table 3.  

The weld status has been provided based on the destructive testing on the weld samples.  

Scanning electron microscopy (SEM) imaging of various samples provides insights 

into the effects of thermal gradients caused on the weld surface due to generated friction 

and viscous heating of the acrylonitrile butadiene styrene (ABS) material at various points 

of the joint formation. As the first step, a microscopic image of the base ABS material, 

without welding, was captured, serving as the basis of comparison with the SEM of the 

welded material sample. 

Image processing was carried out in MATLAB ver.23a. The flowcharting (Fig. 3) 

highlights the methodology used in segmentation and feature extraction algorithms 

adopted to extract the morphological and image intensity features of the SEM images.  
 

 
 

Fig. 3. Methodology of the segmentation and feature extraction 

 

Similar processes have been adopted for algorithms such as texture analysis, 

entropy, FFT, and filters to extract the various properties of the images. For labeling, 

MATLABɠs image labeler toolbox is used to manually annotate cracks and voids on the 

input images. Each defect was marked using bounding boxes or pixel-level masks, 

depending on its complexity and size. The annotated data was saved in ROI and label 

data formats compatible with supervised machine learning workflows in MATLAB. This 

labeled dataset served as the basis for training and evaluating defect classification 

models. The following analyses were performed on the SEM images of the polymer weld 

samples [16ɝ23]. 

1. The histogram is utilized to reveal quality issues for the welded images. The 

overall position of the histogram along the x-axis indicates the image's brightness. If the 

histogram is skewed towards the left, the image is predominantly dark. If it is skewed 

towards the right, the image is predominantly bright. The contrasting features of the 

image are captured by the histogram span. A wide histogram that covers a broad range 
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of intensity values suggests high contrast, while a narrow histogram suggests low 

contrast. Uniform and expected distributions may indicate good-quality welds, while 

unexpected spikes or gaps could indicate defects or inconsistencies. 

2. Edge detection: it enables the identification and location of critical 

discontinuities in the weld by variations in intensity or color introduced into the image. 

These discontinuities often represent the boundaries of objects within the image.  

Weld seam identification. Continuous seam: A well-defined, continuous edge 

indicates a consistent and smooth weld seam, which indicates good quality. Gaps or 

discontinuities: breaks or gaps in the edge detection output may indicate defects such as 

cracks, incomplete fusion, or lack of penetration. 

Weld geometry. Uniformity: consistent edge thickness and shape suggest uniform 

weld geometry, which is important for structural integrity. Irregularities: variations in 

edge thickness or shape may point to issues like excess weld material, undercutting, or 

burn-through. 

Surface defect, porosity: small, irregular edges could indicate surface porosity or 

tiny holes in the weld. Spatter: additionally, unintended edges away from the main weld 

seam might be due to welding spatter. 

Alignment and Fit-Up. Proper alignment: edges that follow a predictable, aligned 

path suggest that the welded components were properly aligned. Misalignment: 

deviations or offsets in the edge pattern can indicate misalignment or poor fit-up of the 

welded parts. Transition area: the edge detection can reveal the boundary between the 

weld region and the HAZ region, which is crucial for understanding the thermal impact 

on the material. 

3. Thresholding is an effective process used to segment the image by converting it 

into a binary image. In this process, pixels are divided into two groups based on a chosen 

threshold value, and the pixels are then categorized into white and black.  The method 

adopted is Global thresholding (Otsu's method), as it extracts more edges compared to 

direct edge detection algorithms 

Global thresholding uses a common threshold value for the image under test. This 

value is applied uniformly to all pixels in the image. A threshold value is chosen, either 

manually or automatically. Adaptive thresholding involves estimation of the threshold 

value for segments of the image, thus resulting in variations of lighting and intensity 

where the image is divided into smaller regions or blocks. Global thresholding is best 

suited for simple images with uniform lighting, while adaptive thresholding is more 

versatile and effective for images with complex lighting conditions. 

4. Image filtering: several methods are available for image filtering in the process 

of extracting the required image properties. The following methods are most commonly 

used in usual practice [24ɝ33]. 

Gaussian blur: a linear filter that smoothens an image by averaging the pixels within 

a Gaussian window. It reduces noise and detail by weighting the pixels in the 

neighborhood based on a Gaussian function, which gives higher weights to the central 

pixels. It is suitable for blurring edges, reducing image sharpness. Not effective for non-

Gaussian noise like salt-and-pepper noise. Best for overall noise reduction and obtaining 
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a smooth image, but at the cost of blurring details. The Gaussian function is defined as: Ὃ ὼȟ ώ  ᶻ Ὡ , where ˋ is standard deviation of the Gaussian distribution. 

Median filter: causes replacement of each pixel value with its neighborhood median 

value. Salt-and-pepper noise is effectively reduced by this filtering method, with no 

impact on the identified edges. For each pixel, the filter considers the values of all pixels 

in a neighborhood around it, sorts these values, and selects the median value. This filter 

removes salt-and-pepper noise and preserves edges better than linear filters like 

Gaussian blur. It is ideal for removing specific types of noise (e.g., salt-and-pepper) while 

preserving edges, useful for inspecting fine details and small defects in welded images. 

Bilateral filter: the bilateral filter is an edge-preserving and noise-reducing filter 

that combines Gaussian smoothing in the spatial domain with Gaussian smoothing in the 

intensity domain. This ensures that only similar pixel values are averaged, preserving 

edges. The bilateral filter considers both the spatial distance and the intensity difference 

between the central pixel and its neighbors. Balances noise reduction with edge 

preservation, making it suitable for images where retaining the edge details is crucial. 

The filter function is: Ὅ ὼȟ ώ ȟ В Ὅ ὼ ȟ ώ Ͻ Ὡȟ Ͻ Ὡ ȟ ȟ
, where ˋd is the 

spatial standard deviation, ˋr is the intensity standard deviation, and W(x,y) is a 

normalization factor. 

Compared to the Gaussian and median filtering methods, the bilateral filter gives 

better results by preserving edges while reducing noise, which represents the quality of 

the edges formed duringthe welding process and is effective for a wide range of noise 

types. This makes the weld image analysis more accurate. 

5. Texture analysis: texture analysis involves examining the texture characteristics 

of an image to extract meaningful information, which can be used for classification, 

segmentation, and other image processing tasks. Two commonly used methods are used 

in this work.  

GLCM (gray-level co-occurrence matrix): this method is used to analyze an image 

texture by examining the spatial relationships between pixel intensities. GLCM analyzes 

texture by quantifying how frequently specific intensity value combinations appear in 

predetermined directional arrangements throughout the digital image matrix. Using this 

technique, several statistical measures can be calculated to describe the texture. 

Contrast: quantifies tonal variation by calculating brightness differentials between 

adjacent data points throughout the entire visual matrix, enabling measurement of 

textural roughness across the image: ὧέὲὸὶὥίὸ ɫ ȟ Ὥ Ὦ Ͻ ὖ Ὥȟ Ὦ . 

Correlation: measures the correlation of adjacent pixels, ὧέὶὶὩὰὥὸὭέὲ  ɫ ȟ Ͻ ȟᶻ . 

Energy (angular second moment): assesses uniformity of the texture by adding up 

the squared elements in the GLCM, ὩὲὩὶὫώ ɫ ȟ ὖ Ὥȟ Ὦ . 

Homogeneity (inverse difference moment): reflects the uniformity of pixel value 

relationships and distribution of elements in the GLCM cluster around the diagonal, ὬέάέὫὩὲὭὸώ ɫ ȟ ȟȿ ȿ.  
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Local binary patterns (LBP) is a texture operator that identifies patterns by 

evaluating adjacent pixel values against predetermined limits, enabling classification 

based on local spatial relationships within defined proximity boundaries. The LBP image 

is often represented as a histogram of the LBP codes, which serves as a texture descriptor. 

6. Image segmentation: partitions the complete image into regions, making it easier 

to analyze and extract meaningful information. This process modifies the representation 

of an image into a form that is straight forward for analysis. Often by identifying objects 

or boundaries (lines, curves, etc.) within the image. The following methods are discussed 

in image segmentation. 

K-means clustering: an unsupervised learning algorithm that is implemented to 

categorize data points into K clusters. In the context of image segmentation, it groups 

pixels based on their intensity or color similarity. The K-means clustering segments an 

image by grouping pixels into K clusters based on similarity in intensity or color. Simple 

and effective for basic segmentation tasks. 

Watershed algorithm: a technique of segmentation in which the grayscale image is 

considered like a topographic surface. The algorithm finds the lines that separate 

different catchment basins, corresponding to the image regions. The Watershed 

Algorithm uses the topographic interpretation of the image to separate regions. Effective 

for segmenting touching or overlapping objects. 

Graph-based segmentation: this technique treats the image as a graph, considering 

each pixel as a node, and the similarity between neighboring pixels is indicated by the 

edges. Segmentation is performed by finding minimum cuts in the graph based on pixel 

similarity. Offers flexible and powerful segmentation capabilities but may require more 

computational resources. 

7. The entropy indicates the randomness to assess the degree of uncertainty in the 

image. Within the domain of image processing, entropy describes the texture and 

complexity of an image. An image with high entropy is characterized by intricate Higher 

entropy values indicate a more complex and detailed image, while lower entropy values 

suggest a more uniform or simple image. The entropy H of an image can be calculated 

using the following equation: Ὄ  ɫ   ὴ ÌÏÇ ὴ , where n is the count of variations 

in intensity in the image and ɟpiɠ is the probability at which intensity of level I occurs. 

Entropy is used to analyze and classify textures in an image. Entropy-based methods 

can be used to determine optimal thresholds for image segmentation. High entropy 

characterized by intricate details and complexity, while low entropy indicates a uniform or 

simple image. Entropy can be used as a feature for image recognition and classification tasks. 

8. Fourier transform: in image processing, the Fourier Transform is a fundamental 

tool used to analyze the frequency components present in an image. Hereɠs a concise 
explanation of what the Fourier transform entails. The Fourier transform converts a signal 

(in this case, an image) from its spatial domain into the frequency domain. It decomposes 

the image into its constituent frequencies. For a 2D image f(x,y), the Fourier transform 

F(u,v) is given by: Ὂ όȟ ὺ  Ḁ Ὢ ὼȟ ώ  Ὡ  Ὠὼ Ͻ Ὠώ, where u and v are 

wavenumber components. 

The magnitude variation of an image refers to the representation of the magnitude 

(absolute value) of the Fourier transform coefficients of the image. The phase spectrum 
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of an image refers to the spatial distribution of phase information in the frequency 

domain of the image.  

 

Results and Discussion 

The analysis was carried out on four SEM images, and the interpretations for the various 

techniques of preprocessing are described in this section. 

 

Histogram of weld images  

Peaks indicate common intensity values. A narrow histogram suggests low contrast, while 

a wide histogram suggests high contrast. Expanding the range of intensity values makes 

images clearer, more detailed, and more suitable for visual inspection and automated 

analysis. The image in its stretched form and the corresponding histogram (Figs. 4 and 5) 

for samples 2H and 1C, indicate clear contrasting features of the image where the lack of 

fusion, slag formation, cracks, and unfilled gaps can be identified. These characteristics 

indicate the defects in the weld piece, which creates a non-uniform surface on the weld 

piece. While the histogram in Fig. 6 (for sample 3H) indicates no defect in the weld, 

corresponding to the sample performance, as listed in Table 1 [17]. 

 

 
Fig. 4. SEM image of sample 2H (a,b) and its histogram stretched image (d) and its histogram (c) 

(a) (b) 

(c) (d) 
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Fig. 5. SEM images of sample 1C (a,b) and its histogram stretched image (d) and its histogram (c) 

 
Fig. 6. SEM images of sample 3H (a,b) and its histogram stretched image (d) and its histogram (c) 

(a) (b) 

(c) (d) 

(c) (d) 

(a) (b) 
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Interpretation from edge detection 

Figures 7 and 8 show the edge detection of samples 2F and 3H using their SEM images 

by the Roberts Cross Operator algorithm, which uses 2 × 2 convolution kernels to 

approximate the gradient. The edges seen in the images represent discontinuities in the 

weld formation that may be attributed to anomalies like slag, unfused, and uncut surfaces 

in the image, the whiter dots, the more the edge formation during welding. The clear 

image without white heads may indicate fewer discontinuities in the weld formation. 

These results indicate a contradiction to the actual weld performance and may indicate 

the need for further detailed analysis of the image processing results and inferences. 

 

 
Fig. 7. SEM image surface of sample 3H (a) and edge detection image (b) for sample 3H 

 
Fig. 8. SEM image surface of sample 2F (a) and edge detection image (b) for sample 2F 

 

Interpretation from thresholding  

Thresholding helps to isolate the weld bead from the rest of the image. This is vital for 

the assessment of the weld characteristics of quality, size, and shape. 

Detection of anomalies like porosity, cracks, or incomplete fusion can be done with 

thresholding. Defects usually have different intensity values than the rest of the weld, 

making them stand out after thresholding. 

(a) (b) 

(a) (b) 
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Contrast enhancement makes it easier to inspect and analyze the weld visually. This 

is particularly useful in cases where the weld and the surrounding material have similar 

intensity values in the original image. 

The thresholding image for Sample 3I, in Fig. 9, indicates the slag formed after 

welding, and the bulged surfaces can be seen more clearly, which represents the over-

welding with improper finishing surfaces showing the white edges of excessive material 

spread. The welding status of sample 3I shows the weld to have caused overheating of 

the material, which is due to the higher parametric range than other samples.  
 

 
 

Fig. 9. Original SEM image (a) and its processed threshold (b) 

 

Filtering output 

The filtering output for the SEM image of sample 2B, Fig. 10, has been analyzed in this 

section for the changes in texture properties with spatial factors. The common image 

filtering techniques were utilized, namely Gaussian blur, median filtering, and bilateral 

filtering, for noise removal and smoothing of the images. The smoothing effect differs in 

the form of uniform, non-linear, or adaptive smoothing [24]. The following features are 

obtained from the above image. 

 
Fig. 10. SEM Images of Sample 2B filtered with different standard filtering methods (aɝe) 

(a) (b) 

(a) (b) (c) 

(d) (e) 
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GLCM features: GLCM is computed at specific spatial relationships defined by: 

1. Directions: horizontal (0°), vertical (90°), diagonal (45°), anti-diagonal (135°), etc. 
2. Distances: the number of pixels apart being analyzed. The matrix values thus represent 

how the texture property (e.g., contrast, correlation, etc.) changes with the analyzed 

direction/distance. 

3. Contrast: [0.1255 0.1865 0.1336 0.1778]. 

4. Correlation: [0.8992 0.8502 0.8927 0.8571]. 

5. Energy: [0.4564 0.4319 0.4439 0.4358]. 

6. Homogeneity: [0.9613 0.9397 0.9510 0.9444] 

Contrast in an image represents the difference in luminance or color that makes an 

object distinguishable. The correlation value shows the linear dependency of pixel 

intensities for a specific direction/distance. The high values indicate that pixel intensities 

are strongly related, regardless of direction or distance. Energy value reflects the 

uniformity of texture for a specific direction/distance. The moderate values suggest a 

somewhat uniform texture, but not perfectly repetitive. Homogeneity value measures 

how close pixel intensities are to one another for a given direction/distance. The high 

values indicate high similarity of neighboring pixel intensities in all directions, showing 

a smooth texture. Together, these values describe the variation of texture properties 

across different spatial relationships in the analyzed image. 

 

Interpretation from the texture analysis 

LBP (local binary patterns): the histogram shows the frequency of each LBP code in the 

SEM image of sample 3H (Fig. 11). 
 

 
 

Fig. 11. Histogram of original (a,b) and LBP image (c,d) 

 

(a) 

(c) 

(b) 

(d) 
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From the above histograms of the original image and the LBP histogram, it's clear 

that the LBP histogram is more stretched than the original histogram, representing more 

edges on the image, implying non-uniform weld quality. By combining GLCM features 

from image filtering and LBP features from the texture analysis, a comprehensive 

understanding of the welded image texture can be obtained. 

1. Consistency and quality: high homogeneity, high energy, high correlation (from 

GLCM), and a peaked LBP histogram with many uniform patterns suggest a high-quality 

weld with a smooth, consistent texture. 

2. Defects and irregularities: high contrast, low homogeneity, low correlation (from 

GLCM), and a flat LBP histogram with many non-uniform patterns can indicate defects, 

roughness, or irregularities in the weld texture. 

3. Surface properties: detailed examination of specific GLCM features like contrast 

and homogeneity, along with the LBP histogram, can help identify specific types of 

surface properties, such as the presence of cracks, porosity, or other surface defects. 

 

Interpretations from image segmentation 

The image segmentation technique was utilized for separating the features or regions of 

the SEM image of sample 2B. Figure 12 shows the result of image segmentation obtained 

with the above-mentioned techniques for sample 2B. 
 

 
 

Fig. 12. Original SEM image of sample 2B (a) and results of K-means, watershed, and graph-based 

image segmentation (bɝd) 

 

The splitting of the SEM image into sections and the color gradations give an idea 

about the discontinuities in the weld formation, and also the difference in grain 

(a) (b) 

(c) (d) 
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distribution as a result of the thermal gradients created due to the friction and viscous 

heat created between the weld surfaces in the process of ultrasonic welding.  

 

Entropy interpretation 

An image with high entropy will show a complex scene with many details and textures, 

and its entropy value will be relatively high. Low-entropy image will show a uniform or 

simple scene. By comparing these entropy values, the complexity and information 

content of the images can be interpreted. Figure 13 represents the entropy values for 

samples 2B and 3H. 

 
 

Fig. 13. Entropy values for the samples 2B (a) and 3H (b) 

 

In Fig. 13(b), Image 2 has higher entropy (6.8954) compared to Image 1 (6.5769). 

This indicates that Image 2 has more complexity or randomness, which may be 

interpreted as a strong molecular bonding of the two weld pieces, as is observed in the 

weld performance of sample 3H.  

 

Interpretation from the Fourier transform 

Fourier transformation conveys information about the spatial frequency content of the 

image: Low frequencies represent areas of uniform intensity, representing smooth regions 

in the source image. High frequencies correspond to rapid changes in intensity, indicating 

edges or textures. 

Fourier transform conducted on the SEM images of sample 3H, Fig. 14 indicates the 

components for all frequencies, with magnitude reducing for higher frequencies. The 

logarithmically transformed image also suggests the dominating directions, one vertical 

and one horizontal, in the Fourier image, both passing through the center. This infers a 

regular pattern of grain distribution in the baseline SEM image of sample 3H, confirming 

the status as obtained with the parameter settings of sample 3H.  

The results obtained with the various image processing techniques applied to a 

small set of SEM images are observed to be either in sync or in variation with the 

destructive testing performance of the weld samples. This observation requires further 

analysis of these techniques applied to a larger set of SEM images to arrive at a definite 

(a) (b) 
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Fig. 14. Original SEM image of sample 3H (a) and Fourier transform output images (bɝd) 

 

pattern for the optimal selection of image processing techniques for weld defect 

detection. The variation in the results may be attributed to the broad range of non-

uniformities in the weld formation due to thermal gradients, which usually result in varied 

characteristics. This makes it challenging to develop a generalized method of image-

based defect detection. The characteristics of defects, like their appearance as regions of 

low contrast, non-uniform brightness, or irregular shapes, may result in anomalies in their 

detection.  

 

Conclusions 

Applying image processing techniques in the characterization and defect detection of 

weld samples using SEM images has significant potential toimplement automation in the 

weld defect detection domain. With further refinement of the analysis and detailed study, 

the image processing techniques can be effectively used for defect detection with the 

sample SEM images for welds formed with varying parametric levels. Techniques such as 

image segmentation, thresholding, and edge detection play a crucial role in isolating 

relevant features within complex microstructures, allowing for a more precise analysis of 

weld integrity. Furthermore, entropy detection aids in identifying anomalies by 

quantifying information variability, which is essential for assessing the quality of welds. 

The Fourier transform contributes to identifying periodic structures and defects, 

enhancing our understanding of the weldɠs mechanical properties. Additionally, texture 
analysis provides insights into the surface characteristics and microstructural variations, 

crucial for predicting performance under various conditions. Filtering techniques help in 

noise reduction, ensuring that the subsequent analysis reflects true structural 

characteristics rather than artifacts.  

(a) (b) 

(c) (d) 
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Collectively, these image-processing techniques enable a comprehensive 

assessment of weld quality, facilitating early detection of defects that could compromise 

structural integrity. This research underscores the importance of integrating advanced 

image processing methods into quality control processes in manufacturing, thereby 

enhancing reliability and safety in critical applications. The findings illustrate the 

potential for further advancements in the field, opening avenues for automation in defect 

detection methodologies. The following interpretations and guidelines can be deduced 

from the image processing algorithms discussed above: 

1. The impact and significance of an algorithm can be assessed with a comparison of the 

original and processed Images. 

2. Parameter sensitivity analysis can be effectively made with the variation of the algorithmic 

parameters and analysis of the change in results, e.g., threshold values in segmentation. 

3. Algorithm performance can be quantitatively evaluated using metrics like precision, 

recall, or mean squared error, especially in machine learning and computer vision tasks. 

Analysis and interpretation of errors introduced by the algorithm can guide 

improvements or alternative approaches. By systematically evaluating these aspects, we 

can effectively interpret image processing results from different algorithms, ensuring that 

they meet the desired goals and quality standards. 
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ABSTRACT  

The process of dolomite rock acidizing is considered. Theoretical analysis considers three regimes of the 

chemical reaction: face and uniform dissolution and wormhole formation. The general model integrates 

two analytical solutions of the face and uniform dissolution and semi empirical model of wormhole 

formation. The analytical solutions consider in the paper, appropriate data on semi empirical approach was 

extracted from Fredd and Fogler investigations. These solutions had been transferred to the dependence 

of skin factor from the specific acid injection rate, slug volume and acid concentration. The approximation 

of the dependence involves two Gauss functions and matches to the appropriate asymptotes (low and high 

injection rates) and describes the wormhole local minimum in the vicinity of critical injection rate.  

The proposed approximation dependence may be used in different codes for a reservoir acid treatment process. 

It could be the basis of the process optimization procedure with maximum productivity increase criteria and 

determination of optimal impact parameters such as acid slug volume and concentration, injection rate and etƸ. 
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Introduction 

The practice of acid stimulation of productivity in carbonate reservoirs began with the 

Schlumberger brothers and has a long history [1,2]. The permeability increase of the near 

wellbore zone and reduction of the skin factor are the main purpose of the stimulation. 

At the end of the last century, Fredd and Fogler [3] established that the ratio of the 

reaction rate and the average mass velocity of acid flow determines the reaction type of 

an aqueous acid solution with a carbonate matrix. At low velocities, the type of reaction 

is "face dissolution" with cavern formation at the inlet surface of a well. At high velocities, 

the acid flows through almost all pore channels, dissolving their walls, increasing the 

size, and thus increasing the porosity and permeability. This type is often named "uniform 

dissolution". When the ratio of the reaction rate and acid injection is about one, a 

dominant channel is formed in the pore space, into which almost all the acid rushes. This 

leads to the formation of a channel with a diameter of about 1ɝ5 mm, which is called a 

"wormhole" and the reaction type is named wormhole formation. The authors of the 

paper [4] considered new regime which they call channeling.  
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Considering the ratio of permeability in the treated area and in the rest part of a 

reservoir, then for the first and third reaction types it is several orders of magnitude, for 

the uniform dissolution it does not exceed several units. The depth of acid penetration to 

a reservoir at the same volumes of injection is maximum for the uniform dissolution and 

minimum for the face dissolution type. A general model for predicting these effects or a 

general approach integrated all described reaction types is needed to predict, optimize 

the process of acid stimulation of carbonate reservoirs and analyze the technological and 

economic effect. 

The paper proposes the integration of analytical solutions for face and uniform 

dissolution [5] and the application of semi-empirical models for the analysis of the 

wormhole formation [6ɝ9]. These solutions are the framework of computational 

algorithm for the prediction of the volume and concentration of the injected acid slug 

influence on the well skin factor after stimulation. Of cause, there are some physical 

phenomenon that additionally affect skin factor. For example, permeability modification 

under pore pressure variation that considered in [10]. The algorithm bases on available 

experimental data [7,11,12] and the type of acid [3,13]. 

 

Solution of the face dissolution problem 

The investigation begins with the consideration of the face dissolution problem on the 

simple example of vertical well stimulation with the open hole completion. Letɠs the 
reservoir is represented by dolomites and the chemical reaction with hydrochloric acid is 

described by the following equation: 4HCl + CaMg(CO3)2 = CaCl2 + MgCl2 + 2CO2 + 2H2O. 

Note that the problem of face dissolution refers to the case when the reaction rate 

significantly prevails acid flow velocity [14]. Let's proceed to formalization of the 

presented problem. The flow pattern during injection of acid solution into a carbonate 

formation depends on the well completion method, but is reduced to two types: radial 

and linear [15]. Here, the "exotic" spherical flow is not considered, and the flow near a 

horizontal well with strong formation anisotropy is reduced to the radial type by 

introducing new coordinates that take into account the reservoir anisotropy. Such 

simplification is valid for small volumes of acid injection, when its penetration into the 

bottomhole zone is limited by meter or less. The problem of an aqueous acid solution 

flow in the bottomhole zone of a well with residual (immobile) oil will be considered as 

single-phase two-component (1 ɝ carrying water with reaction products, 2 ɝ hydrochloric 

acid) flux. Note that radial or quasi-radial flows are observed near vertical, inclined and 

horizontal wells, and linear flow is observed near stimulation fractures. 

Next, the radial flow pattern will be the focus of consideration; the solution for the 
linear flow pattern is sought similarly. The equations of the mass conservation of the acid 
and the aqueous solution with the reaction products in a polar coordinate system are as 
follows: 

ừỬỪ
Ửứ ᶮ ς ᶮ ὐὬȟᶮ ς ᶮ   ὐὬȟᶮ   ὐὬȢ          (1) 
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Here c, (1ɝc) are acid mass concentration and agues phase (water + reaction 

products); ᶮ, h are porosity and specific reservoir thickness; ˊw, ˊR are densities of aqua 

phase and matrix; v is mass averaged flow rate of aqua phase; Sor is residual oil saturation; 

J,   ρȢςφ,   ςȢςφ are chemical reaction rate of acid with matrix, mass ratio of 

reaction products and acid consumption, mass ratio of reacting dolomite and acid. 

For the face dissolution problem, the reaction rate J tends to infinity and the reaction 

itself occurs in a narrow region called reaction front. The movement speed of the reaction 

front (complete consumption of the injected acid) is determined by the conditions on the 

acid concentration shock from zero to the initial concentration in the injected solution. 

Letɠs transform the mass balance equations (1) to the conservative form: 

ừỪ
ứ ὧᶮ” Ὤ ρ Ὓ ρ ᶮ  ς ᶮ πȟρ ὧ ᶮ” Ὤ ρ Ὓ ρ ᶮ ς ᶮ πȢ      (2) 

The mass balance of the chemical reaction reduces to the equation: ὐ   ὐ   ὐ π or     ρȢ           (3) 

The divergent or conservative form of the equations gives the possibility to define 

the algebraic conservation equations at the reaction front [16]: 

ừỬỪ
Ửứ Ὀ ὧᶮ” Ὤ ρ Ὓ ρ ᶮ ς ὺ ρ Ὓ ὶ ὧᶮ” Ὤ πȟὈ ρ ὧ ᶮ” Ὤ ρ Ὓ ρ ᶮ ς ὺ ρ Ὓ ὶ ρ ὧ ᶮ” Ὤ πȟὈ ȟ      (4) 

where D is reaction front velocity, rf is reaction front coordinate, square brackets denote the 

difference of functionɠs values before and after the reaction front. The boundary conditions of 
the considered problem determine the solution of these algebraic differences.  

These conditions define the acid injection concentration co and entire matrix dissolution Ø = 1 

on the inlet and the absence of the acid before the reaction front c = 0 and initial value of 

porosity Ø = Øo. Accordantly the balance of values before and after the reaction takes the form: ὶ Ḷ ὶ ȡ   ὧ ὧ ȟ     ᶮ ρȟ      ὗ ὗ ς“Ὤ ρ Ὓ ὺ ὶ ȟ  ὶ ὶ ȡ   ὧ πȟ      ᶮ ᶮ ȟ      ὗ  ὗ ς“Ὤ ρ Ὓ ὺ ὶ ᶮ Ȣ  (5) 

Here Qo is the flow rate of the injected acid solution into the reservoir, and Q is the 

flow rate of the aqueous phase with the reaction products before the reaction front to be 

determined. By substituting these values into the algebraic conservation equations at the 

reaction front (4), all unknown parameters can be determined: Ὀ ᶮ   ȟ  

ὗ ὗ ρ ρ ᶮ ᶮ ȟ           (6) ὶ  Ὀὸ ὶ Ȣ  

For slug volume V with acid concentration co the skin factor after acidizing process could 

be determined by the formula connecting the skin factor Sf with the effective well radius rf: Ὓ ÌÎ ȟ ὶ ᶮ ὶ Ȣ            (7) 
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Unified dissolution problem 

Another ultimate case is the unified dissolution when the acid flow rate is much higher 

than reaction rate. In this case filling of porous matrix is not practically accompanied by 

chemical reaction and dissolution of carbonate rock begins after saturation of pore space 

by acid. At this assumption, acid penetrates to the radius r* of the near wellbore zone: ὶz z ὶ Ȣ             (8) 

Thus, the reaction proceeds without convection and is determined by the equations 

in the saturated area: 

ừỬỪ
Ửứ ᶮ ὐȟᶮ   ὐȟᶮ   ὐȢ              (9) 

Note that J is the volumetric reaction rate with SI dimension kg / (m3s), i.e. takes 

place in a unit volume of the porous medium. In experimental studies, the reaction rate 

is determined by volumetric method (by measurement of carbon dioxide release) [17] or 

on a rotating disk installation [2,18,19]. In the first case, the dimension of reaction rate 

coincides with J, but the method works in the region of relatively low pressures (up to 

70 atm). In the second method, the surface reaction rate j with the dimension kg/(m2s)  

is determined. To use it in the model, one should multiply j by the specific surface of the 

reservoir matrix As. The specific surface of the porous matrix is determined by the 

generalized Kozeni-Karman formula [20]: ὃ ᶮ ᶮ ρ Ὓ Ȣ           (10) 

Here ko is matrix permeability, Ɖ is the empirical parameter, which value according 

Kotyahov [21] investigations varies in the interval 1 ɝ 3.5Ö105 for practical calculations 

([ko] = µm2, [ᶮ ] = shares of units.). For certainty the value Ɖ = 2.5Ö105 was used in further 

calculations. Note that there are some new investigations connecting specific surface 

with porosity and permeability [22] during acidizing process. 

The rate of surface or heterogeneous reaction is written as Ὦ ὤὧ ” , where Z is 

the kinetic reaction constant depending on thermodynamic conditions; n is the reaction 

order. In the general case of heterogeneous reactions order may be a fractional value 

(these parameters are determined in an experimental installation with a rotating disk). 

Reactions of zero and first orders are usually considered [17,23]. ὐ ὤὃ ὧ ” Ȣ             (11) 

First, letɠs transform the system (6), considering the densities independent of time 

and neglecting the change in water saturation due to the chemical reaction: 

ừỬỪ
Ửứ ὧ ᶮ ᶮ ȟρ ὧ ᶮ ᶮᶮ Ȣ ȟ          (12) 
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For the zero reaction order the solution of the system under initial conditions t = 0, 

c = co, Ø = Øo allows to obtain full time of the acid consumption, as well as the matrix 

porosity after consumption: ὸ † ᶻ ȟ ᶮ ᶮ ρ ᶻ ȟ ὧᶻ ȟ † ᶮz Ȣ         (13) 

For the first order of reaction rate, the solution procedure is more complex but it is 

obvious that the value of final reservoir porosity is the same as for zero reaction order. 

However, the formation of the final porosity occurs only asymptotically in time. 

The dynamics of acid consumption for both orders of reaction rates are presented 

as follows equations: 

for the zero order ÌÎ ᶻ
ᶻ ᶻ ρ ᶻ ρ ȟ   

for the first order ÌÎ ὼ ὼ , ὼ ᶮɲ ȟ   ὼ ᶮɲ Ȣ    (14) 

The obtained dependencies of acid concentration from time are illustrated on Fig. 1. 

 

 
 

Fig. 1. Dependence of rock porosity from time during acidizing process for the zero and the first reaction order 

 

The final time of acid consumption plays a significant role in the process technology 

because it defines the delay time for the reaction after acid injection. As for zero reaction 

order it is determined analytically, for the first order it can be only estimated, for example 

from Fig. 1 as ὸ ḙ ς†. 

According to the Kozeni-Karman theory, for each rock of the same type, there is an 

unambiguous relationship between rock porosity and permeability [20]. Labrid's 

experiments [2] showed that a similar relationship could be used to relate rock porosity 

and permeability in the carbonate acidizing process: ὑ ᶮɲ Ȣ             (15) 



74 R.M. Ganopolskij, K.M. Fedorov, A.E. Folomeev 

The Hawkins formula [20] could be used for a skin factor determination. For this 

purpose, Eq. (15) should be applied for calculation of rock permeability determination at 

the value of final porosity after acidizing process. This procedure gives: Ὓ ρ ÌÎ ᶻ Ȣ           (16) 

 

Application of semi empirical model for calculation of wormhole formation 

Semi empirical approach to wormhole formation bases of the results of the experiments 

of acid injection to a small cylindrical carbonate rock core [6,24,25]. It was found that 

under critical flow rate per unit surface qcr the volume of acid until breakthrough takes 

the minimum value. This value is usually transferred to the dimensionless view by 

division on the core pore volume and is labeled as PVcr. The dependence of PVb on the 

specific value of flow rate q [12,26] with definitions of critical values is illustrated on the 

Fig. 2. The critical values are considered as the conditions of wormhole formation. 

 

 
 

Fig. 2. The dependence of injected acid volume to breakthrough PVb from the injection rate with 

determination of the critical values [12] 

 

The determination of the wormholeɠs length in practice bases on the proposition of 
its formation similarity in experiments and in near wellbore area [2,23]: ὰ ᶮ ᶮȟ           (17) 

where ὰ  is the effective wormhole length. The real wormhole length differs from the 

effective value because of its fractal nature [8,23]. Daccord [23,26,27] connected the 

fractal structure of wormholes with the definition of effective length by the similar 

formula (17): ὰ ᶮ ȟ           (18) 

where df is the fractal dimension (1.5 < df < 1.7), f is the parameter of wormholes, defined 

from experiments. Application of Hawkins formula defines the expression of skin factor 

after acidizing of carbonate at critical injection rate: Ὓ ρ ÌÎ ȟ           (19) 
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where the ὰ  is extracted from Eq. (18). 

The permeability of stimulated by wormholes zone is significantly higher than 

untreated reservoir. Daccord [28], Huzin [29] considered experimental data and proposed 

to neglect the ratio ko / k thus simplified the skin determination: Ὓ ÌÎ Ȣ            (20) 

 

General model formulation 

The obtained solutions define the values of skin factors for all types of reactions. For 

example, consider the reservoir with typical characteristics:  effective formation thickness 

h = 20 m, porosity Øo = 0.12, reaction ratio   ρȢςφ, residual oil saturation Sor = 0.3, 

Labridɠs coefficient K = 1.7, well radius rw = 0.1 m, initial acid concentration co = 0.15, 

densities of rock and solution ˊR = 2804 kg/m3, ˊW = 1057 kg/m3, injected slug volume 

V = 60 m3, wormhole formation critical values qcr = 1.4 cm/min, PVcr = 12.4. Substituting 

these data to Eqs. (7), (16), (20) the following values of skin factors can be obtained: Ὓ  ςȢςχȟ  Ὓ  σȢτȟ   Ὓ ρȢωψȢ         (21) 

If the wormhole formation regime is extracted from the analysis of the dependence 

of skin factor from flow rate the transformation between of face and unified dissolution 

should be connected by monotonous function. As an example, this function may be 

approximated by Gauss formula with the height of the curve's peak Ὓ Ὓ  and half 

width corresponding by kinetic regime qki [30]: Ὓ Ὓ Ὓ Ὓ ÅØÐ Ȣ          (22) 

Here qki is the boundary rate of kinetic regime. This function has the appropriate 

asymptotes ή ᴼ πȟ ή ᴼ Њ. At low flow rate, it gives the independent from rate skin 

factor. At high flow rates, the dependence tends to the value Ὓ  with weak dependence 
 

 
 

Fig. 3. The supportive (22) (dashed dotted line) and the general (23) (solid line) models of the dependence 

of skin factor and specific acid injection rate with correct asymptotes and local wormhole minimum close 

to the experimental data  
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from rate. The difference Ὓ Ὓ  may be positive or negative and depends on reservoir 

parameters. 

The wormhole formation regime is manifested in the relatively narrow interval of 

flow rate [7,31] and may be implanted by another Gauss function: Ὓ Ὓ Ὓ Ὓ ÅØÐ Ў ȟ          (23) 

where Ŷq is the half width of the specific flow rate of wormhole formation regime. 

Figure 3 also illustrates the general approximation (23) of the model of reservoir acid 

treatment. The function on Fig. 3 corresponds to the model reservoir data Eq. (21). 

The proposed approximation formula may be used in different codes for a reservoir 

acid treatment process. It could be the basis of the process optimization procedure with 

maximum productivity increase criteria and determination of optimal impact parameters 

such as acid slug volume and concentration, injection rate and etc. 

Note that the general model involves the main technological parameters: injection 

rate, slug volume and acid concentration through Eqs. (7), (8), (14), (18). For instance, the 

influence of the volume of injected acid slug on skin factor is shown in Fig. 4. From the 

obtained solutions, critical rate does not dependent from the slug volume and skin factor 

is proportional to ɝln(V dfɝ1), which illustrates Fig. 4. On the other hand, the critical rate 

depends on concentration and acid concentration growth shifts the graph to the left this 

feature is shown in Fig. 5. 

 

  
  

Fig. 4. Calculations of the influence of acid slug 

volume on the skin factor behavior. Volume values 

are indicated on graphs 

Fig. 5. Skin factor dependence from acid 

concentration. Concentration values are indicated  

on graphs 
 

Conclusions 

The solutions of the problems of face and unified dissolution of carbonate reservoir due 

to the injection of acid were obtained. For the wormhole formation process the corrected 

Gongɠs model was used. All solutions were transferred to dependence of skin factor from 

process parameters. 

The general model integrates the obtained solutions and Gong model for the 

prediction of skin factor dependence from injection rate, acid concentration and slug 

volume for the whole intervals of parameters variation. The model illustrated on the 
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example of stimulation of vertical well but can be easily transferred to the other types of 

well completion and acids. 

The developed model matches to the appropriate asymptotes (qcrŸ0, qcrŸʖ) and 

describes the wormhole local minimum in the vicinity of critical injection rate. 

Note that since there is no analytical solution (1) for arbitrary speed,  

a dependency (22) should be obtained from numerical solution [32]. The development of 

wormhole formation theory will give the framework of approximation (23) improvement. 
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ABSTRACT  

The influence of alkali treatment and fiber percentage on the physical, mechanical and thermal properties 

of hemp fiber reinforced gypsum composites are examined. Short hemp fibers (15 mm in length) were 

subjected to alkali treatment using 5, 10, and 15 wt. % NaOH concentrations for 5 h. Both untreated and 

NaOH treated hemp fiber reinforced gypsum composites were fabricated with fiber percentages of 

3, 6, 9, 12, and 15 vol. % through the hand layup process. The fabricated composite samples were evaluated 

for density, water absorption, compressive strength, flexural strength, and thermal conductivity. The 

composite with 10 wt. % NaOH treated fibers, and 12 vol. % fiber content showed significant improvements, 

with a 337 % increase in flexural strength, a 136 % increase in flexural modulus, and a 109.8 % increase in 

compressive strength compared to pure gypsum. The results for thermal conductivity indicate that NaOH 

concentration has a minimal effect on enhancing thermal resistance compared to the influence of fiber 

percentage. SEM analysis of untreated and treated fibers revealed surface modifications and changes in 

fiber characteristics due to NaOH treatment. The results showed that stronger NaOH treatments and higher 

fiber content negatively impacted fiber suitability, stiffness, and overall composite properties. 
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Introduction 

Over the last decade, energy consumption in building sector has steadily increased due 

to rising comfort standards and population growth. The need for environmentally friendly 

and energy efficient materials to reduce energy consumption is critical as global energy 

reserves become increasingly strained. This has driven research into the development of 

thermal energy storage solutions, including electrochemical energy storage, latent heat 

storage, and sensible heat storage [1,2]. Gypsum based materials are widely used in 

commercial, residential, and industrial buildings for partitions, wall panels, and boards. 

http://dx.doi.org/10.18149/MPM.5342025_7
https://orcid.org/0000-0002-4438-7249
https://orcid.org/0000-0003-2856-7204
https://orcid.org/0000-0001-5622-4140
https://orcid.org/0000-0002-4694-3341
https://orcid.org/0000-0003-2200-0629


80 K. Sunil Ratna Kumar, S.B.R. Devireddy, T. Gopala Rao, B. Sudheer Kumar, K. Bala Prasad 

These materials have gained prominence as unique construction materials due to their 

affordability, lightweight properties, ease of application, and abundant availability [3]. 

The primary drawback of gypsum as a building material is its brittleness and heaviness. 

This limitation can be migrated by mixing gypsum with synthetic fibers, mineral particles 

and natural fibers [4]. Significant research has been conducted on the development of 

gypsum composites reinforced with natural fibers, including notable examples such as 

cellulose, hemp, palm, short sisal, and straw fibers [5ɝ7]. Nindiyasari et al. [8] investigated 

the mechanical properties of cellulose fiber-reinforced gypsum composites and found 

that the addition of reinforcement increased the Youngɠs modulus, compressive strength, 
and bending strength of the composites. This improvement was attributed to the fibers' 

ability to fill the voids within the composites. Selamat et al. [9] evaluated the thermal 

and mechanical performance of gypsum composites reinforced with rice husk and oil 

palm trunk fibers. The results indicated that the composite with 20 % fiber loading 

demonstrated improved thermal stability and flexural strength. Tesárek et al. [10] 

assessed the compressive strength of gypsum composites reinforced with recycled tire 

wires. Their study revealed that composites with large voids exhibited lower compressive 

strength due to damage localization in poorly compacted areas. Amuthakkannan et al. [11] 

examines the effect of fiber content on the mechanical properties of the short basalt fiber 

reinforced composites and revealed that composites with 10 mm fiber length exhibits 

better properties than other lengths of fiber. 

In this way, natural reinforcements in gypsum matrices are increasingly important 

for the design and construction of buildings, particularly as insulation materials. Among 

various natural fibers, hemp fibers have demonstrated strong performance as a 

sustainable reinforcement, resulting in composites with enhanced physical and 

mechanical properties [12]. Several factors influence the properties of gypsum composite 

materials, including the properties of the individual constituents, fiber geometry, the 

orientation and distribution of the fibers, the fiber-matrix interface, as well as the fiber, 

size, shape, and the methods used for mixing and processing [13]. Previous investigations 

highlight that weak bonding at the interface between the reinforcement and matrix is a 

major drawback, primarily due to poor wetting between the matrix and natural fibers. As 

a result, numerous studies have focused on both physical and chemical treatments (such 

as mercerization, alkalization, acetylation and silane) of fibers to improve fiber-matrix 

adhesion, reduce moisture absorption, and enhance surface roughness [14ɝ17]. Shejkara 

et al. [18] investigated the effect of NaOH treatment on the physical and mechanical 

properties of micro-sized walnut shell particulate (WSP) epoxy composites. Their findings 

indicated that an excessive NaOH concentration in the aqueous solution slightly 

degraded the material's properties. Yadav et al. [19] investigated the influence of NaOH 

treatment on the mechanical properties of sisal fiber-reinforced epoxy composites. Their 

analysis revealed that composites incorporating surface-modified sisal fibers with a 2M 

NaOH concentration demonstrated superior mechanical properties compared to other 

tested variants. In recent years, hemp fiber has garnered significant attention from 

researchers worldwide due to its relatively short cropping cycle and ability to thrive in 

diverse environments. It is an important natural fiber, extensively used in the production 

of composites for various industrial and construction applications [20]. With a tensile 

strength of up to 1110 MPa, hemp fiber is one of the strongest among all bast fibers [21]. 
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Charai et al. [22] demonstrated that incorporating hemp fibers into gypsum-based 

composites enhanced both the thermal insulation and bending behavior of the 

composites.  

Numerous studies on natural fiber composites employ short fibers (typically ~ 15 mm 

in length) to ensure compatibility with standard manufacturing techniques while 

optimizing mechanical performance after alkali treatment [19,23]. Iucolano et al. [24] 

successfully produced gypsum composites reinforced with hemp and glass short fibers to 

enhance the mechanical properties of the gypsum material. Research on hemp fiber 

reinforced gypsum (HFRG) composites with alkali treated fibers is not reported in the 

literature. This study aims to investigate the effects of different alkali concentrations 

(5, 10, and 15 wt. %) and fiber volume percentages (3, 6, 9, 12, and 15 vol. %) on HFRG 

composites. The compressive strength, flexural strength, thermal conductivity, density, 

and water absorption of the composites with alkali treated fibers are compared to those 

of untreated HFRG composites. 

 

Materials and Methods 

Materials 

In this study, hemp fibers and a gypsum matrix were used to fabricate HFRG composite 

materials. Hemp fibers were obtained from the local sources and chopped to an average 

length 15 mm. The physical, mechanical, and thermal properties of the hemp fibers are 

presented in Table 1. Gypsum, used as the matrix material, was in powder form.  

The ʲ-gypsum powder (CaSOɰ·0.5HɮO) utilized in this study was procured from Fiber 

Source India. The properties of the gypsum used are presented in Table 2. 

 
Table 1. Properties of hemp fiber 

Property Value 

Density, g/cm3 1.47 

Tensile strength, MPa 200ɝ240 

Tensile modulus, GPa 3.5ɝ4.0 

% elongation 2ɝ4 

Cellulous content, % 74.4 

Hemicelluloses, % 17.9 

Lignin content, % 3.7 

Moisture content, % 12 

 

Table 2. Properties of gypsum 

Property Value 

Compressive strength, MPa 2.8 

Flexural strength, MPa 1.5 

Dry density, kg/m3 800ɝ1200 

Workability time, min 65ɝ95 

Final setting time, min 140 

1000 µm, % passing 95 

150 µm, % passing 60 
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Fiber treatment 

The chopped hemp fibers were soaked separately in three different alkali concentrations 

(5, 10, and 15 wt. % NaOH). The fibers were immersed in the NaOH solutions for 5 h at 

room temperature to ensure better penetration of the solution into the fibers, as 

recommended [25,26]. The treated fibers were removed from the alkali solution and 

thoroughly rinsed multiple times with running tap water to remove any excess NaOH 

from the fiber surface. The cleaned hemp fibers were then dried in an oven at 70 °C for 
4 h to eliminate any remaining moisture content. 

 

Composites preparation 

The composite specimens were fabricated by varying the volume percentage of hemp fiber 

(3, 6, 9, 12, and 15 vol. %) and using different NaOH concentrations (0, 5, 10, and 15 wt. %). 

The mix proportions of hemp and gypsum used to make the composite samples are 

provided in Table 3. The hemp fiber and gypsum matrix were initially mixed for 3 min to 

get a homogenized dry mixture and then water is added. The ratio of water and gypsum 

was maintained 0.6 to achieve gypsum slurry. The slurry was poured into three open 

molds of different shapes, with dimensions of 100 × 100 × 40, 160 × 40 × 40, and 

120 × 120 × 20 mm3. After 24 h, the composite samples were removed from the molds 

and stored at room temperature for 28 days prior to testing. The fabricated gypsum 

composite specimens were shown in Fig. 1. 

 
Table 3. Mixed proportions of the NaOH Ƹoncentration, hemp fiber, and gypsum  

Composite NaOH Ƹoncentration, wt. % Hemp fiber, vol. % Gypsum, vol. % 

C1 0 0 100 

C2 

0 

3 97 

C3 6 94 

C4 9 91 

C5 12 88 

C6 15 85 

C7 

5 

3 97 

C8 6 94 

C9 9 91 

C10 12 88 

C11 15 85 

C12 

10 

3 97 

C13 6 94 

C14 9 91 

C15 12 88 

C16 15 85 

C17 

15 

3 97 

C18 6 94 

C19 9 91 

C20 12 88 

C21 15 85 
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Fig. 1. Fabricated HFRG composite specimens 

 

Physical properties of gypsum composites 

The experimental density of the hemp fiber-reinforced gypsum composites was determined 

using the Archimedes method in accordance with ASTM D792 standards. The composite 

samples were prepared with dimensions of 100 × 100 × 40 mm3. By knowing the mass ά 

and volume ὠ of the composite samples, the density ” was calculated using Eq. (1): ”   .                (1) 

The water absorption percentage of the fabricated composite specimens was measured 

in accordance with the ASTM D2842-01 standard, using samples with dimensions of 

100 × 100 × 40 mm3. The water absorption value was calculated using Eq. (2): 7ÁÔÅÒ ÁÂÓÏÒÐÔÉÏÎ Ϸ   Ȥ7 
×ρππ,           (2) 

where W0 is the initial weight of specimen and W1 is the weight of specimen after 

absorption of water. 

 

Mechanical properties of gypsum composites 

The compressive and flexural properties of untreated and treated HFRG composites were 

evaluated in accordance with TS EN 13279-2 standards. Both tests were conducted using 

the same universal testing machine. Composite specimens with dimensions of 

160 × 40 × 40 mm3 were used for the compressive and flexural tests. The experiments 

were conducted at room temperature with a crosshead speed of 2 mm/min. The flexural 

strength „ and modulus Ὁ  of the samples were calculated using Eqs. (3) and (4): „  ρȢυ 0,ÂÔ ÍÍ ,              (3) Ὁ  τÂÔ ÍÍ ,              (4) 
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where L is the length of the span, P is the maximum load supported by the sample, m is 

the slope of the tangent to linear portion of the load-deflection curve, b and t are the 

width and thickness of the sample respectively. The composite specimen subjected to the 

compressive and flexural loading is shown in Fig. 2. For each type of composite, five 

specimens were tested to evaluate the compressive and flexural properties, and the 

average values were reported. 

 

 
Fig. 2. composite specimen subjected to (a) compressive loading and (b) flexural loading 

 

Thermal conductivity of gypsum composites 

The thermal conductivity of HFRG composite specimens was determined using the 

steady-state hot plate method, following the procedure outlined in European Standard 

EN 13279-2. The composite specimens prepared with dimensions of 120 × 120 × 20 mm3. 

The samples were placed between a cold plate and a hot plate, and the thermal 

conductivity was measured based on the temperature difference and heat flux, as 

indicated in Eq. (5): Ñ  Ȥ4
,               (5) 

where k is the thermal conductivity (W/m·K), q is the heat flux (W/m2), L is the thickness 

of the sample (m) and T1-T2 is the difference in temperature (°C or K). 
 

Scanning electron microscopy 

To examine the fiber surface before and after alkali treatment, the microstructure of the 

hemp fibers was analysed by using JEOL-JSM-6390 model scanning electron microscope 

(SEM). To perform this study, the hemp fiber specimens were gold coated to improve the 

electrical conductivity for attains good quality photographs. 

 

Results and discussion 

Density 

The density of a composite is a key factor influencing its mechanical properties. The 

experimental density of the composite depends on several factors, including interfacial 

bonding, void content, and the relative proportions of matrix and fiber. The measured 

density of neat gypsum was found to be 1.162 g/cm3. Figure 3 illustrates the impact of 

NaOH treatment and fiber percentage on the experimental density of HFRG composites. 
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It can be observed that NaOH treatment slightly improved the density of untreated 

gypsum composites. The highest density values were recorded for composites treated 

with 10 wt. % NaOH, followed by those treated with 15 wt. % NaOH, 5 wt. % NaOH, and 

untreated fiber-reinforced gypsum composites. The figure shows that the measured 

density of the fabricated composite specimens increases with a higher fiber percentage, 

as expected, due to the higher density (1.47 g/cm3) of the hemp fiber compared to that 

of the gypsum matrix (1.162 g/cm3). The results indicate that as the hemp fiber 

percentage increases from 0 to 12 vol.%, the measured density increases by 4.22, 4.99, 

5.93, and 5.16 % for composites treated with untreated, 5, 10, and 15 wt. % NaOH, 

respectively. 

 

 
 

Fig. 3. Density of HFRG composites 

 

Water absorption 

Water absorption is another important physical property that depends on various factors, 

including humidity, void content, fiber percentage, and temperature [27]. The maximum 

water absorption percentage of neat gypsum is 29.02 %. Figure 4 illustrates the effects 

of fiber percentage and NaOH treatment on the water absorption of HFRG composites.  

Water uptake rapidly increases in the early stages and slows down as immersion 

time increases. It was observed that untreated hemp/gypsum composite samples 

exhibited the highest water absorption percentage compared to alkali treated 

hemp/gypsum composites. The maximum water absorption value observed for the 

untreated composites with a 15 vol. % fiber percentage after 216 h was 44.84 %. This was 

followed by 41.8 % for composites treated with 5 wt. % NaOH, 41.24 % for those treated 

with 15 wt. % NaOH, and 40.16 % for composites treated with 10 wt. % NaOH. The 

reduction in water absorption percentage after alkali treatment is attributed to improved 

chemical bonding between the reinforcement and the matrix. These results are consistent 

with those reported by previous researchers [28,29]. 
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Fig. 4. Water absorption of HFRG composite samples with hemp fiber (a) 3 vol. %, (b) 6 vol. %, (c) 9 vol. %, 

(d) 12 vol. %, and (e) 15 vol. % 

 

Compressive strength 

Figure 5 shows the impact of fiber percentage and alkali treatment on the compressive 

strength of HFRG composite specimens. The compressive strength of pure gypsum was 

found to be 4.75 MPa. The compressive strength of the fabricated HFRG composite 

samples was found to increase with the fiber percentage up to 12 vol. % before 

decreasing at 15 vol. %. For composites with 12 vol. % fiber percentage, the compressive 
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Fig. 5. Compressive strength of HFRG composites 

 

strength increased by 85.68, 98.52, 109.8, and 94.73 % compared to neat gypsum, with 

NaOH concentrations of untreated, 5, 10, and 15 wt. %, respectively. Hemp fiber has a 

higher modulus, and NaOH treatment enhances the interfacial bonding between the 

hemp fiber and gypsum. Up to a 12 vol. % fiber percentage, the stress required to achieve 

the same deformation is relatively higher. At a 15 vol. % fiber percentage, the decrease 

in compressive strength is attributed to increased porosity in the gypsum from air 

entrainment and reduced adhesion between the hemp fibers and the gypsum [30]. 

Compared to untreated hemp/gypsum composites, those treated with NaOH exhibited 

better compressive strength. As the alkali treatment concentration increased from 5 wt. % 

to 10 wt. %, compressive strength improved. However, a decrease in compressive 

strength was observed at 15 wt. % NaOH treatment. On the other hand, the decrease in 

compressive strength of the 15 wt. % NaOH-treated hemp/gypsum composite is 

associated to the removal of binding materials from the fibers and surface damage caused 

by the strong NaOH concentration. 
 

Flexural properties 

Figures 6 and 7 present the average flexural strength and modulus of HFRG composites 

obtained from flexural tests at different fiber volume percentages (3, 6, 9, 12, and 15 %) 

and varying NaOH concentrations (0, 5, 10, and 15 %). The flexural strength and modulus 

of neat gypsum were measured at 2.48 and 462 MPa, respectively. The flexural properties 

of the composite specimens improved with increasing fiber content up to 12 vol. %, but 

a further increase to 15 vol. % resulted in a decline. At 12 vol. % fiber content, the 

maximum flexural strength of the HFRG composite increased to 9.15, 10.07, 10.84, and 

10.36 MPa for NaOH concentrations of untreated, 5, 10, and 15 wt. %, respectively. The 

improvement in flexural properties up to 12 vol. % fiber content is due to proper bonding 

between the reinforcement and matrix phases, along with more fibers filling the voids in 

the composite. As the fiber content increases from neat gypsum to 12 vol. %, the flexural 
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Fig. 6. Flexural strength of HFRG composites 

 

 
 

Fig. 7. Flexural modulus of HFRG composites 

 

modulus of the composites rises by 105, 118, 136, and 123 % for NaOH concentrations 

of untreated, 5, 10, and 15 wt. %, respectively. 

The flexural strength and modulus of alkali-treated HFRG composite specimens 

were found to be higher than those of untreated specimens. The primary reason for the 

improvement in strength and modulus with 10 wt. % NaOH treatment of hemp fibers is 

the removal of waxy substances and impurities from the fiber surface. This enhances 

mechanical interlocking and adhesive bonding between the reinforcement and the 

matrix, leading to better overall performance [31]. Among the tested samples, the 

composite with 10 wt. % alkali treatment and 12 vol. % fiber content exhibited the 
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highest values, with a flexural strength of 10.84 MPa and a flexural modulus of 1091 MPa. 
These values represent an increase of 18.4% in flexural strength and 15% in flexural 
modulus compared to the untreated HFRG composite. The figures also show that 
increasing the alkali concentration to 15 wt. % results in a decrease in flexural properties 
compared to 5 and 10 wt. %. This can be attributed to the excessive NaOH concentration, 
which removes lignin and hemicellulose from the fibers, thereby reducing the flexural 
properties. Similar findings have been reported by several researchers for different NaOH 
concentrations and fiber percentages [32�� 34]. 

 
Thermal conductivity 

The thermal conductivity of pure gypsum was measured at 0.45 W/m�yK. Figure 8 depicts 
the thermal conductivities of the fabricated HFRG composite specimens with varying 
NaOH concentrations and fiber volume percentages. The figure shows that the addition 
of hemp fibers into the gypsum matrix reduces the thermal conductivity of the composite 
material. With hemp fiber volume percentages ranging from 0 to 15 vol. %, the thermal 
conductivity decreased compared to neat gypsum by 13.55, 12.88, 12.22, and 11.55 % for 
NaOH concentrations of untreated, 5, 10, and 15 wt. %, respectively. This indicates that 
the addition of natural fibers to the matrix material significantly improves the thermal 
insulation of the composites. Furthermore, the figure suggests that the impact of NaOH 
treatment on thermal conductivity is less pronounced. The observed increase in thermal 
conductivity of composites with higher NaOH concentrations can be attributed to three 
key mechanisms: enhanced fiber�� matrix interfacial bonding, structural modifications 
within the fibers, and reduced porosity. These results align well with previous literature 
findings [35,36]. 
 

 
 

Fig. 8. Thermal conductivity of HFRG composites 

 


