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      Аннотация

    
        
          В рамках выпускной квалификационной работы была изучена система электроснабжения 330/110 кВ. Первый раздел работы включал в себя предварительный выбор и проверку основного оборудования – генераторов, трансформаторов и сечений проводов линий электропередач. Трансформаторы проходили проверку по условиям загрузки в нормальном и послеаварийном режимах, а сечения проводов ЛЭП по длительно допустимому току. Следующий раздел состоял из расчета установившегося режима работы электроэнергетической системы аналитически и с помощью программного обеспечения. В программе RASTRWIN рассматривались режимы максимальных и минимальных нагрузок. На основе полученных результатов были выбраны компенсирующие устройства для поддержания необходимого уровня напряжения и улучшения режима реактивной мощности. 
Затем было рассмотрено влияние несимметричного короткого замыкания, для которого были определены фазные токи и напряжения в месте короткого замыкания при помощи метода симметричных составляющих и построены векторные диаграммы.
Заключительная часть работы состояла в расчете динамической устойчивости с помощью программного обеспечения Dymola. На основе проведенных опытов были предложены меры по повышению устойчивости.
        

        
          As part of the final qualification work, the power supply system of 330/110 kV was studied. The first section of the work included the preliminary selection and verification of the main equipment – generators, transformers, and power transmission line sections. The transformers were tested according to the loading conditions in normal and post-emergency conditions, and the power transmission line sections were tested for a long permissible current. The next section consisted of calculating the steady-state regime of the electric power system using analytical method and software. The RASTRWIN program examined on-peak and off-peak loading conditions. Based on the results obtained, compensating devices were selected to maintain the required voltage level and improve the reactive power mode.
Then, the influence of an asymmetric short circuit was considered, for which phase currents and voltages at the short circuit location were determined using the method of symmetrical components and vector diagrams were constructed.
The final part of the work was to calculate dynamic stability using Dymola software. Based on the conducted experiments, measures were proposed to increase stability.
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