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      Аннотация

    
        
          В работе описан характер влияния граничных условий на напряженно-деформированное состояние (НДС) стекол в составе стеклопакета. Проведен анализ состояния вопроса проектирования и расчета светопрозрачных фасадных систем. Даны общие понятия и классификация систем фасадного остекления. Описана методика расчета заполнения с учетом способа закрепления для условий классического и структурного остекления. Получены зависимости, позволяющие оценить влияние параметров закрепления на НДС заполнения. Рассчитаны значения нагрузок, приводящих к наступлению первой и второй групп предельных состояний, для характерных размеров стеклопакетов. Предложена расчетная модель, позволяющая оценить совместный прогиб заполнения и металлического каркаса светопрозрачной фасадной системы.
Целью выпускной квалификационной работы является определение влияния способа закрепления и параметров стеклопакета на НДС стекол в его составе.
Задачами исследования являются:
1.	Изучение, обобщение и анализ существующих исследований, посвященных изучению ненесущих светопрозрачных конструкций.
2.	Статический расчет стеклопакета при различных способах и параметрах закрепления.
3.	Определение зависимостей между параметрами закрепления и НДС стеклопакета на основании технических решений структурной и прижимной систем остекления.
Были рассмотрены следующие параметры закрепления:
•	Шаг закрепления структурного заполнения в горизонтальном направлении;
•	Шаг закрепления структурного заполнения в вертикальном направлении;
•	Величина межстекольного пространства;
•	Толщина стёкол в составе стеклопакета.
Объектом исследования является стекло в составе стеклопакета под действием равномерно-распределенной (ветровой) нагрузки. Предметом исследования является НДС стекла с учетом способа его закрепления в стеклопакете.
        

        
          The character of influence of boundary conditions on the stress-strain state of glass panes within insulated glass unit was described. The analysis of the current state of research on the design and calculation methods of translucent facade systems was given as well as general concepts and classification of facade glazing systems. The calculation methodology for the filling of the system was described taking into account the fastening approach. The dependencies obtained on the base of the results allow to evaluate the effect of the fastening parameters on the stress-strain state of filling. The values of the loads leading to the onset of the Ultimate and Serviceability Limit States for the most common sizes of the double-glazed windows were calculated. A specific numerical model which allows evaluation of the joint deflection of the filling and the metal frame of the translucent facade system was developed.
The aim of the final qualification work was to determine the influence of the fastening method and parameters inherent to it of the glass pane on its stress-strain state.
The objectives of the study were:
1.	The research, structuration and analysis of existing scientific papers related to the non-bearing translucent structures.
2.	Static calculation and subsequent analysis of a double-glazed window performance under various methods and parameters of fastening.
3.	Determination of the dependencies between the fastening parameters and the stress-strain state of the insulated glass unit based on the technical solutions for structural and mullion-transom glazing systems.
The following fastening parameters were proposed for the further analysis:
•	Modification of the fixing step in horizontal direction (along longer side)
•	Modification of the fixing step in vertical direction (along shorter side)
•	Change of gas filling thickness
•	Change of glass panel thickness
The object of the study was a glass pane within an insulated glass unit under the action of a uniformly distributed (wind) load.
The subject of the study was stress-strain state of glass pane considering the method of its fastening.
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