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          В данной работе приведено исследование применимости и первые результаты опытно-промышленных работ технологии периодической закачки воды в добывающие скважины с последующим отбором нефти (Huff and Puff), ранее не применявшейся в России.  Были представлены физические принципы капиллярной пропитки в гидрофильном коллекторе, которые в заданных условиях должны приводить к увеличению дебита нефти в безводных скважинах при циклической закачке воды и остановке с последующим отбором. Так как ранее данная технология не применялась в России, были проведены обзор и анализ неудачного применения в США и успешного опыта в Китае на месторождениях со схожими свойствами на аналогичных по конструкции скважинах.  Рассматривается Приобское нефтяное месторождении с терригенным коллектором низкой проницаемости, была дана геолого-физическая характеристика месторождения. Приведены предпосылки к применению из истории разработки. Предполагается применение технологии на малодебитных безводных скважинах с гидроразрывом пласта, находящихся на грани рентабельности, для повышения дебита нефти.  Для дизайна опытно-промышленных работ произведены расчеты на синтетической гидродинамической модели с двойной пористостью и проницаемостью, по которой было получено значительное увеличение добычи нефти в малодебитной скважине относительно стандартной эксплуатации. Были проведены опытно-промышленные работы на четырех нефтяных скважинах месторождения компании, которые ранее планировалось перевести в фонд поддержания пластового давления. Только на двух из них удалось выдержать необходимые сроки закачки и остановки.  Таким образом, был получен первый в России опыт применения технологии циклической закачки воды в добывающую скважину с последующим отбором. По результатам анализа проведенных опытно-промышленных работ делаются выводы об успешной инициации капиллярной пропитки в пласте-коллекторе Приобского месторождения и о необходимости проведения следующих опытно-промышленных работ с более эффективными технологическими режимами.
        

        
          This paper presents a study of the applicability and the first results of pilot works of the technology of periodic water injection into production wells with subsequent oil production (Huff and Puff), which was not previously used in Russia.  The physical principles of capillary impregnation in a hydrophilic reservoir were presented, which, under given conditions, should lead to an increase in oil production in waterless wells during cyclic water injection and shutdown with subsequent production. Since this technology was not previously used in Russia, a review and analysis of the unsuccessful application in the United States and the successful experience in China in fields with similar properties and wells was carried out. The Priobskoye oil field with a terrigenous reservoir of low permeability is considered. Preconditions for application on the selected field from the development history and geological and physical characteristics are given. It is planned to use the technology at marginal waterless wells with hydraulic fracturing, which are on the verge of profitability, to increase oil production. For the design of pilot works, calculations were made on a synthetic hydrodynamic model with double porosity and permeability, according to which a significant increase in oil production in a marginal well was obtained relative to standard operation. Pilot work was carried out on four oil wells of the company's field, which were previously planned to be transferred to the reservoir pressure maintenance stock. Only two of them managed to meet the required injection and shutdown periods.  Thus, the first in Russia experience of using the technology of cyclic water injection into a production well with subsequent withdrawal was obtained. Based on the results of the analysis of the pilot work carried out, conclusions are drawn about the successful initiation of capillary impregnation in the reservoir of the Priobskoye field and the need to carry out the following pilot work with more efficient technological modes.
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