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          Тема выпускной квалификационной работы: «Определение параметров среды при проведении гидравлических испытаний первого контура АЭС». Данная работа посвящена тепловому расчету испытательной среды при разогреве первого контура до температуры гидравлических испытаний. Было рассмотрено основное оборудование первого контура и стационарная загрузка топлива реакторной установки с ВВЭР-1200. Рассмотрен принцип проведения гидравлических испытаний. Также рассмотрены ограничения и измеряемые и требуемые параметры испытательной среды. Далее на основе рассмотренных характеристик оборудования первого контура с учетом ограничений гидравлических испытаний проведен тепловой расчет изменения параметров испытательной среды. В результате расчета выяснилось, что нагрев происходит слишком быстро, и требуется отводить излишнее тепло. В качестве теплообменника отводящего тепло от первого контура были выбраны парогенераторы. Штатные системы парогенераторов позволяют отводить необходимое количество теплоты. Таким образом было обосновано использование парогенератора во время разогрева испытательной среды первого контура до температуры гидравлических испытаний.
        

        
          The theme of the final qualification work: "Determination of the parameters of the environment during hydraulic pressure testing of the primary circuit of nuclear power plant". This work is devoted to the thermal calculation of the test medium when the primary circuit is heated to the temperature of hydraulic pressure tests. The main equipment of the primary circuit and the stationary fuel loading of the reactor plant with VVER-1200 were considered. The principle of hydraulic testing is considered. The limitations, the measured and required parameters of the test medium are also considered. Based on the considered characteristics of the primary circuit equipment, taking into account the limitations of hydraulic pressure tests, a thermal calculation of the change in the parameters of the test medium was carried out. As a result of the calculation, it turned out that the heating occurs too quickly. There is necessary to remove excess heat. Steam generators were chosen as the heat exchanger that removes heat from the primary circuit. Regular systems of steam generators allow to remove the required amount of heat. The use of a steam generator was justified during the heating of the test medium of the primary circuit to the temperature of hydraulic tests.
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