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      Аннотация

    
        
          Объект исследования – фазовый радиопеленгатор. Цель работы – повышение эффективности пеленгатора с равномерной кольцевой антенной решеткой с малым числом антенных элементов, работающего на алгоритме сверхразрешения, за счет снижения уровня ошибок фазовых измерений на антенных элементах, вызванных взаимным влиянием между антенными элементами. В ходе работы получены зависимости среднеквадратичного отклонения определения направления на источник радиоизлучения от частоты сигнала, направления на источник радиоизлучения, отношения сигнал-шум, количества антенных элементов в антенной решетке и коэффициента отражения сигнала от антенных элементов в условиях действия аддитивного белого гауссовского шума и взаимного влияния между антенными элементами. Оценена степень снижения точности определения пеленга, вызванная белым гауссовским шумом и взаимным влиянием между антенными элементами. Создан и реализован алгоритм компенсации взаимного влияния, который, в отличие от других алгоритмов, применим для антенных решеток с любым количеством антенных элементов и любой топологией. Оценена эффективность работы алгоритма компенсации с точки зрения вычислительной сложности и исправляющей способности. Результаты выпускной квалификационной работы магистра могут быть применены в различных системах определения местоположения источников радиоизлучения (морской, воздушной, космической навигации).
        

        
          The subject of the graduate qualification work is “Phase radio direction finder”. The given work is devoted to improving the efficiency of a direction finder with a uniform annular antenna array with a small number of antenna elements, operating on the superresolution algorithm, by reducing the level of phase measurement errors on the antenna elements caused by the mutual influence between the antenna elements. In the course of the work, the dependences of the root-mean-square error of determining the direction to the source of radio emission on the frequency of the signal and the direction to the source of radio emission, the signal-to-noise ratio, the number of antenna elements in the antenna array and the reflection coefficient of the signal from the antenna elements under the influence of additive white Gaussian noise and mutual coupling between antenna elements were received. The degree of degradation in the accuracy of bearing determination caused by white Gaussian noise and mutual influence between antenna elements has been estimated. An algorithm for compensating mutual coupling has been created and implemented, which, unlike other algorithms, is applicable to antenna arrays with any number of antenna elements and any topology. The effectiveness of the compensation algorithm is estimated from the point of view of computational complexity and correcting ability. The results of the final qualification work of the master can be applied in various systems for determining the location of sources of radio emission (marine, air, space navigation).
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