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          В данной работе проводится исследование мероприятий по повышению молниезащиты ВЛ 220 кВ «Жаксы-Перекатная» без грозозащитного троса при применении ОПН 220 кВ. В ходе работы были рассмотрены основные параметры молнии, методы защиты от них и последствия ударов молнии на линию. Для проведения экспериментов в программном комплексе EMTP была смоделирована модель воздушной линии, модель опоры, линейной изоляции и ограничителя перенапряжений. Для моделирования удара молнии использовали источник тока с косоугольным импульсом. Был произведен анализ молниезащиты ВЛ 220 кВ «Жаксы-Перекатная» с нелинейными ограничителями перенапряжений (ОПН) и без с разными сопротивлениями заземления опор. Также были рассчитаны энергии, выделяющиеся на защитных аппаратах при ударе молнии в опору и на фазный провод. Анализ импульсной прочности линии, выполненный с использованием смоделированной модели, показал эффективность использования ОПН. По результатам исследование было выяснено, что такие факторы как: сопротивление заземления опоры, длительность импульса и место удара молнии оказывают сильное влияние на грозоупорность ВЛ.
        

        
          In this paper, a study of measures to improve the lightning protection of 220 kV overhead line "Zhaksy-Perekatnaya" without a lightning cable is carried out when using 220 kV OPN. In the course of the work, the main parameters of lightning, methods of protection against them and the consequences of lightning strikes on the line were considered. To conduct experiments in the EMTP software package, a model of an overhead line, a model of a support, linear isolation and an overvoltage limiter were modeled. A current source with an oblique pulse was used to simulate a lightning strike. The analysis of lightning protection of 220 kV "Zhaksy-Perekatnaya" overhead line with nonlinear surge limiters (OPN) and without with different grounding resistances of supports was carried out. The energies released on protective devices when lightning strikes the support and the phase wire were also calculated. The analysis of the impulse strength of the line, performed using a simulated model, showed the effectiveness of using the OPN. According to the results of the study, it was found that such factors as: the grounding resistance of the support, the pulse duration and the location of the lightning strike have a strong influence on the lightning resistance of the overhead line.
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