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      Аннотация

    
        
          Целью работы является разработка основных гидротехнических сооружений в составе гидроузла. В качестве исходных данных были выбраны район строительства, класс капитальности гидротехнических сооружений гидроузла, характеристики грунтов района строительства, гидрологические и климатические данные в створе гидроузла, характеристики водохранилища, допустимые перепады в период строительства. В результате в соответствии с топографическими условиями в створе строительства был выбран тип компоновки гидроузла, определен состав его сооружений и очередность возведения. Для грунтовой плотины даны основные конструктивные решения, выполнен расчет устойчивости, приведена технология процесса организации производства работ, подобрана необходимая строительная техника. Запроектирована водосливная плотина (тело плотины и крепление нижнего бьефа). Определены габариты здания ГЭС. Выбрана конструкция и назначены размеры водозаборного сооружения.
        

        
          The aim of the work is to develop the main hydraulic structures in the hydro-electric complex. We use such the initial data, as the construction area, the capital class of the hydraulic structures of the hydraulic system, the soil characteristics of the construction area, the hydrological and climatic data in the hydraulic system alignment, the characteristics of the reservoir, and the permissible differences dur-ing the construction period were selected. As a result, in accordance with the topographic conditions in the construction site, the layout of the hydraulic system was selected, its composition and order of construction were determined. For the earth dam, the basic design solutions are given, the stability calculation is performed, the technology of the process of or-ganizing the work is given, the necessary construction equipment is selected. A spillway dam has been designed (dam body and downstream mount). The dimensions of the hydroelectric building are determined. The design is selected, and the dimensions of the water intake structure are assigned.
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