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      Аннотация

    
        
          Тема выпускной квалификационной работы: «Анализ снижения чувствительности защитных аппаратов в сети 0,4 кВ при возникновении шунтирующего эффекта нагрузки». Данная работа посвящена исследованию шунтирующего эффекта асинхронных электродвигателей в сетях напряжением 0,4 кВ. На первом этапе была выбрана исследуемая схема электроснабжения 0,4 кВ. После чего был произведен выбор и расчёт параметров основного оборудования: силового трансформатора, кабельных линий, автоматических выключателей, шинопроводов и асинхронных электродвигателей различной мощности. На втором этапе работы произведены вариативные расчёты трехфазного металлического и однофазного дугового коротких замыканий, для двух вариаций исследуемой схемы: с учетом электродвигательной нагрузки и без неё. По результатам расчётов был произведен анализ результатов, который доказал необоснованное завышение токов КЗ, если при расчётах не учитывать шунтирующий эффект нагрузки. На третьем, заключительном этапе, производились расчёты коэффициентов чувствительности для двух расчётных случаев, результаты которых доказали снижение чувствительности защитных аппаратов при возникновении шунтирующего эффекта нагрузки.
        

        
          Topic of the final qualification work: "Analysis of the decrease in the sensitivity of protective devices in the 0.4 kV network in the event of a shunt load effect". This work is devoted to the study of the shunting effect of asynchronous electric motors with a voltage of 0.4 kV. At the first stage, the studied power supply scheme of 0.4 kV was chosen. After that, the selection and calculation of the parameters of the main equipment was made: power transformer, cable lines, circuit breakers, busbars and asynchronous power selection motors. At the second stage of the work, variant calculations of a three-phase metal and a single-phase arc cycle were made for two variations of the circuit diagram: with and without electric motor load. Based on the results of the calculations, an analysis of the results was carried out, which proved an unreasonable increase in short-circuit currents, if the shunt effect of the load was not taken into account in the calculations. At the first, final stage, the sensitivity coefficients were calculated for two variations of the circuit, the results of detecting a decrease in the sensitivity of the device sensitivity when a shunting effect of the load occurred.
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